
HOTEL AND LODGE FOR RIBBON CREEK VILLAGE 
KANANASKIS COUNTRY 

ALBERTA, CANADA 



BntoeRWl UtoOT 



HOTEL AND LODGE FOR RIBBON CREEK VILLAGE

KANANASKIS COUNTRY

ALBERTA, CANADA

By Lyle Sauter

An undergraduate thesis submitted in
partial fulfillment of the

requirements for the degree

of

Bachelor of Architecture

Approved by

Thomas Wood,
Thesis Advisor

Robert Ut i ger,
Director

Montana State University

Bozeman, Montana
March 1986



STATEMENT OF PERMISSION TO COPY 

In presenting this thesis in partial fulfillment of the 

requirements for a degree at Montana State University, 

I agree that the Library shall make it freely available for 

inspection. I further agree that permission for extensive 

copying of this thesis for scholarly purposes may be granted 

by my major professor; or, in his absence, by the Director 

of the Libraries. It is understood that any copying or 

publication of this thesis for financial gain shall not be 

allowed without my permission. 

isL, U .  
Lvle H. Sauter 



TO MY MOTHER AND FATHER 



TABLE OF CONTENTS 

Introduction 
Alberta's Eastern Slopes 1 
Kananaskis Country 2 
Recreational Opportunities within 

Kananaskis Country 3 
Evan Thomas Development Area 4 
Area Visitation 6 

Ribbon Creek Village 
The Project 7 
Design Objectives 8 
User Groups 9 

Environmental Analysis 
Site Context 10 
Views 13 
Climatic Conditions 14 
Vegetation 15 
Wildlife 16 
Topography and Slope Conditions 17 
Geology 18 
Utilities 19 

Program Requirements 
Program Summary 20 
Area Breakdowns 22 
Functional Relationships 23 

Design Solution 69 

Footnotes 

Bibliography 

o 
O 

o 
_cd 
JD 

r. 





ALBERTA'S EASTERN SLOPES 

"The Eastern Slopes of Alberta's Rocky Mountains covers 
an area of approximately 90,000 sq. km. (34,750 sq. mi.) of 
mainly forest-covered mountains and foothills. The region 
possesses a great wealth of renewable and non-renewable 
resources—water, scenery, timber, forage, wildlife, fisheries, 
and mineral resources—the majority of which lie upon or 
beneath public lands."* Although possessing great potential 
for recreational activity, this region has in the past been 
largely by-passed for development, as the Rocky Mountain 
National Parks have become the major destination point for 
leisure-bound Albertans. 

In recent years there has been a rapid demand for Alberta's 
Eastern Slopes resources as increased awareness and 
opportunity for outdoor recreation has become available 
to those people within easy commuting distance of this area. 
This, coupled with the recent boom and rapid growth of the 
City of Calgary, has led to an overcrowding of facilities in 
the National Parks, particularly Banff. In response to this 
situation the Provincial Government of Alberta has set aside 
a portion of the Rocky Mountain Forest Reserve to be 
developed as a year-round multi-use recreation area, known 
as Kananaskis country. 



KANANASKIS COUNTRY 

Kananskis Country comprises 5,200 sq. km. (2,025 sq. mi.) 
of heavily forested foothill terrain, scenic river valleys, pristine 
lakes, and towering mountian peaks in the eastern ranges 
of the Rocky Mountains to the southwest of Calgary, Alberta. 
With its northern boundary paralleling the Trans-Canada 
Highway, the main access to Kananaskis Country is via Highway 
40, which traverses the area from north to south. Bounded 
on the west by Banff National Park and the British Columbia 
border, Kananaskis Country shares the same spectacular 
scenic beauty for which Banff has become so famous. Within 
its boundaries are three Provincial Parks and several large 
reservoirswhich account for many of this region's recreational 
opportunities. 

WASHINGTON 

Area Location 



RECREATIONAL OPPORTUNITIES WITHIN KANANASKIS 
COUNTRY 

"The objectives of the government of Alberta for Kananaskis 
Country are to provide year-round recreation opportunities 
for Albertans, while preserving the scenic and environmental 
quality of the area."2 Existing recreation facilties throughout 
Kananaskis Country include campgrounds and an extensive 
trail system for hiking, cycling, all-terrain vehicles, and 
cross-country skiing. 

The Evan-Thomas development area located to the south 
of Ribbon Creek, about 25 km. (15 mi.) south of the Highway 
40 turnoff is the site of a recently constructed 36-hole golf 
course and recreation center. The recreation center 
accommodates the needs of day users, including summer golf 
and winter cross country ski patrons. To the immediate south 
of the golf course is a recreational vehicle park with complete 
services, and to the north of the golf course is the Ribbon 
Creek Youth Hostel. Other facilities offering overnight 
aocommodatton are the William Watson Lodge; a center for 
the handicapped and elderly within Kananaskis Provincial 
Park, and the Yamunuska Center, which runs Y.M.C.A. 
programs on the northern boundary of Kananaskis Country. 

Alpine ski facilities are located at Fortress Mountain 
approximately 50 km. (30 mi.) south of the Highway 40 turnoff. 
The area has a vertical rise of 335 m. (1100 ft.) with a skier 
carrying capacity (CCP) of 3500. Base development includes 
a cafeteria, restaurant, lounge, some overnight accommodation 
and employee housing. As a day area Fortress attracts 135,000 
skier visits over an average season of 150 days.3 

Presently in the construction stage is the Nakiska ski area 
located at Mount Allan to the immediate north of Ribbon 
Creek. Nakiska is being developed by the Government of 
Alberta as the site for the alpine ski events for the 1988 
Winter Olympics. As a recreational ski area it is expected 
to reduce some of the overcrowding conditions currently 
occuring at other major ski areas located within Banff National 

Park. Its proximity to Calgary (approximately 90 km.) and 
the ability to make snow, along with favorable skiable terrain 
should ensure its success for recreational skiing. The area's 
initial development will have a vertical rise of 855 m. (2,805 ft.) 
with a SCC of 4000. Base development for Nakiska includes 
a day lodge with cafeteria and lounge. Potential future 
expansion for Nakiska could see a 5 phase development for 
an ultimate SCC of 12,600.^ Other major ski areas located 
within Banff National Park include Mount Norquay, Sunshine 
Village, and Lake Louise. 

The Kananaskis Lakes, Barrier Lake and Spray Lake provide 
opportunities for canoeing, fishing, boating, and windsurfing. 
They are generally considered too cold for comfortable 
swimming. Several streams and rivers within Kananaskis 
Country are excellent for fishing, and several small lakes 
are managed as stocked fishing areas. Due to level fluctuations 
created by hydroelectric dams upstream, the Kananaskis 
River does not support good game fishing. 



EVAN-THOMAS DEVELOPMENT AREA 

Located in the Kananaskis Valley, the Evan-Thomas 
development area has a generally north-south orientation 
following the course of the Kananaskis River. The valley 
floor is at a general elevation of 1,470 m. (4,875 ft.) MSL 
and is at its widest at the confluence of the Kananaskis River 
and Evan-Thomas Creek which flows from the east. Mount 
Kidd is the dominant peak in the mountains which surround 
the area. 

The area is characterized by a continental climate. Winter 
temperatures are subject to extreme variability as warm 
Chinook winds from the southwest alternate with an influx 
of cold arctic air from the north. Summer temperatures 
can also be subject to rapid fluctuations as unstable air masses 
are common in this mountain environment. Although quick 
to form these summer disturbances are usually short-lived. 
Strong winds are also prevalent in the valley. At higher 
elevations many exposed ridges may experience wind gusts 
well in excess of 100 km/hr (62 mph.). 

Vegetation consists of limited areas of open grassland on 
the valley floor and lower mountain slopes. Coniferous forests 
of spruce and lodgepole pine cover the majority of the mountain 
slopes. Decidious stands of poplar are located along the river. 

This area also provides a suitable habitat for a wide variety 
of wildlife species. Rocky Mountain bighorn sheep and Rocky 
Mountain goats can be found in the higher regions. Moose, 
elk, deer, black and grizzly bear, fur bearers and upland game 
birds are also found in relative abundance. 

There are several natural hazard conditions in the Evan-Thomas 
development area. These include flood plains, unstable slopes, 
avalanche hazards, and wildfire potential. All development 
for the area is proposed off the flood plain of the Kananaskis 
River and at lower elevations, where avalanche danger is 
not found. For protection from unstable slopes, guidelines 
include a setback of 50 m. (164 ft.) for sufficient protection. 

Local Context 



Wild fire is a natural hazard that will always exist during 
periods of extreme hazard conditions accompanied by strong 
winds. Fire lookouts and a protection plan have been set 
up by the Alberta Forest Service. 

The Evan-Thomas development area is traversed from north 
to south by Highway 40 as well as a 138 kv. power line. 
Numerous other gravel roadways and outlines exist in the 
area. A paved roadway at Ribbon Creek in the northern part 
of the development area serves as access for the CHA hostel 
and a ranger station. A parking area beyond the hostel serves 
as a trailhead for many hiking and cross country ski trails. 
This road is also part of the 2 km. (1.2 mi.) access road to 
Nakiska ski area. The golf course is located to the south 
of Ribbon Creek on the valley floor adjacent to the Kananaskis 
River. The recreation center sits on a hill overlooking both 
the golf course and the Kananaskis River. The Mount Kidd 
Recreational Vehicle Park is located on the east side of the 
Kananaskis River just to the south of the golf course. A 
pedestrian and cycling trail system links these facilities 
together. Several day-use areas, parking at trailheads, 
interpretive areas, and scenic viewpoints have also been 
developed in the area. The junction for the 8 km (5 mi.) gravel 
access road to Fortress Mountain ski area is to the south 
of the development area.^ 



AREA VISITATION 

Alberta's National Park's have long been promoted as major 
mountain resort areas for both Alberta residents and out-of 
province visitors. Having gained international fame for 
their scenic beauty, places such as Banff, Lake Louise, 
and Jasper attract millions of visitors annually for daily 
recreational activities or extended vactions. Kananaskis 
Country, under the control of the Government of Alberta, 
was in the past promoted primarily as a backcountry 
recreation area for use by Alberta residents. Recent 
government policy has seen extensive development of new 
recreational facilities for Kananaskis Country, thus creating 
an alternative destination area to the National Parks. 
Although still promoted primarily for use by Albertans, 
out-of-province visitation is likely to increase with further 
marketing of this area's recreation potential. 

As the site of both Alpine and Nordic ski events during 
the 1988 Winter Olympics, world wide attention will be 
brought to this region for at least a brief period. Future 
international ski events at these sites are also a definite 
probability. During the staging of such events there will 
be a high demand on all facilities in the region. What effect 
these events will have on long term visitation to the area, 
has yet to be determined. 
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THE PROJECT 

As part of the overall master plan for Kananaskis Country 
is a proposal for several small 'alpine villages'. The Ribbon 
Creek Village is the first of these potential villages to 
be developed. The overall plan for the village as offered 
by the Province of Alberta includes "rental accommodation, 
restaurant and beverage service, retail space, recreation 
facilities, and the opportunity for conference centre 
development. A total village program, not to exceed 250 
units (4 pillows/unit average) has been plannegl and divided 
into three separate development opportunities." 

It is my intention to develop a proposal for accommodation 
and service facilities for overnight and day use visitors, 
as partial development for the overall village plan. This 
will include approximately 100 rooms of overnight rental 
accommodation, restaurant and beverage service, retail 
space, support functions, the addition of further recreation 
facilities and a tie in to existing recreation facilities. 

This study will provide a unique opportunity to discover 
the inherent planning criteria, functional relationships 
and human needs required for a hotel in a recreational 
mountain setting. 

CD 
O) 
JO 

> 

j*: 
CD 
CD 

6 

o 
JQ 
_Q 

ir 



DESIGN OBJECTIVES 

In keeping with the Provincial Government objectives for 
Kananaskis Country and my own personal feelings of what 
kind of development is appropriate, I have compiled the 
following list of objectives: 

- to promote year-round activity through the provision 
of fixed accomodation and related service facilities, 
and a variety of recreational opportunities. 

- to create a rich, diverse and active experiene for the 
user. 

- to provide an opportunity for participation in activities 
without reliance on the automobile. 

- to preserve the scenic and environmental quality of the 
area and create a built form which is expressive of this 
unique natural character. 
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USER GROUPS 

Because of its close proximity to Calgary, Kananaskis 
Country receives a large number of day-use visitors. 
Although this group of visitors may be in the area for only 
a matter of hours, it is likely they will be a major user 
of the Ribbon Creek Village facilities. The lodge and 
recreation facilities should all receive high usage from 
this group. 

There are at least two other identifiable user groups which 
would utilize fixed accomodations in addition to the other 
facilities provided at the village. Next in numbers to day-use 
visitors are those who stay overnight for a short duration, 
usually two or three days. Once again the majority from 
this group would be from Calgary, although a significant 
percentage can be expected from anywhere within southern 
and central Alberta. Those who use the area as a stop-off 
on their way to other destinations are also a small portion 
of this user group. High occupancies by this group can 
be expected during weekends when people are anxious to 
get away from the city for a couple of days in the mountains. 
In addition, through the provision of fixed accommodations, 
winter recreational activities which are currently restricted 
to day-use, can be utilized by those wishing to spend more 
time in the area. 

Probably the smallest percentage of people to use the 
facilities would be those staying for an extended vacation. 
The majority from this group would probably come from 
within the province although out-of-province visitors would 
also be a factor. 
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SITE CONTEXT 

The Ribbon Creek Village will be situated along the lower 
slopes of Mount Kidd on a plateau approximately 100 m. 
(328 ft.) above the Kananaskis River Valley to the south 
of Ribbon Creek. The site overlooks the Kananaskis River 
and golf course, and offers excellent views of the surrounding 
area. The abrupt escarpment above the river provides a 
dominant edge to the sites. No previous development has 
occurred here, making the context for development primarily 
the natural setting and landscape features which are intrinsic 
to the site. 
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VIEWS 

Views onto the site from the valley floor occur at several 
points along Highway 40. From the south-east along the 
golf course the benchlands rise up from the Kananaskis River 
with the forest covered slopes of the Ribbon Creek Valley 
in the background. From the northeast the view is enhanced 
by the backdrop provided by Mount Kidd, which dominates 
the valley. One of the finest views to the site is from the 
bridge crossing the Kananaskis River at the Ribbon Creek 
turnoff. Further views to the site along the access road are 
obscured by tree cover. 

From on the site many majestic views exist in all directions. 
To the north and northeast, are views of the lower Kananaskis 
Valley and Mount Lorette. Views to the east are across the 
valley floor to the Mount McDougall complex. To the south, 
overlooking the Kananaskis River and the golf course stretches 
the Kananaskis Valley to the Wedge in the distance. To the 
southwest, the slopes of Mount Kidd rise abruptly from just 
beyond the site, while to the northwest rise the slopes of 
Mount Allan and the Ribbon Creek Valley. 



CLIMATIC CONDITIONS 

The climate of the Ribbon Creek area is characterized by 
short, warm summers with cool nights and winters of cold, 
dry, rather still periods alternating with periods of 
comparatively warm, dry, windy Chinook conditions that create 
rapid temperature changes. Temperature variation is 21°C 
(70°F) in the summer to -45°C (-49°F) in the winter. 
Long-term records for the Kananaskis Ranger Station at 
Ribbon Creek (1,463 m) show the mean daily temperature 
for Janaury, the coldest month to be -12.0°C (10°F) while 
the warmest month is July with mean daily temperatures 
of 13.2°C (56°F). The average frost free period is 62 days 
and summer temperatures tend to vary less than winter 
temperatures although temperature inversions occur frequently 
at night time. 

The 30 year mean annual precipitation at the Kananaskis 
Ranger Station is 559 mm (23.6 in.) while the mean annual 
snowfall is 264 cm (104 in.). From November through April 
95 percent of precipitation falls as snow. Snowpack 
accumulation will vary considerably on the site due to ablation 
by Chinook conditions and solar radiation. Areas along the 
escarpment with a southerly orientation and little or no tree 
cover, may be relatively free of snow throughout most of 
the winter. Potential avalanche hazard is not a factor on 
the site. 

Strong winds are a definite factor in the Kananaskis Valley. 
North and northwest flow occurs when cold continental polar 
air masses move through Alberta from the northern arctic 
region. West and southwest flow is dominant when warmer 
subarctic maritime air masses move eastward from the Pacific 
Ocean and Gulf of Alaska. Chinook wind directions vary 
from south-southwest to west-northwest. "Chinook conditions 
typically last 8 hours with maximum temperatures 6 degrees 
centigrade above normal, minimum relative humidity near 
40 percent and hourly wind speeds of 29 km/hr with maximum 
gusts of 63 km/hr." Areas of the site along the edge of the 
escarpment are subject to strong gusty winds, particularly 

prevailing winds from the southwest. The effect of these 
winds is reduced considerably within the forest cover away 
from the escarpment where more favorable conditions prevail.7 



VEGETATION 

The site is covered by a light growth of spruce, lodge-pole 
pine and aspen trees with limited open areas mainly along 
the edge of the escarpment. A variety of low shrubs grow 
amongst the trees, while the forest floor is covered with 
alpine grasses and moss. Most of the trees on the site are 
still relatively young as a fire swept through this area in 
1936.8  



WILDLIFE 

A wide variety of wildlife species can be found within the 
Ribbon Creek area. Mule deer frequent the lower elevations, 
while elk and moose are also found in this region. Bighorn 
sheep and mountain goats are seen only at higher elevations. 
Both black and grizzly bear inhabit this area, although feeding 
and denning areas are not found on the village site. Small 
furbearers such as red squirrels, hare and ground squirrels, 
are all found on the site as are a variety of song birds. 9 
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TOPOGRAPHY AND SLOPE CONDITIONS 

The topography on the Ribbon Creek Village site is flat except 
for some local depressional areas. The site is bounded by 
an escarpment on all sides but the west. Slope gradients 
along the upper portion of the escarpment range from 15° 
to 35° (25% to 70%) while the lower 20 vertical meters has 
gradients up to 45° (100%). The escarpment shows signs 
of instability caused by disturbance of vegetation on the 
slope. Erosion gullies occur on both the north and south flanks 
of the terrace. Slope gradients along the gully sides are similar 
to those along the terrace escarpment. 10 
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GEOLOGY 

The Ribbon Creek Village site is located on a glacio-fluvial 
outwash terrace above the Kananaskis River and just south 
of Ribbon Creek. General soil conditions consist of a thin 
organic veneer over a mixture of moderately dense gravels 
and sands. No bedrock outcrops extend to the surface at 
the site, although bedrock at depth is expected to be limestone, 
dolomite or shale of Upper Paleozoic age.U 
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UTILITIES 

Utilities to be provided for the Ribbon Creek Village include 
domestic water, sewer collection and disposal, electrical 
service, centralized propane, and telephone. Existing water 
pumping stations and a sewage treatment plant are located 
to the north of the golf course and east of the village site. 
They currently service the golf course maintenance area, 
the recreation center and recreational vehicle park, and have 
been designed to aecammadate the needs of the Ribbon Creek 
Village as well. Electrical and telephone service is available 
from existing lines in the area. 12 
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PROGRAM SUMMARY 

LODGE 
sq.feet sq.metre 

Public Area and Accessory Space 

Entrance Vestibules (2) 400 37 
Lobby 1,600 149 
Lounge Areas (3) 2,400 223 
Dining Room 3,000 279 
Bar/Lounge 1,600 149 
Multipurpose Rooms (2) 2,400 223 

and Storage 
Recreation Room 800 74 
Public Washrooms (4) 700 65 
Coats/Public Lockers 600 56 
Activity/Information Desk 400 37 

with office 

Service and Storage Areas 

Service Entrance/Receiving 600 56 
Staff Lounge/Cafeteria 800 74 
Staff Lockers/Washrooms 400 37 
Kitchen 2,200 204 
Disposal Room 200 18.5 
Bottle Storage 200 18.5 
General Storage 1,000 93 
Janitor (2) 300 28 
Mechanical Room 700 65 

Circulation 2,100 195 

GROSS BUILDING AREA 22,400 2,081 

HOTEL 
sq.feet sq.metre 

Public Areas and Accessory Space 

Entrance Vestibules (3) 400 37 
Lobby ~ 3,600 334 
Lounges (5) 3,800 353 
Registration Desk/Bell Captain 400 " 37 
Front Office/Administration 1,400 130 
Public Washrooms (2) 400 37 

Retail 

Convenience Shop 800 74 
Sports/Rental Shop 2,400 223 
Gift/Clothing Shop 3,400 316 

Pool Facilities 

Pool, Whirlpool, Desk 3,600 334 
Exercise Room 700 65 
Change Rooms (2) 1,200 111 
Storage/Pump Room 400 37 

Guestrooms 

Type A - 5 0  4 5 0  s q . f t . ,  42 sq.m. 2,250 208 
Type B - 83 O 450 sq.ft. , 42 sq.m. 37,350 3,473 
Type C - 11 (9 700 sq.ft. ., 65 sq.m. 7,700 715 
Type D - 7 0  7 5 0  s q . f t . ,  70 sq.m. 5,250 487 
Type E - 3 0  1 0 5 0  s q . f t .  , 98 sq.m. 3,150 292 
Type F - 1 0 700 sq.ft., 65 sq.m. 700 65 
Type G - 1 O 850 sq.ft. ., 79 sq.m. 850 79 
Type H - 1 0 850 sq.ft., 79 sq.m. 850 79 
Type I -- 1 at 850 sq.ft., 79 sq.m. 850 79 

Total 113 Rooms 58,950 5,477 
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HOTEL (cont'd) 

sq.feet sq.metre 

Service and Storage Areas 

Service Entrance/Receiving 500 46 
Laundry Area 1,200 111 
Housekeeping/Utility 1,550 144 
Storage 2,000 186 
Disposal Room 200 19 
Mechanical 600 56 

Unassigned 4,600 428 

Circulation 20,500 1,905 

GROSS BUILDING AREA 112,600 10,460 

TOTAL PROJECT BUILDING AREA 135,000 12,541 

Parking - 214 stalls 

OUTDOOR RECREATION FACILITIES AND AMENITIES 

Tennis Courts (2) 
Fire Pit/Amphitheatre 
Feature Pond/Ice Skating 
Playground 
Trail System and Lookouts 
Plaza/Outdoor Dining Area/Hot Pool and Deck Area 



AREA BREAKDOWNS 

Lodge 

Main Floor 
Upper Floor 

TOTAL 

sq.feet. 

15,000 
7,400 

22,400 

sq. metre 

1,394 
687 

2,081 

Hotel 

Main Floor 
Second Floor 
Third Floor 
Fourth Floor 
Fifth Floor 
Sixth Floor 

TOTAL 

TOTAL PROJECT AREA 

33,500 
22,500 
17,975 
16,875 
12,775 

8,975 

112,600 

135,000 

3,112 
2,090 
1,670 
1,568 
1,187 

833 

10,460 

12,541 
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LODGE 

COMPONENT: 

Lobby 

DESCRIPTION OF AREA: 

entrance vestibules; telephones; circulation; display 

USERS: 

general public; hotel guests; staff who deal with public 

ACCESS ABILITY: 

public 

CONSIDERATIONS: 

serves as assembly point for users - hub of circulation; 
creates first and most prominentimpression of the lodge 
may require special finishes 

EQUIPMENT: 

telephones 

ENVIRONMENTAL REQ'TS: 

HVAC; daylighting; subdued lighting 

SERVICE REQ'TS: 

electrical, telephone 

AREA REQ'TS: 

2000 sq.ft. 
186 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 



LODGE 

COMPONENT: 

Lounge 

DESCRIPTION OF AREA: 

informal gathering space for waiting, warming, conversation, 
interpretive programs etc. 

USERS: 

general public; hotel guests 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

fireplace; may require special finishes; informal atmosphere; 
easily accessible from lobby; additional sitting area on second 
floor 

EQUIPMENT: 

lounge furniture; piano 

ENVIRONMENTAL REQ'TS: 

HVAC; daylighting; subdued lighting; view important 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 
1400 sq.ft. (main floor) - 1000 sq.ft. (2nd floor) 
130 sq.m. (main floor) - 93 sq.m. (2nd floor) 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

Dining Room 

DESCRIPTION OF AREA: 

140 seats 

USERS: 

general public; hotel guests; dining room staff 

ACCESS ABILITY: 

public 

CONSIDERATIONS: 

connection to outdoor dining; fireplace; special finishes 

EQUIPMENT: 

tables and chairs 

ENVIRONMENTAL REQ'TS: 

daylighting; view; HVAC incandescent lighting - low level; 
acoustic consideration 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 

3000 sg.ft. 
279 sg.m. 

INTERNAL ORGANIZATION: 
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LODGE 

COMPONENT: 

Bar/Lounge 

DESCRIPTION OF AREA: 

70 seats 

USERS: 

general public; hotel guests; bar staff 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

decor should be inviting and relaxing; fireplace; special 
finishes 

EQUIPMENT: 

bar counter and equipment , stools, tables and chairs; 
stage and dance floor 

ENVIRONMENTAL REQ'TS: 

HVAC; general lighting level low - higher level over bar; 
acoustic consideration 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 

1600 sq.ft. 
149 sq.m. 

INTERNAL ORGANIZATION: 
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LODGE 

COMPONENT: 

Multi-purpose room 

DESCRIPTION OF AREA: 

meetings, movies/slide shows; interpretive programs, etc. 

USERS: 

general public; hotel guests; staff 

ACCESSABILIT Y: 

public; private 

CONSIDERATIONS: 

space divisible into two rooms; adjacent storage room for 
chairs, tables and audio-visual equipment 

EQUIPMENT: 

audio-visual; chairs; tables 

ENVIRONMENTAL REQ'TS: 

HVAC; variable lighting; acoustic consideration 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

2000 sq.ft. + 400 sq.ft. (storage) 
186 sq.m. + 37 sq.m. (storage) 

INTERNAL ORGANIZATION: 
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LODGE 

COMPONENT: 

Recreation Room 

DESCRIPTION OF AREA: 

games room 

USERS: 

general public; hotel guests 

ACCESS ABILITY: 

public 

CONSIDERATIONS: 

EQUIPMENT: 

billiard tables; shuffleboard; pinball machines; electronic 
games 

ENVIRONMENTAL REQ'TS: 

HVAC; general lighting level low - higher level over tables; 
sound absorption important 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

800 sg.ft. 
74 sq.m. 

INTERNAL ORGANIZATION; 

EXTERNAL INTERRELATIONSHIPS: 



LODGE 

COMPONENT: 

Public Washrooms 

DESCRIPTION OF AREA: 

men and women 

USERS: 

public 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

accessible from all public spaces 

EQUIPMENT: 

standard washroom furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC (special ventilation requirements); special finishes 
(sanitary); recessed lighting 

SERVICE REQ'TS: 

plumbing 

AREA REQ'TS: 

700 sq.ft. 
65 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

Locker Room 

DESCRIPTION OF AREA: 

storage area for personal belongings of day use visitors 

USERS: 

general public 

ACCESSABILITY: 

public 
CONSIDERATIONS: 

adjacent to lobby 

EQUIPMENT: 

lockers; benches 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

400 sq.ft. 
37 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 

\OGVSJT rtti. \O\)OY 

I0\JW)£. 

HI 

HI 

—¥— 



LODGE 

COMPONENT: 

Coat Check 

DESCRIPTION OF AREA: 

coat storage 

USERS: 

general public; hotel guests; staff serving public 

ACCESS ABILITY: 

semi-private 

CONSIDERATIONS: 

adjacent to lobby - must serve dining and bar areas 

EQUIPMENT: 

counter; coat racks 

ENVIRONMENTAL REQ'TS: 

HVAC (high ventilation rates); lighting 

SERVICE REQ'TS: 

AREA REQ'TS: 

200 sq.ft. 
18.5 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

Activity/Information Desk 

DESCRIPTION OF AREA: 

USERS: 

general public; hotel guests; staff serving public 

ACCESSABILITY: 

semi-private 

CONSIDERATIONS: 

adjacent to lobby 

EQUIPMENT: 

counter; map and brochure storage; notice board 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical, telephone 

AREA REQ'TS: 

200 sq.ft. 
18.5 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 



LODGE 

COMPONENT: 

Office 

DESCRIPTION OF AREA: 

private office for use by activity/information desk personnel 

USERS: 

staff 

ACCESSABILITY: 

restricted 

CONSIDERATIONS: 

provide view of activity/information desk from office 

EQUIPMENT: 

office furniture 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting; view 

SERVICE REQ'TS: 

electrical, telephone 

AREA REQ'TS: 

200 sq.ft. 
18.5 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

Service Entrance/Receiving 

DESCRIPTION OF AREA: 

deliveries; garbage and empty bottle removal; staff entrance 

USERS: 

staff 

ACCESSABILITY: 

private 

CONSIDERATIONS: 

EQUIPMENT: 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

600 sq.ft. 
56 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

Employee Facilities 

DESCRIPTION OF AREA: 

Men's lockers, toilets, showers, women's lockers, toilets, 
showers, staff cafeteria and lounge 

USERS: 

staff 

ACCESS ABILITY: 

private 

CONSIDERATIONS: 

EQUIPMENT: 

washroom equipment,, showers, lockers, lounge furniture, 
cafeteria equipment and furniture 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting; view 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 

1200 sq.ft. 
111 sq.m. 

INTERNAL ORGANIZATION: 
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LODGE 

COMPONENT: 

Kitchen 

DESCRIPTION OF AREA: 

includes butcher shop, bake shop, vegetable preparation 
area, dishwashing area, dry good storage, refrigeration 
and freezer, chef's office and servery 

USERS: 

kitchen staff 

ACCESS ABILITY: 

restricted 

CONSIDERATIONS: 

must serve dining room and employee cafeteria; must have 
easy access to delivery and garbage removal areas 

EQUIPMENT: 

specialized kitchen equipment 

ENVIRONMENTAL REQ'TS: 

HVAC (special ventilation requirements); lighting sufficient 
for various tasks 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 
2200 sq.ft. 
204 sq.m. 

INTERNAL ORGANIZATION: 
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LODGE 

COMPONENT: 

Disposal Room 

DESCRIPTION OF AREA: 

garbage sorting; trash 

USERS: 

kitchen staff, food and beverage staff; cleaning staff 

ACCESSABILITY: 

restricted 

CONSIDERATIONS: 

adjacent to service entrance 

EQUIPMENT: 

compacting and baling machine, garbage bins 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical, plumbing 

AREA REQ'TS: 

200 sq.ft. 
18.5 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 



LODGE 

COMPONENT: 

Bottle Storage 

DESCRIPTION OF AREA: 

beverage and empty bottle storage 

USERS: 

food and beverage staff 

ACCESS ABILITY: 

restricted 

CONSIDERATIONS: 

adjacent to service entrance 

EQUIPMENT: 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

AREA REQ'TS: 
200 sq.ft. 
18.5 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

General Storage 

DESCRIPTION OF AREA: 

storage for furniture, equipment etc. 

USERS: 

service staff 

ACCESSABILITY: 

restricted 

CONSIDERATIONS: 

EQUIPMENT: 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

1000 sq.ft. 
93 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

Janitor 

DESCRIPTION OF AREA: 

contains custodial equipment 

USERS: 

maintenance staff 

ACCESSABILITY: 

restricted 

CONSIDERATIONS: 

rooms should be provided on both floors 

EQUIPMENT: 

standard cleaning and maintenance equipment; storage 
shelves 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical, plumbing 

AREA REQ'TS: 

300 sq.ft. 
28 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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LODGE 

COMPONENT: 

Mechanical Room 

DESCRIPTION OF AREA: 

houses, electrical and mechanical equipment 

USERS: 

maintenance staff 

ACCESS ABILITY: 

restricted 

CONSIDERATIONS: 

separateenclosure for electrical 

EQUIPMENT: 

electrical and mechanical equipment 

ENVIRONMENTAL REQ'TS: 

liqhting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

700 sq.ft. 
65 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Lobby 

DESCRIPTION OF AREA: 

entrance vestibules; seating and waiting area; telephones; 
circulation 

USERS: 

hotel guests; general public; staff who deal with public 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

serves as assembly point for guests - hub of circulation; 
creates first and most prominent impression of the hotel; 
may require special finishes 

EQUIPMENT: 

lounge furniture; public telephones 

ENVIRONMENTAL REQ'TS: 

HVAC; subdued lighting 

SERVICE REQ'TS: 

electrical, telephones 

AREA REQ'TS: 

3600 sq.ft. 
334 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Lounges 

DESCRIPTION OF AREA: 

waiting and seating 

USERS: 

hotel guests; general public 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

fireplace; may require special finishes; main lounge space 
adjacent to lobby - additional smaller sitting areas on 
upper floors 

EQUIPMENT: 

lounge furniture 

ENVIRONMENTAL REQ'TS: 

HVAC; daylighting; subdued lighting; view important 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

3800 sq.ft. (1600 sq.ft. - main floor) 
353 sq.m. (149 sq.m. - mainfloor) 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Registration Desk/Bell Captain 

DESCRIPTION OF AREA: 

Cashier; mail and keys; reception and registration; 
telegrams and cables; baggage and ski check 

USERS: 

staff dealing with public 

ACCESSABILITY: 

semi-private 

CONSIDERATIONS: 

must be immediately conspicuous to guests and provide 
supervision to lobby area; must accommodate heavy demands 
at certain peak times. 

EQUIPMENT: 

room rack; information rack; reservation rack; sales ticket 
boxes; room status panel; mail and key trays; key depository; 
filing cabinets; brochure racks; cash register; telephone 
meters; safe; baggage trollys 

ENVIRONMENTAL REQ'TS: 

HVAC; task lighting 

SERVICE REQ'TS: 

electrical; telephone 

AREA REQ'TS: 

400 sq.ft. 
37 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Front office/Administration 

DESCRIPTION OF AREA: 

cashier; front office manager; reservation; secretarial 
and clerical; switchboard; accounting; marketing 

USERS: 

administration staff 

ACCESSABILIT Y: 

restricted 

CONSIDERATIONS: 

accessible to front desk 

EQUIPMENT: 

standard office furnishings; switchboard 

ENVIRONMENTAL REQ'TS: 

HVAC; task lighting; daylighting/view 

SERVICE REQ'TS: 

electrical; telephone 

AREA REQ'TS: 

1400 sq.ft. 
130 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 



HOTEL 

COMPONENT: 

Public Washrooms 

DESCRIPTION OF AREA: 

men; women 

USERS: 
hotel guests; general public 

ACCESS ABILITY: 

public 

CONSIDERATIONS: 

adjacent to lobby 

EQUIPMENT: 
standard washroom furnishings 

ENVIRONMENTAL REQ'TS: 
HVAC (special ventilation reguirements); special finishes 
(sanitary); recessed lighting 

SERVICE REQ'TS: 

plumbing 

AREA REQ'TS: 

400 sg.ft. 
37 sg.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Retail 

DESCRIPTION OF AREA: 

convenience shop/newstand 

USERS: 

hotel guests; general public; retail staff 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

accessible from main lobby 

EQUIPMENT: 

sales counter; cash register; display shelves and racks 

ENVIRONMENTAL REQ'TS: 

HVAC; display and general lighting, daylighting 

SERVICE REQ'TS: 

electrical, telephone 

AREA REQ'TS: 

800 sq.ft. 
74 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Retail 

DESCRIPTION OF AREA: 

sports/rental shop 

USERS: 

hotel guests; general public; retail staff 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

accessible from main lobby and exterior; shop to specialize 
in rental of skis (winter) and bicycles (summer) 

EQUIPMENT: 

sales counter; cash register; display shelves and racks; counters; 
shelves and racks for rental equipment, repair and maintenance 
equipment for skis, bicycles, tennis rackets 

ENVIRONMENTAL REQ'TS: 

HVAC; display, general and task lighting; daylighting 

SERVICE REQ'TS: 

electrical, telephone 

AREA REQ'TS: 

2400 sq.ft. 
233 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Retail 

DESCRIPTION OF AREA: 

gift/clothing shop 

USERS: 

hotel guests; general public; retail staff 

ACCESSABILITY: 

public 

CONSIDERATIONS: 

should be visible form main lobby (access on second floor) 

EQUIPMENT: 

sales counter; cash register; display counters, shelves and racks 

ENVIRONMENTAL REQ'TS: 

HVAC; display and general lighting 

SERVICE REQ'TS: 

electrical, telephone 

AREA REQ'TS: 

2400 sq.ft. + 1000 sq.ft. (storage) 
223 sq.m. + 93 sq.m. (storage) 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 
Pool 

DESCRIPTION OF AREA: 
pool, whirlpool; desk 

USERS: 
hotel guests 

ACCESSABILITY: 
semi-public 

CONSIDERATIONS: 
access to exterior sun deck and outdoor hot pool 

EQUIPMENT: 
standard pool equipment 

ENVIRONMENTAL REQ'TS: 
HVAC(humidity control); lighting; daylighting and view important 

SERVICE REQ'TS: 

AREA REQ'TS: 

3600 sq.ft. 
334 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Exercise Room 

DESCRIPTION OF AREA: 

USERS: 

hotel guests 

ACCESSABILITY: 

semi-public 

CONSIDERATIONS: 

window - wall facing pool area 

EQUIPMENT: 

exercise machines; weightlifting equipment; floor mats 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

700 sq.ft. 
65 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Change Rooms 

DESCRIPTION OF AREA: 

men; women; includes lockers, showers, washrooms 

USERS: 

hotel guests 

ACCESSABILITY: 

semi-public 

CONSIDERATIONS: 

adjacent to pool 

EQUIPMENT: 

standard washroom furnishings; showers; lockers; benches 

ENVIRONMENTAL REQ'TS: 

HVAC (special ventilation requirements); special finishes 
(sanitary); recessed lighting 

SERVICE REQ'TS: 

plumbing 

AREA REQ'TS: 

1200 sq.ft. 
111 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Storage/Pump Room 

DESCRIPTION OF AREA: 

storage area for pool equipment 

USERS: 

staff 

ACCESS ABILITY: 

restricted 

CONSIDERATIONS: 

EQUIPMENT: 

mechanical equipment for pool 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical, plumbing 

AREA REQ'TS: 
300 sq.ft. 
28 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 



HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type A - studio unit 

USERS: 

hotel guest;housekeeping staff 

ACCESSABILITY: 

private 

CONSIDERATIONS: 

kitchen/dining 

EQUIPMENT: 

standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 
450 sq.ft. 
42 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type B - typical studio unit 

USERS: 

hotel guests; housekeeping staff 

ACCESSABILITY: 

private 

CONSIDERATIONS: 

balcony/patio 

EQUIPMENT: 

standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 

450 sq.ft. 
42 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type C - studio unit with loft 

USERS: 
hotel guests; housekeeping staff 

ACCESS ABILITY: 

private 

CONSIDERATIONS: 
balcony; kitchen/breakfast bar 

EQUIPMENT: 
standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 
electrical, plumbing, telephone 

AREA REQ'TS: 

700 sq.ft. 
65 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 
Type D - 1 bedroom unit 

USERS: 
hotel guests; housekeeping staff 

ACCESSABILITY: 

private 

CONSIDERATIONS: 
balcony/patio; kitchen/dining 

EQUIPMENT: 
standard room furnishings 

ENVIRONMENTAL REQ'TS: 
HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 
electrical, plumbing, telephone 

AREA REQ'TS: 

750 sq.ft. 
70 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type E - 2 bedroom unit 

USERS: 

hotel guests; housekeeping staff 

ACCESS ABILITY: 

private 

CONSIDERATIONS: 

balcony; kitchen/dining 

EQUIPMENT: 

standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 

900 sq.ft./1050 sq.ft. 
84 sq.m./98 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 



HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type F - studio unit 

USERS: 

hotel guests; housekeeping staff 

ACCESSABILITY: 

private 

CONSIDERATIONS: 

balcony; kitchen/dining 

EQUIPMENT: 

standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 
700 sq.ft. 
65 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type G - studio unit 

USERS: 

hotel guests/housekeeping staff 

ACCESSABILITY: 

private 

CONSIDERATIONS: 

balcony; kitchen/dining 

EQUIPMENT: 

standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 
850 sq.ft. 
79 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type H - 1 bedroom unit 

USERS: 

hotel guests; housekeeping staff 

ACCESSABILITY: 

private 

CONSIDERATIONS: 

balcony; kitchen/dining 

EQUIPMENT: 

standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 

electrical, plumbing, telephone 

AREA REQ'TS: 
850 sq.ft. 
79 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Guestroom 

DESCRIPTION OF AREA: 

Type I - studio unit 

USERS: 

hotel guests; housekeeping staff 

ACCESS ABILITY: 

private 

CONSIDERATIONS: 

balcony; kitchen/dining 

EQUIPMENT: 

standard room furnishings 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting; daylighting/view 

SERVICE REQ'TS: 

electrical; plumbing; telephone 

AREA REQ'TS: 
850 sq.ft. 
79 sq.m. 

INTERNAL ORGANIZATION: 
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HOTEL 

COMPONENT: 

Service entrance/Receiving 

DESCRIPTION OF AREA: 

deliveries; garbage removal; staff entrance 

USERS: 

staff 

ACCESS ABILITY: 

private 

CONSIDERATIONS: 

EQUIPMENT: 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

500 sq.ft. 
46 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Laundry area 

DESCRIPTION OF AREA: 

housekeeping; laundry; linen storage; uniform issue and valet 

USERS: 

staff 

ACCESSABILITY: 

restricted 

CONSIDERATIONS: 

EQUIPMENT: 

laundry equipment; uniform and linen storage racks 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical; plumbing 

AREA REQ'TS: 

1200 sq.ft. 
I l l  s q . m .  

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Housekeeping/Utility 

DESCRIPTION OF AREA: 

housekeeping; linen storage; utility 

USERS: 

cleaning staff 

ACCESSABILITY: 

restricted 

CONSIDERATIONS: 

EQUIPMENT: 

trollys; storage racks; cleaning equipment 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

plumbing; electrical 

AREA REQ'TS: 

150 sq.ft./room 
14 sq.m./room 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

General storage 

DESCRIPTION OF AREA: 

storage for furniture, equipment etc. 

USERS: 

staff 

ACCESS ABILITY: 

restricted 

CONSIDERATIONS: 

EQUIPMENT: 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

2000 sq.ft. 
186 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Disposal room 

DESCRIPTION OF AREA: 

garbage sorting; trash 

USERS: 

staff 

ACCESS ABILITY: 

restricted 

CONSIDERATIONS: 

adjacent to service entrance 

EQUIPMENT: 

compacting and baling machine; garbage bins 

ENVIRONMENTAL REQ'TS: 

HVAC; lighting 

SERVICE REQ'TS: 

electrical; plumbing 

AREA REQ'TS: 

200 sq.ft. 
19 sq.m. 

INTERNAL ORGANIZATION: 

EXTERNAL INTERRELATIONSHIPS: 
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HOTEL 

COMPONENT: 

Mechanical room 

DESCRIPTION OF AREA: 

houses electrical and mechanical equipment 

USERS: 

maintenance staff 

ACCESSABILITY: 

restricted 

CONSIDERATIONS: 

separate enclosure for electrical 

EQUIPMENT: 

electrical and mechanical 

ENVIRONMENTAL REQ'TS: 

lighting 

SERVICE REQ'TS: 

electrical 

AREA REQ'TS: 

600 sq.ft. 
56 sq.m. 

INTERNAL ORGANIZATION: 
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