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Abstract:

Polymer degradation occurs as a result of exposure to atomic oxygen in low Earth orbit (LEO). The
damaging effects of the space environment on materials have prompted the simulation of LEO to study
polymer erosion. The laboratory setting provides a method of evaluating material erosion by atomic
oxygen attack in an affordable and time-efficient manner: This study investigates the temperature
dependence of the erosion of Kapton H and FEP Teflon when exposed to hyperthermal 5 eV atomic
oxygen beam. This study extends earlier investigations of the temperature dependence of Kapton H
erosion and helps unveil the reaction mechanisms that lead to erosion of Kapton H and FEP Teflon in
LEO. The investigations reported in thesis relied on the use of Kapton H to calibrate the atomic oxygen
exposures, so an additional study was performed to verify the linear dependence of Kapton H erosion.
Surface characterizations of the eroded samples in this study were performed by surface profilometry
and atomic force microscopy.

The Kapton H erosion yield grew exponentially with temperature in the range 298 K to 573 K. The
temperature dependence of Kapton H erosion could be explained by temperature-dependent and
-independent mechanisms. The temperature-independent mechanism dominates at lower temperatures
and involves the direct reaction of O atoms with the polymer surface, with an activation energy that is
easily overcome by the O-atom collision energy with the surface. The temperature-dependent
mechanism becomes important at higher temperatures. Apparently, at high surface temperatures,
material is removed through reactions that occur in thermal equilibrium with the surface and have an
effective activation energy of 0.31 eV.

From 298 K to 423 K the erosion yield of FEP Teflon grew exponentially. The nonlinear Arrhenius
behavior suggested a two-term mechanism analogous to that used to describe the temperature
dependent erosion of Kapton H. At temperatures lower than 373 K the temperature-independent
mechanism dominates the material erosion and at higher temperatures, a mechanism becomes
important that occurs in thermal equilibrium with the surface and has an activation energy of 0.24 eV.
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ABSTRACT

Polymer degradation occurs as a result of exposure to atomic oxygen in low Earth
orbit (LEO). The damaging effects of the space environment on materials have prompted
the simulation of LEO to study polymer erosion. The laboratory setting provides a method
of evaluating material erosion by atomic oxygen attack in an affordable and time-efficient
manner.

This study investigates the temperature dependence of the erosion of Kapton H and
FEP Teflon when exposed to a hyperthermal 5 eV atomic oxygen beam. This study extends
earlier investigations of the temperature dependence of Kapton H erosion and helps unveil
the reaction mechanisms that lead to erosion of Kapton H and FEP Teflon in LEO. The
investigations reported in thesis relied on the use of Kapton H to calibrate the atomic oxy-
gen exposures, so an additional study was performed to verify the linear dependence of
Kapton H erosion. Surface characterizations of the eroded samples in this study were per-
formed by surface profilometry and atomic force microscopy.

The Kapton H erosion yield grew exponentially with temperature in the range 298
K to 573 K. The temperature dependence of Kapton H erosion could be explained by
temperature-dependent and -independent mechanisms. The temperature-independent mecha-
nism dominates at lower temperatures and involves the direct reaction of O atoms with the
polymer surface, with an activation energy that is easily overcome by the O-atom collision
energy with the surface. The temperature-dependent mechanism becomes important at
higher temperatures. Apparently, at high surface temperatures, material is removed through
reactions that occur in thermal equilibrium with the surface and have an effective activation
energy of 0.31 eV. ,

From 298 K to 423 K the erosion yield of FEP Teflon grew exponentially. The non-
linear Arrhenius behavior suggested a two-term mechanism analogous to that used to de-
scribe the temperature dependent erosion of Kapton H. At temperatures lower than 373 K
the temperature-independent mechanism dominates the material erosion and at higher tem-
peratures, a mechanism becomes important that occurs in thermal equilibrium with the
surface and has an activation energy of 0.24 eV.




CHAPTER 1

INTRODUCTION

The International Space Station (ISS) is a monumental scientific and engineering
achievement; however, it is plagued with the problem of material deterioration as it main-
tains orbit above the Earth. This part of the Earth’s atmosphere, from 200-700 km, is com-
monly referred to as low Earth orbit (LEO).! Since the early 1980’s, it has been determined
through both space- and laboratory-based experiments that materials degrade after long
term exposure to the LEO environment.

The most abundant species in LEO is atomic oxygen. Atomic oxygen is formed
when molecular oxygen is photodissociated by vacuum ultraviolet radiation.* The mean
free path at LEO altitudes is large enough that recombination to form O, or O, is negli-
gible.” In the steady state, molecular oxygen is generally less than one-tenth of the atomic
oxygen density.”® Figure 1 illustrates the number density of various neutral species at LEO
altitudes. The O-atom number density at a typical shuttle altitude of 300 km is ~10° cm?.
The number density of atomic oxygen is low, but when combined with the relative velocity
between orbiting spacecraft and the ambient atmosphere (~7.4 km s), the oxygen étoms
bombard the ram surface of a spacecraft at a rate of ~10'° O atoms cm? s™. This corre-
sponds to O atoms with a mean translational energy of 4.5 eV striking the leading edge of a

satellite.!® The kinetic temperature of roughly 1000 K for the ambient atmosphere results in
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affordable and time-efficient manner.®> An ideal laboratory exposure would provide a con-

trolled, faithful reproduction-of the LEO environment; it would have a flux greater than 10"

atoms cm™ s, a mean collision energy of approximately 5 eV O(P) atoms, and no impuri- =

ties present (e.g., VUV light, excited species, and ions).!* The laser-detonation source in
this laboratory generates a high purity, ground state atomic/molecular oxygen beam with an
O-atom translation energy of ~5 €V and a flux of >10" atoms cm? s (40 cm from the
source).”? The use of a hyperthermal atom beam source is beneficial to the study of poly-
mer surfaces.* Although, the laboratory is unable to simulate LEO completely, by gaining
an understanding of the erosion mechanism of polymers in the controlled laboratory envi-
ronment , it should then be possible to predict the durability of a material in a variety of
environments.

Post-flight analysis of materials from early space flights identified the damaging
effects of LEO on polymer surfaces.!* Many polymer films have d’esireci mechanical and
optical properties (solar absorptance and thermal emittance); in addition, théy are easily
fabricated and installed.”* The interest in these‘ materials is due to their many applications
on spacecraft: structural materials, space robots, manipulator arms, solar arrays, thermal
blankets, and second-surface mirrors.’»* Unfortunately, these materials experience degra- |
dation in optical and mechanical properties when exposed to LEO for extended periods of
time, i.e., weight loss, change in physical properties, loss of surface gloss, pfemature aging,
and a reduction of thern;lal properties. %13

After several Space Shuttle operations, multiple studies found that the erosion of




polymeric material was caused by OCP), enhanced by the presence of VUV radiation.5!-1617
For example, the Long Duration Exposure Facility (LDEF, 5.8 years in space) and the
Hubble Space Telescope (HST, 3.6 years in space) have provided evidence of space degra-
dation.’® Fluoroethylene propylene (FEP) Teflon and Kapton H polymers recovered from
the leading edge of LDEF demonstrated significant erosion, with rough, sharp peaks that
pointed in the direction of the atomic oxygen flow. When shuttle mission STS-41(LDEF)
returned to Earth in January 1990, the Kapton H surfaces on a multilayer insulation blanket
were oxidized and experienced weight loss due to surface erosion.’® The effect of incident
angle on erosion was observed but not measured. FEP located on the trailing edge 6f LDEF
received mostly VUV and little atomic oxygen bombardment. The morphology observed
was a hard brittle layer not detected on the leading edge materials.” The FEP multilayer
insulation recovered from HST showed evidence of severe embrittlement along sélar fac-
ing surfaces.”” The embrittled layer was not observed on polymers exposed primarily to
atomic oxygen.” The damaging effects of the space environment on materials has prompted
the simulation of LEO to study polymer erosion.

Kapton H (pyromellitic dianhydride-oxydianiline (PMDA-ODA) polyimide) is one
of the most studied polymers. The structure of Kapton is shown in figure 2. This polyimide
polymer has been extensively studied because of its flexible and lightweight structure, tem-
perature stability, excellent insulation properties, UV stability, and IR transparency.’ Itisa
structural material used for solar array blankets due to its mechanical strength and electrical

properties. Kapton H is the standard polymer reference used by the space effects commu-
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Recently, Tagawa et al.?? studied the temperature dependence of Kapton-like
polyimide erosion when the polymer was exposed to a 5 eV atomic oxygen beam similar to
the beam in our laboratory. The polyimide film was formed when a polyamic amide acid
was spin coated onto a quartz crystal microbalance (QCM) and cured at high-temperatures.
X-ray photoelectron spectroscopy (XPS) confirmed the structure was similar to Kapton H.
The mass of the film was measured every 10 seconds from shifts in the resonance frequency
of the quartz oscillator during the exposure. The exposure measurements were obtained
during the initial erosion of the polymer, with a fluence range of 2.6x10 to 6.5x106 atoms
cm?, The sample temperature range was 253 Kl to 353 K+ 0.1 K with a flux of 2.6x10"
atom cm™ s, A plot of the natural log of the erosion yield (In R ) versus inverse tempera-
ture (T-) for this limited temperature range gave a linear Arrhenius plot, with an activation
energy (E ) of 5.7x10* eV (0.055 kJ mol™).

Fluoroethylene propylene (FEP) Teflon is a commonly used polymer due to its rela-
tively high resistance to oxygen atoms; therefore, in space it has not been protected.”® The
atomic oxygen effect on FEP erosion is small compared to other organic molecules that
consist of carbon, hydrogen, and oxygen.2 The structure of FEP is shown in figure 3.
When coated with silver or aluminum backing, it has a high thermal emittance and reflec-
tion of incident solar energy, which are desirable properties for thermal insulating materials
and flexible solar reflectors.*?* It is commonly used for thermal control on exterior space-
craft surfaces, the top layer in multi-layer insulation, or a second-surface mirror on radiator

panels. When ground and space exposure data are compared, both indicate a small degra-
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Figure 3. The structure of
Fluoroethylene propylene
(FEP) Teflon.

dation of thermal properties.’® FEP Teflon is prone to erosion, cracking, and subsequent
mechanical failure in LEO.>® In space, factors that may contribute to FEP Teflon degrada-
tion are solar radiation, atomic oxygen, debris and micrometeoroid impacts, and thermal
cycling, in addition to the stress applied by its configutation.'®

This study investigates the temperature dependence of the erosion of Kapton H and
FEP Teflon when these materials are exposed to a hyperthermal atomic oxygen beam. This
study extends earlier investigations of the temperature dependence of Kapton H erosion
and helps unveil the reaction mechanism responsible for surface er(')sion. The effect of
témperature on FEP Teflon erosion is studied to understand the chemistry occurring on the
polymer’s surface. Surface characterization of the eroded samples in the present study was
performed by surface profilometry and atomic force microscopy.

Chapter 2 describes the experimental details of the molecular beam apparatus, the
sample geometry for each exposure, the sample preparation, and surface characterization
methods.

Chapters 3 and 4 describe the results and discussion for the Kapton H erosion and

temperature study. Chapter 3 presents the results and analysis of the experimental data of




Kapton H, while chapter 4 focuses on the discussion of the results of the Kapton H erosion
and temperature study.

Chapters 5 and 6 present the results and discussion of the temperature study of FEP
Teflon. Chapter- 5 presents the results and analysis of the FEP Teflon erosion experiment
and Chapter 6 focuses on the discussion of the effects of tex‘npera“cure on the erosion of FEP

Teflon.
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conical nozzle to the detector (132.66 cm). Each pulse of the beam contains an average of
1.75x10% O atoms with a mean translational energy of 5 eV and a flux of 1.6x10" atoms
cm? s1.1% The flux is measured at the sample mount and is calculated by measuring the
erosion depth of a Kapton H standard that is assUni;d to have an erosion yield of 3 .00x10'2;‘
cm?® atom2. The average beam velocity is 8 km s!. Figure 6 shows the translational energy

distribution of atomic and molecular oxygen in the beam.

Sample Mount

‘ The polymers are plaéed in a sample mount located 40 cm from the conical nozzle,
a few degrees off the hyperthermal beam axis. The mount is exposed to the entire beam at
a rate of two pulses per second.?? Polymer samples 0.48 inch in diameter and 0.005 inch
thick were placed in the sample mount, with a stainless steel vﬁre mesh placed over them.
The wire mesh covers only a portion of the sample, allowing the erosion depth between the
exposed and unexposed areas of the sample to be measured. The wire mesh is approxi-
mately 100 pm thick, and wire width of 1.22 cm and an open square ;el:cea 0f 0.25 mm?. The
sample holder contains nine locations for the positioning of materials. The sample mount is
shown in Figure 7. A Kapton H reference stand‘arci is placed in position 5. The reference
sample is thermally isolated from the rest of the sample mount and is maintained at 296 K.
The temperature of the samples at the other eight positions can be elevated from 298 K to

573 K by resistive heaters embedded in the sample mount.
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the same rate to 573 K and held for 30 minutes. The FEP Teflon samples were prepared for
adhesion to silicon wafers by applying Tetraetch® to one side, cleaning Wﬁh hot nanopure
water, and allowing the sample to dry in the clean hood. The purpose of Tetractch® is to
chemically alter one side of FEP Teflon to aid in adhesion. Ablefilm 5025® was then used
to bond the Teflon coupon to the silicon wafer. The samples were heat-cured in air at 323K
for 30 minutes, then the temperature was slowly ramped at a rate of 1 K min, finally curing
at 423 K for one hour. It is important to heat cure FEP Teflon in air, because under vacuum
the adhesive bonding properties may be affected. The polymer films, bonded to silicon
substrates, are ready for exposure c;nce the curing process is completed. Some samples
remained unexposed and served as éontrol samples.

Maintaining uniform surface temperature of a polymer sample has been a problem
in past temperature dependence studies. This occurs because Kapton H and FEP Teflon are
both good insulators and by placing them in a mount secured only around the outside,
uniform temperature was not possible. However, by bonding polymer films to a silicon
wafer, uniform temperature can be maintained over the entire surface. This approach was
tested by exposing two Kapton samples at 573 K for 100,000 pulses. One sample was
attached to a silicon wafer and one was not. When compared to the Kapton H reference
standard, which was maintained at 296 K, the erosion depths were different between the
surfaces. The Kapton film that was bonded to a silicon wafer eroded 14.5 pum, while a free-
standing Kapton film mounted in the heated sample mount eroded ~11.7 pm. Thé reference

sample in a mount held at 296 K eroded only 4.6 um. The reason for the discrepancy
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between the two heated samples is Kapton on silicon had an even distribution of tempera-
ture; however, the unsecured sample temperature could only be elevated around the edge
where it was held in the sample mount. This unbonded film evidently never reached the

temperature of the mount, as the bonded sample did.

Surface ‘Characterizing Methods

Material Loss Measurements

Kapton H (pyromellitic dianhydfide—oxydianiline (PMDA-ODA) polyimide) is a
standard polymer reference usea by the space effects community. It has an accepted ero-
sion yield of 3.00x102 cm® atom™ caused by 5 eV OCP) atoms.>*! Kapton is used as a
witness specimen to determine the effective O-atom fluence of an exposure. The erosion
yield, Re, is the average volume of polymer lost due to mteractions with one oxygen gtom
impinging on its surface.’*!® The material erosion yield is calculated by dividing the ero-

sion depth by the fluence (fotal number of incident O-atoms):

Re = measured erosion depth (cm3 atom™)
fluence

The Kapton-équivalent fluence of an experiment can be thought of as the integrated O-
atom flux. The fluence is found by measuring the erosion depth and dividing it by Kaptoﬂ’s
accepted erosion yield. Typical exposure fluences are-on the order of 10% atoms cm?. The
experimental flux is determined by dividing the fluence by the exposure duration. Flux is

approximately 1.5x10' O atoms cm? s at the sample mount. The fluence and flux in our
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laboratory are on the same order of magnitude as in the LEO environment. The Kapton
reference standard, when held at room te;,mperature, is believed to have a linear relationship
between the erosion depth and fluence.

A wire etched mesh placed over test samples allows for direct measurement of ex-
posed and unexposed sutfaces on the same sample with the use of profilometry. The
DEKTAK? (Veeco Metrology Group, Santa Barbara, CA) is an instrument that measures
step height from 100 A to 50 pm.*> The instrument uses a diamond-like stylus to make
measurements by electromechanically moving the sample. When a scan is in progress, the
stage moves the sample, causing the stylus to drag along the surface. Any height variation
causes the stylus to move vertically. There is an electrical signal produced corresponding
to the stylus movement. The analog signal proportional to the position changé is converted
into a digital format. The digital signal from a scan is stored in the computer’s memoﬁ for
display, manipulation, measurement, and print.>> All sample scan lengths varied from 2 to 4
microns on slow to medium speeds, with average step heights calculated from 40-45 differ-
ent measurements for each sample. Figure 8 shows the arrangement of the sample and
etched mesh with respect to the hyperthermal beam, and figure 9 sh‘ows representative

photographs and profiles of FEP and Kapton H.

Surface Topography

Atomic force microscopy (AFM) can measure the change in surface topography

that results from atomic oxygen attack.®® In general, the AFM obtains data from the interac-
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another. R quantifies the magnitude of the surface heights but is not affected by the distri-
bution of height changes. Unfortunately, both R_and R, can be ambiguous because sur-
faces composed of features of different sizes and shapes produce similar roughness mea-

surements. However, R_and R, provide useful numbers to characterize relative roughness

of similar surfaces.
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CHAPTER 3

RESULTS OF KAPTON STUDY

FErosion Study of Kapton H Reference

The linearity of Kapton H erosion at room temperature was studied. The erosion
depth of the Kapton H referenge is plotted in figure 11 as a function of the exposure dura-
tion, which ranged between 28,000 pulses (~4 hours) and 250,000 pulses (~35 hours). The
fluence of the O-atom beam increased from 3.68x10" to 4.11x10%° O atom cm™, and the
average flux was 1.67x10" O-atom cm? pulse™’. These data were collected over a two year
period, totaling 2,800,227 beam pulses and ~389 hours of exposures. Within the fluence
uncertainties of the various exposures, erosion appears to increase linearly with the expo-
sure duration. Therefore, a linear regression of y =-0.31 + 0.052x provided the best fit for
all data points in figure 11. It is interesting to note that the erosion depth does not have a y-
intercept equal to zero. This may suggest that tﬁere is an induction period before erosion
starts to occur. In addition to the long-term study of the fluence dependence of Kapton
erosion, a more focused study was conducted during a three-week period when the O-étom
beam was particularly stable. The data ffom\this period are shown as red points in figure
11. These data were fit slightly better with a polynomial y=1.14x10*x> + 0.03x + 0.22
than with a simpie linear regression, suggesting that there might be a tiny non-linearity in

the dependence of Kapton erosion depth on O-atom fluence.
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