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Abstract:

Adequate equations are a necessity for quantitatively predicting soil losses from precipitation events on
nonagricultural soils in the Rocky Mountain west. A modified Meeuwig rainfall simulator was used to
study sediment yield environments on wildland soils in the Gallatin National Forest of southwest
Montana.

Sediment was collected from simulator plots under three different treatments: (1) natural ground cover
intact, (2) vegetation and litter removed, and (3) soil surface removed to a depth of 15 cm. Sediment
yields from these three treatments on fine textured soils formed on Cretaceous shales were compared to
those from coarse textured soils formed on Pre-Cambrian metamorphics. Slope angle; percent of
ground area covered by vegetation, litter and rock; and the soil properties of texture, bulk density,
organic matter content and water content were measured as possible variables affecting erodibility.
These soil and site characteristics were also used to determine if sediment yield prediction equations
developed from Meeuwig's (1970,1971) simulator research on high elevation rangeland in the
Intermountain west were applicable on forested lands in southwestern Montana.

Soil texture, soil water content, and percent of the soil surface protected by vegetation, litter, and rock
were significantly different between soil textures and treatments. No significant differences were found
between the fine and coarse textured sediment yields for any one treatment. Significant differences
were seen between plot treatments when both textures were considered together. The sediment
prediction equations developed by Meeuwig (1970,1971) did not accurately predict the sediment yields
collected from this simulator study.

Lack of a significant difference in sediment yields from the two soil texture extremes was probably due
to aggregation of clay in the shale soils to form sand sized particles. Significant differences in sediment
yield between plot treatments support evidence that disturbance of a soil increases its erodibility. The
failure of the Meeuwig equations to predict sediment yields on this study's sites in the Gallatin National
Forest does not discredit Meeuwig's work, but rather emphasizes the natural variability involved in
mountain soil environments, and the difficulties involved in quantifying soil erodibility in these areas.
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ABSTRACT

Adequate equations are a necessity for quantitatively predicting
soil losses from precipitation events on nonagricultural soils in the
Rocky Mountain west. A modified Meeuwig rainfall simulator was used to
study sediment yield environments on wildland soils in the Gallatin
National Forest of southwest Montana.

Sediment was collected from simulator plots under three different
treatments: (1) natural gréund cover intact, (2) vegetation and litter
removed, and (3) soil surface removed to a depth of 15 cm. Sediment
yields from these three treatments on fine textured soils formed on
Cretaceous shales were compared to those from coarse textured soils
formed on Pre-Cambrian metamorphics. Slope angle; percent of ground area
covered by vegetation, litter and rock; and the soil properties of
texture, bulk density, organic matter content and water content were
measured as possible variables affecting erodibility. These soil and
site characteristics were also used to determine if sediment yield
prediction equations developed from Meeuwig’s (1970,1971) simulator
research on high elevation rangeland in the Intermduntain west were
applicable on forested lands in southwestern Montana.

Soil texture, soil water.content, and percent of the soil surface
protected by vegetation, litter, and rock were significantly different
between soil textures and treatments. No significant differences were
found between the fine and coarse textured sediment yields for any one
treatment. Significant differences were seen between plot treatments
when both textures were considered together. The sediment prediction
equations developed by Meeuwig (1970,1971) did not accurately predict
the sediment yields collected from this simulator study.

Lack of a significant difference in sediment yields from the two
soil texture extremes was probably due to aggregation of clay in the
shale soils to form sand sized particles. Significant differences in
sediment yield between plot treatments support evidence that disturbance
of a soil increases its erodibility. The failure of the Meeuwig
equations to predict sediment yields on this study’s sites in the
Gallatin National Forest does not discredit Meeuwig’s work, but rather
emphasizes the natural variability involved in mountain soil
environments, and the difficulties involved in quantifying soil
oerodibility in these areas. ’




INTRODUCTION

Erodibility is defined as a soil’s su;ceptibility‘to erosion. A
soil that is highly erodible is highly suéceptibie to erosion. There
are inherent soil characteristics that have been shown to influence a
soil’s‘vulnerability to water erosion under certain conditions. These
include particle size distribu£ion, aggregation, bulk’density, organic
matter content and water content (Middleton, 1930; Bryan, 1968;
Wischmeier and Mannering, 1969; Hudsoﬁ, 1981).‘

The erodibility of_agric;ltgral soils in the central and eastern
United States has been intensely studied over ;he past two decades
{e.qg. Olsoﬁ and Wischmeier, 1963; Wischmeier and Mannering, 1969;
Wischmeier, Johnson, and Cross, 1971; Wischmeier and Smith, 1978;
Meyer, 1984). These studies have.resulted in the development and use
of the Universai Soil Loss Equation (USLE) to predict long term
sediment loss due to erosion by réinfall (Wischmeiér and Smith, 1978).
A K factor for soil erodibility is included in the USLE, and it can be
used to quantify the erédibility of-soils formed under pedégenic
environments similar to those used in the development of the USLE.

Pedogenic environments in the intermountain West are different
from those studied in the deyelopment of the USLE. As the five factors
govérning soil formation change, so do the éoil characteristics

affecting erodibility and the role they play in water erosion

environments. When topography and climate change, biological activity
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changes and the soil characteristics that control soil erodibility do
not play the same roles as corresponding characteristics do in soils
east of the Rocky Mountains. The USLE’s K facgor does not adequately
represent soil erodibility in these western environments (Trieste and

Gifford, 1980; Trott and Singer, 1983). ,

Erodibility Studies in the Intermountain West

A considerable amount of work.has been done in the western United
States on erodibility and related factors.of soil erosion by water.
Laboratory work in California (André and Anderson, 1961) resulted in a’
prediction equation that‘could‘be used for determihing the relative_
erodibility of a watershed. This equation related a surface-
aggregation and a dispersion ratio to parent material type, vegetation
type, geographic zone and elevation.

A twenty year, multi-agency field project started in Célorado in
1953 (Schumm and Lusby, 1963) looked at the erosional and hydrological
characteristics of grazed and ungrazed Areas in small drainage basins
developed on shale parent material. Results from the precipitation,
runoff, and sediment yield portion of this project gave strong
evidence of seasonal changes in the soil characteristics influencing
erosion.

Rainfall simulations conducted under winter qonditions in the

Sierra Nevada Mountains northwest of Reno, Nevada (Haupt, 1967)

resulted in restricted field conditions that did not allow a reliable
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statistical aﬁa}ysis. Qualitative conclusions inaicated that litter
and snow cover dissipated raindrop energy and increased infiltration,
while exposed rock-accelefated overland flow gnd erosion.

Raiﬁfall simulator studiés c;nducted on high elevation ranéeland
in‘Idaho, Montana and‘Utah (Meeuwig, 1970, 1971a) resulted in
regression equations and related nomographs.to predict sediment losses
in certain erosion environmepts. These environments were identified by
.elevatioﬁ, parent material, soil texture and-vegetation type. The
egquations utilize& percent ground cover, slope gradient, soil texture
and soil organic matter contgnt'in predicting sediment losses; The
percent of ground cover interéepting precipitation was the single most
important factor in all erosion environments studied, but the
magnitude of its rble'was,highly dependent upon the slope -.gradient.

Meeuwig also conducted rainfall simulator studies in the Carson |,
Range of the Sierra Nevada Mountains (1971b) where he was looking at
the effect of location (depth in soil) and continuity of hydrophobic
layers on infiltration. These rainfall simulations were conducted on
éeveral types of vegetation as well as on bare ground. The most severe
hydrophobia and runoff was obserQed under Western white pine.

The importance of disturbance of the soil surface was investigat-
ed on pinyon-juniper sites in southern Utah (Gifford, 1973). Sites

that were chained and then seeded to crested wheatgrass had higher

runcff and sediment yields under natural precipitation events than the




.woodland control sites, even when ground cover on the grass sites

increased to 74 percent coverage.
United States Forest Service concerns with the impacts ofnlogging

activities on the coarse textured soils of the Idaho Batholith

initiated a six year study in the Payette National Forest (Megahan,

1975) . Sediment production per unit area of the watershed was 150
times greater after construction of logging roads than it was in

undisturbed areas. Eighty-four percent of the sediment from surface

- erosion measured during' the period of study was produced in the first

year after construction.

Seasonal variation of soil chéraéteristicsiwas observed in an
infiltra;ion study on pinyon-juniper sifés in southeastern Utah
(Gifford, 1979). Infiltration readings from simulated rainfall on
uniform soils exhibited a wide range between minimum and maximum
rates. Maximum infiltration occurred in eérly spring and tﬁé minimum
rates were observed in late sumﬁer. Anothér rainfall simulator field
study (Gifford, 1982) of infiltration in a Big sagebrush community in

southern Idaho found that grazing eliminated seasonal variations in

N

infiltration rates. This study also found that plots that had reduced

infiltration due to érazing impacts took six years to recover once the
animals were removed. e

A laboratory study (Padkhah and Gifford, 1980) evaluated'grouﬁd..
cover and trampling rates without the seasongl ;oil influences. Indoor

plot studies under simulated rainfall showed no significant increases
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in sediment yield once vegetation covered over 50 percent of the plot
area. Increased trampling rates yielded uniform decreases in
infiltration up to a 40 percgnt trampling level of ahimal impact,
after which-no significant éhanges in ‘infiltration were observed.

Over 2000 plot years of data from 189 rainfall simulatéf field
plots on rangeland in three western staﬁes and Australia were used to
evaluate the use of the USLE on various rangelanq conditions (Trieste
and Gifford, 1980). USLE predictions did not match sediment yields
collected from a majority of the field plots. The failure of the USLE
to predict sedimen;‘yields‘undervthose‘rangeland circumstances repre-
sented by the 189 plqts‘suggested,ﬁhe aﬁpljcation of the equation in
erosion environments dominated by single storm Qvents to be
unreliable. Another rangeiand appliéation of the USLE (Johnson;
Savabi, and Loomis, 1984) was conducted on rainfall simuia;pr plots in
Idaho and Nevada. Predicted yields for tilled field plots were close
to measured yields. Predicted yields were considerably highe; than
yvields measured from nontilled-ungrazed plots, while predictions for
nontilled~clipped plots were much lower than actual sedimen£ vields.

A field study (Hart and Looﬁis, 1982) of sediment yieids from
snowmelt was conducted in the Wasatch Mountains of northern Utah under
conditions of deep,>continuous snowpack over unfrozen soils. The Rs
factor 6f the USLE designed for predicting sediment losses from thaw
and snowﬁelt greatly over estimated the actual sediment yiélds; Soil

loss seemed to be more dependent upon the rate of snowmelt rather than
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the volume of melt runoff. The Rs factor (Wischmeier and Smith, 1978)
was adjusted for the nonmountainous, dryland grain areas east of the
Cascades in Washington, Oregon and Idaho. This adjustment of fhe R
factor of the USLE required modification of the L and S factors
{Wischmeier and Smith, 1978) as well,'and all factor modifications
were applicable only in the specified agricultural areas {(McCool,
Wischmeier and Johnson, 1982).

Rainfall simulations were conducted on laboratory plots of two
cohesive soils (loam and silty clay loam) over a range of slope
gradients from 3-50 percent (Singer and Blackard, 1982). Relative soil
erodibility changed as slope angle increased. The S factor as calcu-
lated by the USLE did not agree with data from the two soils at the
higher slope angles used in this study. This disagreement was thought
to indicate slope-erodibility interactions.

Laboratory plots of California range and forest soils were used
in rainfall simulations to establish their relative erodibility (Trott
and Singer,1983). Results froﬁ these plot trials were compéred to K
- factor values estimated from the USLE erodibility nomoéraph
(Wischmeier and Smith, 1978). Results seemed to indica;e that the
organic matter content is not as ﬁmportant in the erodibility of west-
ern mountain soils as it is in the midwestern agricultural soils on
which the USLE was developed.

Rainfall simulation on field plots was used to compare the

potential sediment production.from ten Blue Mountain ecosystems in
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northeastern Oregon'(Buckhouse and Gaither. 1982). Né unusual or
severe soil disturbances were present on any of the sites. No
differences in sediment.production were observed between forest
ecosystems. Soil loss from grassland, sagebrush and juniper eco;ystems
were all gighificantly higher than those from the forest systems. .

A study on alpine soils in Rocky Mountain National Park, Colorado
(Summer, 1982) compared field erodibility indices developed from
rainfall simulations to laboratory analyses of aggdregation, texture,
organic carbon and water adsorbtioﬁ pfobertiesu Twenty—niné percent of
the variance in erodibility was explained through aggregation and
texture. This thorough comparison of laboratory and field analysis
demonstrated that laboratory analyses are not an adequate method of
estimating erodibility indices in alpine environments.

These studiés discuss several soil properties that contribute to
erodibility in the mountainous West. Many have looked at hdw these
properties differ from those used in USLE factor calculations. Most
have reéognized the complexity of mountain soil environments. The
faiiure of decades of soil erodibility research in the West to arrive
at any single quantifying factor comparable to the USLE’'s K factor is
not due to inadequate or inappropriate research, but rather it

reflects the heterogeneity of the soils and of water erosion environ-

ments and processes in mountainous areas.




Thesis Objectives

This thesis study addressed the guantification of soil
erodibility in the Gallatin National Forest'(GNF), south of Bozeman,
Montana. The GNF is a multi-management area with wateféheds, timber,
range, wildlife and recreation being the major uses. The sites for
this study were located Qithin two watersheds of the city of Bozeman,
and were within areas of timber harvesting. The study had two major
objectives:

1. To measure and compare sedimént yields from rain-
fall simulations on two contrasting parent materials
commonly occurring in the Gallatin National Forest.
2. To determine if any previous erodibility work in
the intermountain West could provide sediment
prediction tools applicable to water erosion environ-
ments in the Gallatin National Forest.

The first objective provided a basis on which to observe soil and
site characteristics thought to influence erosion and soil
erodibility. The sediment yield measurements provided the values to
test the applicability of pfedictive models previouslyﬂdeveloped in
high elevation watersheds. The secona objective was pursued to
determine if a usable soil erodibility prediction tool had already

been developed.




Site Details

High elevation, steeﬁ, forested slopes wére the site
characteristics desired to represent scil erosion environments under
management in the Gallatin National Forest. Two shale sites and two
crystalline metamorphic sites were selected at elevations of
approximately 2100 meters (7000 feet) in the northern portion of the
Gallatin Nationél Foresf (Figure 1) . The fine textured sites were
located on late Jurassic and Cretaceous shales in the Bozeman Creek
Drainage. The coarse textured sites were on PreCambrian crystalline
metamorphics in the Hodgman Creek Drainage.

Three of the sites had north to northwest aspects, 35 to 45 per-
cent slopeé and were forested (Table 1). Steep shale slopes are not
commonly forested in this portion of the GNF,'so the fourth site
chosen was a meadow area on shale slopes of 15 percent with a south-
west aspect. Soil textures closely reflected their parent materials.
The two shale sites were‘predominantly clays, silty clays, and clay
loams. The crystalline sites were loamy sands and sandy loams.

Three rainfall simulator plots were located at each of the four
sites, providing a‘total of 12 simulator plots, six plots on each -
.parent material. Microenvironments were avoided by locating plots so
they were as representative of the site location as.possible in terms

of 'slope, aspect and vegetation. Large tree roots, boulders
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and animal burrows were avoided because of their possible effects on .
data and also because of limitations with thelsimulator\design.

Each of the 12 plots received three rainfall simulation runs with
each run conducted on a different level of plot.disturbance. The first
simulator run was done on an undisturbed plot. The second run was done
with the vegetation clipped and removed along Qith any litter layer
present. The bare soil surface was not disturbed for‘this treatment.
The final simulator run was done after the soil surface had been‘
removed to a depth of approximately 15 centimeters (6 inches).
Sediment eroded from the plot was collected for each run.

Soil samples were collected from each plot for analysis of soil
water content, organic matter content, bulk density and particle size
distribution. Additional plot characteristics measured were percent of

ground cover and dry weight of litter removed.
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METHODS AND EQUIPMENT

Rainfall Simulator

A rainfall simulator was used to monitor erosion because natural
storm events are too unreliable and sﬁorm.characteristics,tend to be
inconsistent’bétween different locations. Even with reliable storm
occurrences it can take years to collect the amount of data obtaingble
from a single season of rainfall simulator applications (Meyer, 1965;
Hudson, 1981).

Erosion studies dbne.with portable raihfall-simulatorS‘are
limited to looking at only tﬁe inﬁerrill stage of erosion (Gifford,
1986) . Transport andvdeposition of detached particles are limited by
the small plot sizes associated with portable machiﬁes, and the more
advanced stages of rill and gully erosion are not attained.

The interrill stage of erosion is dominated by drop impact
(Hudson, 1981; Meyer, 1985), where the drop impact is responsible for
both soil particle detachment and transport (Quansah, 1981; Kneale,
1982) . The ﬁajor factors affecting erosion rates under drop impact are
soil type, p;ecipitation intensity and soil surface coverage (Meyer,
1985) . Precipitation intensit&.and soil surface-coverage are_airectly
measurable. The soil variable in interrill erosion can be éﬁuated with
s0il erodibility. The focus of a rainfall simulator study on interrill

erosion is then a focus on soil erodibility.




14

The erosive energ& of rainfall is usually calculated in terms‘of
kinetic energy (KE = 1/2 M V2) rather than strictly in terms of
intensity (&ischmeier et al, 1958; Hudson, 1981; Quansah, 1981). The
velocity term used in calculating kinetic energy reflects storm
intensity. Storms of different intensities have different
distributions of raindrop sizes (Laws and Parsons, '1943). The size of
a water drop influences the velocity with which that drop will fall
(Laws, 1941; Gunn and Kinzer, 1949; Best, 1950), so intensity is
reflected in kinetic energy calculations through the influence of drop
size on velocity.

Terminal velocity is not readily attainable in the field with many
portable rainfall simulators (Young, 1979; Hudson, 1981). Calculations
of kinetic energy can be used to compare the energy of a natural storm
to that of a simuléted rainfall event .(Gifford, 1979). Simulated drop
size and fall height must be known in order to estimate impact
velocity for the simulated precipitation.

The rainfall simulator used in this study was a modified Meeuwig
drip-type simulator (Meeuwig, 1971b) (Figure 2) with a drop fall
height of 155 cm (62 inches). The approximate waterdrop diameter at a
simulated intensity of 127 mm (5 inches) per hour was 2.8 mm (0.11
inches) (Gifford, 1986; Appendix B). Impact velocity for a 2.8'mm
waterdrop falling 155 cm is approximately 470 centimeters (15 ft) per

second (Laws, 1941). Terminal velocity (impact velocity) of this size
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drop in a natural storm is 780 centimeters (26 ft) per second (Gunn
and Kinzer, 1949).

For this study, the simulated rainfall eyents had a kinetic energy
that was roughly one-third that of equal intensity natural storm
events. The 2.8 mm diameter drop was approximately equal to the
average drop size for a natural storm with an intensity of 127 mm per
hour (Laws and Parsons, 1943; Hudson, 1981). It is then a reasonable
assumption that the mass of waterdrops for the simulated events in
this study at 127 mm per hour was approximately equal to the mass of a
natural storm of the same intensity. The comparison of kinetic‘energy
between the simulated events and natural storms then becomes a ratio
of drop impact velocities (V2[simu1ated] + V2[natura1]) (Appendix B).

The modified Meeuwig (1971b) simulator used in this study had a 61
cm by 61 cm by 2.5 cm (24 by 24 by 1 inch) plexiglass water chamber
with approximately 500 drip needles made from hypodermic tubing. This
water chamber was rotated horizontally by an electric motor to prevent
the waterdrops from falling repeatedly in the same position on the
plot below. The frame holding ;he water chamber was adjustable
allowing the water chamber to be leveled over any slope angle.

An 18.9 liter (5 gallon) rese;voir was elevated 20 cm (7.9 inches)
above the water chamber. This height maintained a relatively constant
head on the water in the chamber, and supplied enough water to the
chamber to conduct a 30 minute simulator run af a constant intensity

of 127 mm per hour. Distilled water was used for all simulator runs to
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ensure a known water quality that would not clog the drip needles and
would prevent any undesirable chemical reactions7with‘the.soi1
particles in the plots.

A 66 cm by 6.6 ' cm (26 by 26 inches) plot frame was pounded 2-£o 5
cm (0.75 to 2 inches) into the soil to reduce lateral movement of
water out of tﬁe pldg. The down slope side of the plot frame was open
to allow movement of water runoff and detached sediment onto a
collection tray which funneled the water and eroded sediment into a
collection can. The plot frame was made larger than the water chamber
to accommodate the area covered by the horizontal rotation of the
chamber.

The plot edge gf the collection tray had a 1.27 cm (0.5 ihches)
flange that was inserted into the soil until the tray was level with
the soil surface inside the plot frame. Dry, powdered bentonite was
used to seal'the tray edge to the plot. This prevented water and
detached sediment from flowing under the tray instead of into the
collection can. The surface of the bentonite became fairly smooth when
it became wet, so movement of water and sediment from the plot to the
tray was negligibly interrupted.

The first 30 minute simulator run, or litter run, was conducted
" without any disturbance to the plot. surface. All vegetation and litter
on the soil surface were left undisturbed. A 2.54 cm by 5 cm (1 by 2
inches) rectangular microplot sampler (Morris, 1973) was used to’

record the percent of soil surface covered by litter, vegetation, or
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moss. The rectangle was placed and percent basal cover was recorded at
ten equally spaced locations across the diagonal of each plot. These
ten readings were averaged to determine the percent of ground cover
for each litter run. . : ;

The second simulator run, or bare run, was done immediately after
the litter run was completed. The plot frame and collection tray were
left in place, but all vegetation waé clipped and removed along with
all litter. All vegetation and litter reméved from each plot was taken
back to the laboratory and air-dried to a constant weight.

The soil surface itself was undisturbed and bare except for‘any
roots and rocks that wereypresent. Visual estimaées were made through-
out the 30 minute period of how much of the exposed plot surface was
covered by roots and rocks along with their approximate sizes.

The final 30 minute simulator run, the subsurface run, required
removal of the plot frame and collection tray. Immediately after
completion of the bare run, the plot was dug out to a depth of
approximately 15 cm (6 inéhes), which was below the soil A horizon at
all plot locations. The plot frame and collection tray were then
reinstalled at the new soil surface level, and the soil surfaée inside
the plot frame was gently smoothed to remove any artificial sediment
storage areas. Visual estimates of rock and root size and coverage
were again recorded throughout the 30 minute run.

Eroded sediment and water runoff were collected for each of the 30

minute simulator runs. The sediment did not settle out of all samples
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after 24 hours, so each sample was flocculated with enoﬁgh Caclé to

approximate a 0.0l molar solution and then allowed to~sett1e for
another 24 hours. Most of the water could then be siphoned from the
settled sedimeﬁt. The remaining water-sediment slurry was oven-dried
to a constant weight before a final weighing of the amount of sediment

eroded from each plot.

Scil Samples

Water Content

Soil samples were taken from the soil surface adjacent to each
plot prior to tﬁe litter runs to determine soil water content. These
samples were taken from the area where the collection tray and can
were installed in order to get as close to the plot as possible
without disturbing the plot surface. Sampling depth averaged 2.5 cm (1
inch) with a maximum depth of 5 cm (2 inches). Any litter on the soil
surface was not incorporatéa into these samples, so the sagpling
reflected the soil water content, not necessérily the water content of
the drop impact surface.

Samples to determine the soil water content of the bare runs were
taken after the vegetation and litter were removed. These samples were
taken from the soil surface directly outside the plot frame where

rotation of the water chamber had rained on areas outside the plot

frame.
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Thick litter layers on some plots prevented the litter run water
from reaching or significantly wetting the soil surface.‘This was
suggested by the lack of eroded sediment from thé litter run and was
visually obvious when the litter layer was removed and the soil
surface exposed for the bare run. In these cases, no additional sample
was taken for the bare run soil water content. That sample taken prior
to the litter run represented the soil water content for both the
litter and bare runs on that plot.

Soil water content samples were taken at similar depths and.
locations to those of the litter run when the new soil surface level
was exposed for the subsurfaée runs on each plot.

All soil water content samples were returned to the laboratory as
soon as possible. They were then weighed wet, oven-dried to a constant
weight, and reweighed to determine percent water content on a weight

basis.

Organic Matter

Each plot was sampled twice for organic matter determinations. One
soil sample was taken from the 0 to 2.5 cm (0 to 1 inch) depth and the
second at a depth of 2.5 to 5.0 cm kl to 2 inches). These soil samples
were kept as cold as was practical and were returned to'the laboratory
as soon as possible where they were oven dried to a constant weight.
The samples were then sieved to remove coarse fragments and the fine
fraction was ground in a Dynacrush soil grinder. The ground samples

were then analyzed by a modified Walkley-Black method according to
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procedures defined by Sims and Haby (1971). This organic matter

content determination was done on a Spectronic 20 colorimeter.

Bulk Density

Soil samples were takén by the core method (Blake, 1965) from each

plot at a 0 to 10 cm (0 to 4 inch) depth for measurement of bulk
density. These samples were taken by pounding a 7.5 cn (3 inch)
diameter sampling can into the side of each plot after it had been
excavated to the subsurface level. The bulk density samples were
weighed wet, oven dried to a constant weight, reweighed, and then
sieved to remove’all coarse fragments greater than 2 mm (0.08 inches)
in diameter and all roots.

The roots and rocks were weighed separately in order to determine;
their respective volumes within the soil sample. Coarse fragment
volumes were calculated using the standard 2.65 grams per cm3\density
and root volumes were calculated using a density of 0;5 grams per cm3.
Subtracting these Qplumes from the total sample allowed a calqulation

of the soil fine fraction bulk density.

Particle Size Distribution

Surface and subsurface level soil samples for particle size
distribution were taken at each plot. The samples were oven dried aﬂd
them sieved to remove all coarse fragments greater than 2 mm in
diameter. The shale samples were wet sieved to prevent shale coarse

fragments from being broken into pieces smaller than 2 mm by grinding
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in a mortar and pestle. These samples then had to be re-dried before
the final hydrometer analysis.

The hydrometer analysis was done according to the American Society
of Agronomy (ASA) standard methods (Day, 1965) with two exceptions:
1. Samples mixed with Calgon were allowed to soak
overnight rather than ten minutes, and were agitated
for two minutes rather than five. The high clay con-

" tent of some samples required the longer soaking time
for adequate dispersion. The longer period of disper-
sion required a shorter agitation time, which also
was less abrasive on sand-sized particles (Bouyoucos,
1962) .

2. Sample sizes of 50 grams were used for the shale .
soils, and samples of up to 100 grams were used for
the high sand samples. The extreme range of particle
sizes present in the soils required larger sample
sizes (Bouyoucos, 1962; Gee and Bauder, 1986).
Hydrometer readings on all samples were taken at the following
time intervals:

40 seconds

60 seconds

3 minutes

10 minutes

30 minutes

60 minutes

90 minutes

2 hours

4 hours

12 hours
24 hours
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All‘hyérometer samples for the crystalline sites were re—agitaped
and the 40 and 6b second readings taken- a total of three times. Tﬁq ‘
Ehree readings were then averaged for each sample. These readings were
the mos;'susceptiﬁle to error because of how rapidly sénd sized
particles settlé and how quickly the readings must be taken. The
averaged reading‘should h;ve vielded a more accurate:representation of
the hiéh sand content of .these samples.

After completion of the hydfometer readings, all samples were wet
sieved, redried, and reweighed to determine distribution of very
coarse, coarse, medium, fine, and very fine sand sizes particles.
Sieve sizes used corresponded to particle diameters of:

.06 to 2.00 mm (0.039 to 0.079 inches)
.50 to 1.00 mm (0.020 to 0.039 inches)
.25 to 0.50 mm (0.010 to 0.020 inches)

.10 to 0.25 mm (0.004 to 0.010 inches)
.05 to 0.10 mm (0.002 to 0.004 inches)

oOOo0O0OoOoRk

Site Observations

Slope and aspect measurements were Eaken at each site using'a cli-
nometer and compass. Site elevations were‘éstimated using USGS topo-
grapﬁic and geologic-maps. DOminan£ vegetétion was aléo idenfified at
each site. Soil pits were dug at each site and'cyaracterized with-

standard Soil Survey (1975) observations (Appendix C).
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Predicted Sediment Yields

The erosion environment regression equétions,de§eloped by Meeuwig
(19870, 1971a).seemed more applicab;e to this‘étudy's site environmentg
than any other works published on interrill erosion_inffhe intermqun-
tain West. Study site characteristics were matched with those
differentiating Meeuwig’s erosion environmeﬁts (1970) .

The shale study sites most clogely matched those of Meeuwig’'s on
the Vigilante Experimental Range in the Beaverhead National Forest in
southwestern Méntana. The crystalline study sites were similar to
Meéuwig's sites on the Idaho batholith in the Trinity‘Mduntains:of the
Boise National Forest in southern Idaho (Tablg‘Z).

Meeuwig’s rainfall simulator studies (1970, 1971a) resulted in
separate regreésion equations for these two study areas. Both
equations included the proportion of the soil surface covered by
vegetation and litter and both included slope gradient. The equation
for the Vigilante Experimental Range also included the'organic matter
content of the surface 5 centimeters (2 inches) of soil, while the
Trinity Mountains equation included the organic matter content of only
the surface 2.5 centimeters (1 inch) (Table 3).

These two regression equationé were ‘used éo calculate amounts‘pf
predicted sediment yields expected under simulator condition like
those used by Meeuwigq. These predicted sediment yieids.were then L

compared to the actual sediment yields obtained during the study. This
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comparison was done to determine if Meeuwig’s erosion‘prediction
equations would be;applicable in tﬁe erosion environments of the
Gallatin National Fofest. Differences between Meeuwig’s studieé and
simulator conditions in this study were considered in the |

interpretation of'this comparison.

Statigtical Methods

All data for comparison of the shale sites to the crystalline
sites were analyzed using a two independent sample t-test for equality

of means. All t-tests were conducted at two alpha levels, 0.01 and

0.05 and P-values were determined (Neter and Wasserman, 1974; Dixon and

Massey, 1983; Quimby, 1987).

The three way comparison of sediment yields from the three treat-
ments (sediment yields from both textures were combined and then
compared across the three treatments) was analyzed using a one way
analysis of-variance, also at alpha levels of d.Ol and 0.05 (Neter and
Waséerman, 1974; Dixon and Massey, 1983; Quimby, 1987). .

The multiple comparison of the combined sediment yields was done
betweeg specific pairs of treatments using Tukey’'s multiple range test

and a 95 percent family confidence coefficient (Neter and Wasserman,

1974; Dixon and Massey, 1983; Quimby, 1987).
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RESULTS

Soil Samples

Particle Size Distribution

The hydrometer analysis illustrated the distinct difference in
soil textures between the soils developed on the shale parent
materials and those formed on the crystalline metamorphics.

Sand contents (particles 0.05 to 2 mm in diameter) for the surface
and subsurface soil levels ranged from 0 to 33 percent by weight for
the shale plots and from 70 to 82 percent for the crystalline plots
(Figure 3; Appendix D). The shale plots had from 25 to 68 percent clay
sized particles (less than 0.002 mm diameter) while the crystalline
plots were only 2 to 5 percent clay in the surface and subsurface
horizons (Figure 4; Appendix D). Neither parent material exhibited a
distinct change in texture from the surface to the subsurface level.

The fine—coarse contrast was also reflected in the distribution of
sand sized particles as determined by wet sieving the hydrometer
samples. All the crystalline plots at both the surface and subsurface
levels had very little (5% or less) very fine sand (0.05 to 0.10 mm) ,
The majority of the sand sized portion of these plots consisted of
cqmparatively equal amounts of fine to very coarse sand (0.1 to 2.0
mm) (Figure 5; Appendix D, Table 12).

-The shale soils did not have as uniform a distribution of

particles comprising their sand sized portion (Figure 6; Appendix D).
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For the.surface and subsurface levels of all shale plots, the largest
percentage of sand sized particles were fine sand (0.10 to 0.25 mm) .
Very fine sand (0.05 to 0.10 mm) represented the next largest portion,-
followed by medium sand (0.25 to 0.50 mm) .

The particle size distribution, especially the distribution of
sand sized particles, is a good illustration of the soil variability
encountered between the two shale sites, as well as between the plots
at each shale site. The opposite is reflected in the very uniform
crystalline plots where soil textures varied negligibly’ between éites

and between plots.

Water Content

All sampling was done in September and October of 1986 when
natural rainfall and snowfall events occurred frequently. None of the
plots were pre-wet due to the relatively high level of natural
moisture.-The s0il water contents, therefore, fit within the natural
variation between site locations, natural precipitation levels, and
water holding potentials of the two contrasting soil textures.

Shale plot soil water contents were all significantly different
from the soil water contents on the crystalline plots for the same
simulator treatments (Figure 7; Appendix E, Table 14). Soil water con-
tents tehded to vary widely across each texture for a single treat-
ment, but were still significantly different between textures.

'Fér all treatments, the crystalline plots had significantly lower

soil water contents than the shale plots. The water holding potential
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of the sandy crystalline soils would be expected to be much lower than
that of the high clay shale soils (grady,1984). These sandy soils ,
would, therefore, be expected to have lower soil water contents
regardless of local storm amounts as long ag’site drainage was not
restricted. The shale plots ha& water contents varving from 24.2 to
71.2 percent while the crystalline plots had from 10.2-to-37.5 percent
water by weight.

The thick litter layer present on all the crystalline plots
allowed little of the litter run simulated rainfall to penetrate to
the soil surface, so there were no differenqes in 'the surface soil
water contents between the litter and bare simulator treatments on the
crystalline sites. The plots ranged from 11_5 to 37.5 percent water
for these runs. |

The shale plots showed a similar relationship between Fhe litter
and bare treatment soil water contents. Theré was more penetration of
simulator rainfall through the shale litter layers than waé seen on
the crystalline plots, so some of the shale bare treatments were run
on a slightly higher water content than the litter runs. There were,
however, no significant differences between the litter and bare soil
water contents on all the shale plots. The shale litter aﬁd'bare runs
ranged f?om 30.5 to 71.2 percent water by weight.

The litter and bare treatment soil water contents were

significantly different from the subsurface soil water contents on

both the shale and the crystalline plots (Figure 8; Appendix E, Table
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15) . This difference between surface and subsurface moisture contents
could be reflecting the effect of natural p?ecipitation‘events being
large enough to_increase the watgr‘content in the sufface‘soi; hori-
zons, but ﬁé; large enough to transmit Water throughdut ££e soil pro-
file to the subsufface treatment level. Shale subsurface ploté had
from'24.2 to 33.3 percent_water while the cfystalline pléts haq~¥roﬁ

10.2 to 13.8 percent.

Organic Matter

Organic matter congents of the upper five centimeters of the shalé
soils were no£ significantly different from tﬁose of the same deﬁths
in the .crystalline soils. All plots on both pérent materia1s had
organic mafter'contents of less than 0.59 percent by weighf (Figﬁre,9,
Appendix F).

Organic matter contents would be expected to be higher under the
meadoh‘siteg. Charred roots found at a depth of 34 centimeters
indicated that the meadow was forested at one time. It appeared that
the meadow vegetation had not been in place loﬁg endﬁgﬁ to raise tﬁe

organic matter levels above that of the other forested soils.

Bulk Density

Fine fraction bulk density of the upper 10 centimeters of soil was
significantly different between the shale and crystalline plots at the
.05 level (Figure 10, Appendix G). Thé shale derived soils wefe more

dense, ranging from 0.7 to 1.0. The crystalline plot bulk densities
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ranged from 0.6 to 0.9. Although statistically different, the actual
difference was slight and may not be significant in fieid

applications.

Ground Cover Samples

Percent Grognd Cover

The percentage of the soil surface protected by vegetation:and
litter was significantly different between the shale andlfhe crf;tél;
line ;itter runs at the .05 level (Figure 11; Appendix H, Table 18).

The crystalline sites were very similar, with allzplots
having 100 percent coverage of the soil surface. This.coverage was
composed of approximately 2 cm (0.8 inches) in depth of tree needles
and cones with some shrub leaves and mosses. This type of litter layer
was fairly uniform over all the crystalline plot surfaces.

Ground cover on the shale élots was much more variable. The forest
shale plots had from 68 to 97 bercent of the soil surface covered by
vegetation and litter. These litter layers were composed of needles
and moss similar to those on the crystalline plots, but with less
overall coverage. Ground cover on the meadow shale plots was dominated
by grasses and ranged from 44 to 84 percent coverage of the soil
surface.

Ground cover on the bare runs after the vegetation and litter was
removed was not significantly different between the shale and

crystalline sites. Root and crown coverage of the soil surface of the
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crystalline plots ranged from 0 to 10 percent, and from 1 to 25
percent of the shale plots (Figure 11; Appendix H).

The grass root crowns on the shale meadow plot did provide greater
cover (20-25%) as would be expected from that type of vegetation,
while the other forested plots had 1§wer coverage wiﬁh only single
;oots present on the soil surface.

The grass root influence did ﬁot extend to the.sﬁbsufface level
where all plots.had from 0 to 2 percent yegetation cover during the
subsurface runs, with no significant difference.seen between the shale
and crystalline plots (Figure 11; Appendix H, Table 18).

With the shale and crystalline plots .combined, there was no
significant difference in percent of ground cover between the bare
runs and.the subsurface runs (Appendix H, Table 19).

When exposed rocks {(coarse fragments greater than 1 cm in
diameter) were included in groﬁnd cover, oply the subsurface relation-
sﬁip between the shale and crystalline plots changed. No rocks were
visiblerduring the litter runs on ény of the plots. The shale plots
had no coarse fragments exposed on the soil surface during the bare
runs. The crystalline plots had from 19 to 25 éercent cpvérage by rock
during the bare runs, but total vegetation, litter, and rock cover was
still not significantly different from that on the shale plots.

The percentage of soil surface covered by vegetétion, litter, and
rock was significantly different between the shale and the crystalling

plots for the subsurface runs. The shale plots had from 1 to 10
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percent of the subsurface soil surface covered by coarse fragments
while the crystalline subsurface plots were covered by 85 to 90
percent rock fragments (Figure 12; Appendix H, Table 21).

Botﬁ the crystalline and the shale céarsé fragments were dominaéeg
by small, angular gravels, of£en less than 1 cm (0.4 inches) in
diameter. Some of the subsurface crystalline plots had exposed coarse
fragment up to 8 cm (3;2 inches) in diémgter.

The Angularity and relati;ely small size of the coarsevfragments
on both parent materials is characteristic of surface horizons of
young'soils formed in place. The dominance of rock fraéments on the
cryétalline plots is consisfent with the resistant properties of the
crystalline metamorphic parent material; Th9 zero percent rock'cover
reading on one of the crystalline subsurface plots most likely
represents a missing reading rather than no rock fragments‘exposed at:

the soil surface (Appendix H).

Litter Weights

Air dry weights of the litterlcoliected'from the plots ranged from
748 to 1941 grams (1.7 to 4.3 pounds) per crystalline plot,‘and from
195 to 1642 grams (0.4 to 3.6 pounds) per plot on the shale sites
(Figure 13; Appendix i, Table 22) . Statistically, these weights were
significantly different between the shale and crystalline plots at the’

.05 level (Appendix I, Table 22).
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difference between the foreséed shale plots and the crystalline plots
at the .05 level (Appendix I, Table 23). This would indicate that the
visual contrast between the ground cover on the forested shale plots:
was essentially not much different from that on the forested crystal-

line plots.
Sediment Yields

Grams of eroded sediment collected during the litter funs ranged
from zero to 10.9 grams (0 to 0.4 o;nces) per shale plot and from 2.4~
to 8.2 grams (0.08 to 0.3 ounces) per crystalline plot (Figure 14;
Appendix J, Table 25). There was no significant difference between the
sediment yields from the shale litter run piots and those from the
crystalline litter run plots.

The bare runs yielded 16.5 to 86.7 grams (0.6 to 3.4 ounces) of
sediment eroded from the shale plots and 13.3 to 34.2 grams (0.5 to
1.2 ounces) per plot from thé crystalline plots (Figure 14; Appendix
J, Table 25). There was no significant difference between the sediment
vields from the shale bare run plots and those from the crystalline
bare run plots.

Subsurface runs on the shale plots had a sediment yield range of
26.4 to 324.3 grams (0.9 to 11.4 ounces) of eroded sediment. Sediment
collected from the subsurface crystalline'plots ranged from 70.3 to
214.4 grams (2.5 to 7.6 ounces) per plot (Figure 14; Appendig J, Table

25) . There was no significant difference between the.sediment yields
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from the shale subsurface plots and those from the érystalline subsur-
face plotng

With no significant difference between parent materials, seaiment
vields from the shale and crystalline sites were combined té test for
differences in sediment yields between tréatments.‘There were
differences between sediment yields from the subsurface plots and
those of the bare and litter plots. There was no difference between
sediment yields from the litter plots and sgdiment vields from the

bare plots (Figure 15; Appendix J, Table 26).

Predicted Sediment Yields

All p}ots from béth parent materials were combined to determine if
the Meeuwig (1970) regression equations wouldAadequately.prediét the
sediment yields measured ip this study. The predicted sediment yields
were not significanfly différent from the sediﬁent yiéids measured on *
the litter or on the bare runs (Figure 16, Appendix K, Table 33). The
predicted sediment yields were significantly different at the .05
level from the measured amounts on the subsurface runs (Figpre 17,
Appendix K, Table 33). In all cases,.even where not statistically dif-
ferent, the predicted yields were considerabiy higher than thg actual
sediment amognts collected.

Sediment yields measured on each parent material were compared to
the predicted yields to determine if the Meeuwig equations fi£ one

parent material environment better than the other. The actual shale
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sediment‘ﬁields wére stili nof significantly different f;om3the pre-.
dicted yields on the litter'runs (FigUrelIB, Apﬁendix‘Kp Table 34).
There weré, however; significant differences at the .01 level between
the predicted sediment yields and the sediment meaéured on both the
bare and the subsurface runs (Figure 18, Appendix'K, Table 34). Again, -
the predicted sediment yields were much higher than the actual sedi-
ment yields measured.

The crystalline plots showed a significant difference at the .01
level on both the litter and the bare runs between the predicted and
actual sediment yields (Figure 189, Appehdix K, Table 55).'Thetpredigt-
‘ed yields were agéin higher, but not by nearly as large a margin.for
these two crystalline treatments. The subsurface runs on the crystal-
line plots were not significantly differeﬁt petween the predicted and
measured sediment yields.

Consult Tables 4 and 5 for a summary of the statistical results

presented in this section.
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SUMMARY AND DISCUSSION

Sediment Yields

~

Parent Material Differences

The shale soils reflected the fine texture of their parent
materials with high percentages of silt and clay size¢ particles and
relatively low sand sized éontents (clay, silty clay, and clay loam
textures) . The crystalline soils had almost no clay sized particles
and very high sand contents (sandy loam and loamy sand textures)
(Figures 3 and 4).

Organic matter was not significantly different between soil tex-
tures (Appendix F). Fine fraction bulk density was slightly higher on
the shale sites (Appendix G). Ground co;er of vegetation and litter
was significantly different on the litter runs only. Rock céver'was
significantly greater on the crystalline subsurface plots (Appendix
H) . Water contents were significantiy lower on the crystal;ine plots
(Appendix E). There was no significant difference in sediment yields
from the contrasting soil textures under the interrill erosion condi-
tions produced by simulated rainfall (Appendix J). With the stark dif-
ferences in texture, why were there no differences in sediment yields?

)

Characteristics of Splash Detachment and Transport

Numerous studies have looked at the textural characteristics of

soils under natural and simulated fainfall in both field and
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laboratory situations. Some of the earliest work was done with chapar-
ral forested mountain soils in California under both nagural and
simulated rainfall. This study concluded that fine textured soils
yielded greater amounts of sediment than coarser textured soils under
natural litter conditions and éroﬁ burned, bare.surfaces (wadermilk,
1930). In contrast, work with sampies of égricultural sbils removed
from the field and then subjected to natural rainfall gave th?ee times
as much raindrop splash yield from very fine sand thaﬂ from a siit
loam texture soil (Free, 1960).

Simulated rainfall on prepared samples of moorland soils in
England resulted in a series of detachment and interrill transport
where silt loam > loamy sand > silty claylloam > loam > clay loam
(ﬁryan, 1969). A moré.recent study in England using prepared saﬁples
under simulated rainfall resulted in two separate textural series for
detachability and transport under interrill erosion conditions. The
series for detachment by drop impact was graded sand > sand (soil) >
clay (soil) > clay loam (soil). The transport series was somewhat
similar with graded sand > clay (soil) > sand (soil) > clay loam

_(soil) (Quansah, 1981).

_A study using simulated rainfall on samples of agricultural soils
in the U.S. concluded that the amount of soil detached by waterdrop
impact decreased as clay content increased (Bubenzer and Jones; 1971).

Simulated rainfall on both field plots and samples of medium textured

B
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Corn Belt soils showed the most erodible to be soils high in silt, low
in clay, and low in organic matter (Wischmeier and Mannering, 1969).

What the results of these studies are suggesting is perhaps more
clear in studies that have looked at the textural composition of the
detached sediment. A study using simulated rainfall on prepared
samples of soils from granitic and limestone parent materials conclud-
ed that water stable aggregates and nonaggregated particles of equal
size behaved the same under waterdrop impact and that sand sized>par-
ticles or aggregates were the most susceptible to detachment (Farmer
and Van Haveren, 1971) .

Another study using prepared samples under simulated rainfall
found that the percentage of clay sized particles in the splashed
sediment collecteé (undispersed) was much lower than the percentage of
clay sized particles in the original soil (dispersed analysis)
(Gabriels and Moldenhauer, 1978).

In summarizing the studies described above and many more not cited
here, the mechanics of waterdrop impact should be considefed. As a
waterdrop strikes a fine textured soil surface, any unstable aggre-
gates will be broken down. The smallest particles are dislodged and
deposited in the surface pores, in some cases eventually sealing the
soil surface (Lowdermilk, 1930; Bryan, 1969; Gabriels and Moldenhauer,
1978) . The larger (up to sand sized), more stable aggregates are de-

tached and transported (Meyer et al, 1975; Quansah, 1981). Therefore,




52
if a high clay soil is not well aggregated, it will not be very
erodible., If, however, the clay particles form water stasle sand sized
aggregates, the soil’s potential for erosion increases.

Agg¥egation is emphasized in many of these soil texture studies.
Its role is probably best summarized by viewing the soil textural
separates as not being that important by thémselveé, but rather
important for thelrole they ﬁlay in aggregation (Summer, 1982). If a -
fine textured, high clay soil is not well aggregated, it wiil'act as-
individual clay particles under drop impact. They will be dislodged
and deposited in the surface pores, sealing the soil surface so -that
little interrill erosion will occur. If, however, it is composed of
sand sized water stable aggregates, they will be detached and
transported aé sand sized particles.

A coarse textured soil does not contain the finer textural
separates and is much less cohesive than a fine textured soil.
Raindrop impact is able to detach the large, noncohesive particles.
Once detached, sand particles and sand sized aggregates aré
transported as equals (Farmer and Van Haveren, 1971; Quansah, 1981;
Meyer, 1985). Most of the breakdown of aggregates occurs at the time
of drop impact, so most aggregates that are detached are unlikely £o
be broken down much farther during transpoff (Gabriéls and
Moldenhauer, 1975; Meyer, 1985).

It is important to mention that in this study and the ones

mentioned above, all discussion of detachment and transport is in an
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interrill environment only. In the interrill erosion environment,
runoff or overland flow acts as a transporting agent only. fhis thin
film runoff does not have sufficient energy for any fur;her detachment
(Bryan, 1969; Meyer et al, 1975). Therefore, theé eroded sediment is a
rgsult of drop detachment only, and its subsequent transport is by

drop impact and/or shallow overland flow; .

Discuséion

These physical mechaniéms of particle detachment operate
regardless of the pedogenic environment. The soil forming environment
does, however, iﬁfluence the soil characteristics that control
cohesion and aggregation.

In this study, water contents were significantly lower on the
coarse textured crystalline plots (Appendix E). Lower water qonteﬁts
mean weaker cohesive forces between soil particles. This could have
made the crystalline plots more erodible than if they had been at
higher soil water coﬁtents. If water content alone had been
controlling the sediment yields, the crystalline plots would hgve had
larger sediment yields than the more coheéive shale plots.

Soil organic matter also plays a role in binding or aggregating
soil particles. In this study, organic matter contents were so low
(<0.5%) in both soil textures (Appendix F), that they wéuld have had a
limited role in aggregation. Considering only organic matfer, high

sediment yields would have been expecteq from both parent materials.
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With low organic matter supplies for‘glues, the shale'sites would
have been egpected to be poorly aggregated\soil; whose surface would
seal over yielding small amount of sediment under interrill erosion. ‘
The crystalline sites had nearly cohesionless particles that would
have been readily detachable under waterdrop impact. Sediment yields
from tbese coarse textured plots would have depended upon tfansport of
the detached sand sized particles:

Once detached, sand sized particles are harder to transport than
clay sized particles. It is possible that more saﬁd sized cryétalline
soil particles were detached than clay'or silt sized shale soil
particles, but that fewé; of the sand sized particles were transport-
ed. Then, although fewer spale soil éarticles were detached, sediment ’
yields could héve'been approximately equal if more of the shale soil
particles were transported.

Consider, however, the roughness of the soil gurface unqer natural-
field conditions. Fine fraction bulk densities wére fairly low for
both parent matérials (0.7-1.0 shale plots; 0.6-0.9 crystalline
plots). This indicates that both soil textures were present in a
relatively loosened or fluffy condiﬁion. With‘numerous surface pores,
it seems unlikely that transport of clay or silt sized particles would
be greater than that of sandvsi;ed particles because the finer
particles would tend to become lodged in the éoil pores. Even if both

size particles were deposited in the surface pores, there would not

have been enough repeated dislodging of the small sized particles to
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keep the amount transported greater than that of sand sized particles
in motion.

Another potential explanation of the similar sediment Qields is
that it was not necessarily thé dominant textural separate that was
eroding from each parent material. That is, perhaps the shale plots
were predominantly yielding their sand fractién or the crystalline
plots were losing th;ir finer fraction to the point that the two
parent materials were yielding similar amounts of sediment.

A particle size distribution analysis of a dispersed sample of the
eroded sediment would have indicated whéther the distribution of size
fractions was similar to the original soil or not. Because the
sediment yield samples had been flocculated for greater ease in
decanting and drying, a hydrometer analysis would have been very
difficult to do.

Visual inspections of fhe sediment yields as they were coming off
the plots and after they were dry showed the shale plot sediment
yvields to be distinctly different from those off the crystalline
plots. Wet sieving of a selected sampling of the sediment yields
indicated that the majority of éoil eroded from the shale plots was ,
composed 6f silt to clay sized particles. The crystalline-eroded
sediments were approximately half sand sized particles (Appendix-L).
This relates to ;he plot soil textures that were approximately 80
percent sand sized particles.‘The numbers should not be interpreted

number—-to-number, since the hydrometer analysis splits silt and sand
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sized particles at .05 mm and the wet sieving was done at .063 mm..
This.is a very small portion (.05 té .063 mm) of the particle size
distrﬁbution, but could be very significant if one.is looking at the
silt and very fine sand fractions.

The most likely explanation of similar sediment yields from the
contrasting textures appears to be that the fine textﬁred soils were
responding to the interrill erosion in a manner similar to that of’ghe
coarse textured soils. These conditions of similarity would have been'
met'if the shale soils were aggregated into sand sized water stable
aggregates.

The sediment yields were not analyzed for aggregate éize in
suspension. Once they were flocculated for decanting and dfying, this
type of measurement was no longer possible. Despite the féilure to
collect these data, the aggregation of the shale soils is still the
most plausible explanation of the equivglent sediment yields.

An investigation of clay mineralogy might help to explain the
aggregation given the other gnvironmental conditions discussed
earlier. Work done on prepared samples of northern California upland
soils under simﬁlated precipitation found soil loss to be correlated
with clay mineralogy (Trott and Singer, 1983). Two other studies using
western mountain soils found soil loss to be related to parent
material (André and Anderson, 1961; Willen, 1965). It is possible that
this geology influence could be extrapolated to a texture reiated clay

mineralogy influence.
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Treatment Differences

With no differences in sediment yields between the parent
materials, they were combined to determine if there were any
differences in sediment yields from the different soil surface treat-
ments. This pairwise comparison showed that there was no difference in
sediment yields from the litter and the bare soil surface trgatﬁents.
There were differences, however, between the subsurface sediment

.yields and those from the litter and the bare runs (Appendi# J).

R.B. Bryan, in his work on the moorland region soils in England
{(1969), noted that he found no great difference in erodibility between
surface horizons developed on different parent materials but. under
similar vegetation. He did, however, find differences in erodibility'
between A and B horizons with the B horizons being more erodisle than
the A horizons..He had limited sampling and analyses af C horizons,
but his data indicated that the C horizons were even more erodible
than the B horizons. His results indicgte that even when surface
horizons are not protected by ground cover, subsurfgce horizons are
more erodible.

The results of this study support the hypothesis that changes in
erodibility are not always closely tied to ground cover. In this case,
there was a dramatic change in ground cover when the litter.layer was
removed and the bare soil surface exposed. But yet thgre waé no
difference between the sediment yields from the litter runs and those

from the bare runs. Where there was no difference in vegetation and
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litter cover between the bare and subsurface runs, tﬁere was a
difference in'sediment vields (Figures 11 and 15).

The higher erodibility of the subsurface plots.in this study is
probably due to changes in more than one variable that influenced soil
'stability.

Although there was no statistical difference in ground cover
between the bare and subsurface horizons, there was a loss of root
penetration. Roops do not constitute a high percentage of ground
cover, so0 they did not show up in the statistical analysis. Théy‘do,
however, play a role in stabilizing a'soil horizon. Roots physically
aid in aggregation and provide iiving organisms that help to stabilize
aggregates (Brady, 1984). The p;esenee of root mycorrhizae in the
surface horizon duripg the bare and litter runs may havé helped to
stabilize the soil at'the particle size level.

Along with the decrease in roots with depth, would have come a
decrease in microbial populationsu The role of these microrganisms was
not investigated, but it was more than likely one of'interaction with
that of the plant roots. With this interaction, their populations
would have been diminished in the more erodible subsurface horizons.

As discussed earlier, the fine fraction bulk densities of the sur-
face horizons were relatively low (Figure 10). No comparable measure-
ments were taken at the subsurface level. These bulk densities could

have been artificially low due to the excavation disturbénce. This
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disturbed state would have added to the erodibility of the subsurface

horizon because of easier particle detachment in the loosened state.

Predicted Sediment Yields

Considering both soil textures togetﬂer, predicted sediment yield
calculations (Meeuwig, 1970) were numericélly higher than the measuredﬁ
yields, but were nﬁt statistically different for the litter and bare
soil treatments. Subsurface predictions for both' textures combined
were significantly higher than thg measﬁred vields (Appendix K).

Predictions for the shale plots only were significantl;Adifferent
from the measured sediment yields fdr both the bare and gubsurface'
treatments. Predictions for the crystalline plots were significantly
different from the measured yields for the litter and bare treatments
'(Appendix L) .

Of all the predicted sediment yields compared to the'actual
yvields, the only‘coﬁparison that was numerically *“close” and
statistically not different were the subsurface runs on the
crystalline textﬁres. All other predictions of eroded‘éedimen; using
the regression equations developed by R.O. Meeuwig on high elevatién
rangelénd in the intermountain West (1970), were consistently 10 to
100- times greater than the actual measured sediment yields.

It should'be eméhasized here that for all the statistical ana;yseé
of pfedictéd versus actgal sediment yields, except the crystélline

subsurface plots, the F test for equality of variances was rejected by

I3
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a fairly large margin (Appendix K). The subsequent t test for equality'
of means can usually be considered to be fairly robust, despite the
inequality of variances (Quimby, 1987).

With this in mind, the question is whether a potential 10 to 100
fold difference in the prediction of sediment yields préVides a viable
management tooi, or is this difference pointing out some erosional
differences bétween the.regréssion equations and the.environments they
were applied in? In partial answer to this question, the félio%ing
discus;ion Qill address some of the factors that mgst be considered
when interpreting and applying rainfail simulator‘data. i

Meeuwig (1970) states in the publication of his simuiator work and
the resulting regre;sion equatioqs that the equations should be used’
for estimation in othgr areas only if the study areas cloéely resemb}e
those used in his study. And, that the uncertafﬁty'of the estimate
increases wifh increased differences between the areas of equation
application and equation development.

This study matched the sites as closely as possible to the areas
described by Meeuwig (1970) (Tables 1 and 2). Vegetation on both
parent materials Qas slightly different from that in Méeuwig’s study.
Even more important, however, is the differences in parent material
mineralogy. The most significant differences in mineralogy would; no

doubt, have been with the clay mineralogy of the fine textured sites.
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Differences in the rainfall siﬁulators must also be addressed.
This study used a simulator that Meeuwig developed‘for reséarch he did
after developing the prediction equations used here (1971b). As dis-
cussed in the methods section of this paper, it éperated at a kinetic
energy that was apﬁroximaﬁely'33 percent‘of pafufal rainfall.uThe
Dortignac‘(1951) style simulator used by Meeuwig in develobment of 'his
prediction equations operated at approxiﬁately 43 percent of natgral
storm kinetic energy (Gifford, 1979). This 10 percent difference in
kinetic energy makes coﬁpa;ison of their sediment yields questionaﬁle,
but probably does not totally account fér the:;o to 160 fold Qiffer-
ence between‘the predicted yields and the actual sedimept‘yields.

The predicted sediment yields and those actually measured are both
representative of smali intérrill erosion plots. Direct extrapolations
‘'of either set of numbers £o larger size areas is difficult (foung,
1979) . Any direct application tornon—interrilljenvironments wéuld be
totall& invalid. And, both sets.of numbers wére generated at kinetic

energies below that of natural rainfall.
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CONCLUSIONS

With simulatea precipitation at kinetic energies well below that
of natural storms, small plot sizes that are not readily extrapolated
to real world erosional areas, and measurements of interrill erosion
only, what did this study accomplish?

This study provided an assessment of the basis of soil erodibility
in the Gallatin National Forest. With no previous erodibility work
conduc£ed in the high elevation erosion environments of the Gallatin
National Forest, this base study was needed to establish which
variables should be investigated in more detail when attempting to
quantify soil erodibility.

The comparison of two contrasting soil textures identified soil
variable guestions that should be addressed in any further study of
soil erodibility in the Gallatin National Forest. A short list of
these soil variables includes the role of very fine sand and silt
sized particles in the erodibility of coarse textured soils and the
clay mineralogy and the degreg and stability of soil aggregation in
finer textured soils. Many soil environment variables also appeared to
play roles in the erodibility measured, including roots, mycorrhizae;
and to some extent, microbial populations.

The results of this study emphasized the role of soil surface

disturbance in erosion. These results have immediate management




63
implications in a multi-use forest setting: Road construction,
iogging, mining, hiking, packing, grazing, and off-road vehicles are
all managed uses that contribute to soil distﬁrbance in varying
degrees. Water quality is a prime concern fo; fish populations and
watershed managgment. In a management sense, it must bé re—-emphasized
that this study looked at interrill erosion only. It did not address
rill or gully erosion, or the inherent geologic instability of shale
formations. | ’

This study indicates the need to study the implicatiéns of the
dynamic characteristics of soil erodibility, i.e. bulk density, wate?
content, and microbial activity, all which change throughout the year.
How much the seésonality of these soil variables affects erodibility
needs to bevclérified.

Another question raised by this study is, what are Qalid alpha
levels for statistical analysqs? Tﬁe discussions of statistical
significance in this paper used the standard .01 and .05 levels. With
high natural -variability in the soil and other field variables,
perhaps levels of .1 and even higher are more appropriéte for the
environments under study.

A more thorough investigation of P levels for the various
variables measured in this stuay could.provide further clues into the
roles and interactions that thése soi; characteristics have in
erodibility. Perhaps a .2 levgl of difference in se@iment yields is

significant in comparing the erosion of litter covered plots on
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contrasting soil textures. A .4 level of difference could be
significant for bare exposed surfaces.

The level of statistical analysis somewhat depends on'thé level of
application of the results. A éimilar léve}ﬂof’applicability is seen
‘Qith the rainfall simulation data. The predictipﬁ equations used in'
this study along with the actﬁal measured yields should not be
extrapolatéd to generate numbers for sediment loss.on a slope or
watershed basis. They could, however, be iooked at for generali
comparisons of soil erédibility under similar conditions.

Erodibility-is a complex soils characteristic which is not readily

) . ) . ,
predictable in many soil environments. The better its influencing
féctors are understood, however, the more accurately i§s~roie in
erosion can be managed. This study has provided a basis on which
further investigations of soil erodibility'in the Gallatin National
Forestlcould be built. It is hoped tha£ this study has raised soﬁé
significant questions that can eventuaily,bring ﬁs closer to

t

understanding erodibility in mountain soil environments.
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SITE NAME ACRONYMS
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Acronym : Explanation

M12 : Mile 12 shale site (forested) located near the Mile 12
marker on the Mystlc Lake—Bozeman Creek Forest Serv1ce Ac-
cess Road .

VSH Volcanic SHaIe site. (meadow))located adjacent to Tertiary
volcanic landslide on the Mystic Lake—Bozeman Creek Forest
Service Access Road

MER Moser End of Road crystalline site located at the end of
the Moser Creek Jump Off Forest Service Access Road

MLP "Mbser LodgePole crystalline site located near end of the
Moser Creek Jump Off Forest Service Access Road, distin-
guished from MER by the predominance of Lodgepole pine
(Pinus contorta)

Table 6. Explanation of site name acronyms.
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APPENDIX B

SIMULATOR CHARACTERISTICS
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APPENDIX C

SOIL PROFILE DESCRIPTIONS
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APPENDIX D

PARTICLE SIZE DISTRIBUTION
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APPENDIX E
SOIL WATER CONTENT DATA
AND

STATISTICAL ANALYSIS
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AND-
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