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Abstract:

The groundwater regime within the Maynard Creek catchment is poorly defined. Aquifers may exist in
fractured bedrock and surficial, unconsolidated Quaternary deposits. Ski area and residential
development within the catchment has increased water demands. This investigation addresses the
following questions: 1) Do the surficial, unconsolidated Quaternary deposits function as aquifers?; 2)
Can surficial aquifer discharge be distinguished from bedrock aquifer discharge?; and 3) Can the
surficial aquifers be characterized? The techniques used in this investigation include: 1) geologic
mapping; 2) stream hydrograph and flow duration curve analyses; 3) groundwater discharge
monitoring; 4) hydrogeochemical analyses; 5) material sampling; and 6) seismic refraction.

Geologic mapping was completed to delineate potential aquifers. Groundwater discharge features,
including 62 springs, are strongly clustered within surficial deposits. Most springs and seeps, and all
perennial streamflow exist at lower elevations where surficial deposits are thickest. Stream hydrograph
analyses indicate that discharge is sustained by direct surface water runoff and that groundwater
discharge is limited.

Springs within surficial deposits display rapidly increased yields after intense precipitation and
snowmelt runoff. Three perennial springs exist and each discharges from surficial deposits. These
springs yield between 3 Ips (0.1 cfs) and 28 Ips (1.0 cfs).

Spring water temperatures decrease with increased elevation by 1.0° (1.8°F) per 100 m (328 ft).
Groundwater discharges from surficial deposits have low winter temperatures (2 to 4°C, 36 to 39°F)
that steadily increase through the summer. The average temperature variability of the most persistent
surficial springs is 1.9°C (3.4°F). Water temperatures of bedrock springs are higher (5.0°C, 41°F), with
an average variability of 0.2°C (0.4°F). Water temperatures of discharge from surficial deposits are
rapidly depressed 0.1 to 1.0°C (0.2 to 1.8°F) by meteorological and snowmelt runoff events. The most
productive perennial spring's annual water temperature cycle mimics the annual mean daily air
temperature cycle with a lag time of 60 days.

Specific electrical conductance of all 62 spring waters was 0.16 to 0.50 (mS). This indicates low ionic
concentrations of total dissolved solids and short residence times for stored groundwater. Springs
flowing from surficial deposits discharge Ca (calcium) and HCO3 (bicarbonate) enriched waters. Well
waters derived from bedrock are Na (sodium) and HCO3 (bicarbonate) enriched.

Material sampling and seismic refraction indicate that rock glacier till, undifferentiated till, outwash,
and buried channels are the primary components of surficial aquifers. Porosity, storativity, and
hydraulic conductivity were approximated for Quaternary materials. Rock glacier till, outwash, and
buried channels yield rapid and intermittent groundwater discharge. Undifferentiated tills sustain
perennial stream baseflows. The surficial Quaternary aquifers have development potential, but
excessive winter withdrawals will reduce perennial stream baseflows.
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ABSTRACT

The groundwater regime within the Maynard Creek catchment is poorly defined.
Aquifers may exist in fractured bedrock and surficial, unconsolidated Quaternary deposits.
Ski area and residential development within the catchment has increased water demands.
This investigation addresses the following questions: 1) Do the surficial, unconsolidated
Quaternary deposits function as aquifers?; 2) Can surficial aquifer discharge be
distinguished from bedrock aquifer discharge?; and 3) Can the surficial aquifers be
characterized? The techniques used in this investigation include: 1) geologic mapping; 2)
stream hydrograph and flow duration curve analyses; 3) groundwater discharge
monitoring; 4) hydrogeochemical analyses; 5) material sampling; and 6) seismic refraction.

Geologic mapping was completed to delineate potential aquifers. Groundwater
discharge features, including 62 springs, are strongly clustered within surficial deposits.
Most springs and seeps, and all perennial streamflow exist at lower elevations where
surficial deposits are thickest. Stream hydrograph analyses indicate that discharge is
sustained by direct surface water runoff and that groundwater discharge is limited.

Springs within susficial deposits display rapidly increased yields after intense
precipitation and snowmelt runoff. Three perennial springs exist and each discharges from
surficial deposits. These springs yield between 3 Ips (0.1 cfs) and 28 Ips (1.0 cfs).

Spring water temperatures decrease with increased elevation by 1.0°C (1.89F) per
100 m (328 ft). Groundwater discharges from strficial deposits have low winter
temperatures-(2 to 4°C, 36 to 39°F) that steadily increase through the summer. The
average temperature variability of the most persistent surficial springs is 1.99C (3.4°F).
Water temperatures of bedrock springs are higher (5.0°C, 41°F), with an average
variability of 0:2°C (0.4°F). Water temperatures of discharge from surficial deposits are
rapidly depressed 0.1 to 1.0°C (0.2 to 1.8°F) by meteorological and snowmelt runoff
events. The most productive perennial spring's annual water temperature cycle mimics the
annual mean daily air temperature cycle with a lag time of 60 days.

Specific electrical conductance of all 62 spring waters was 0.16 to 0.50 (mS). This
indicates Jow jonic concentrations of total dissolved solids and short residence times for
stored groundwater. Springs flowing from surficial deposits discharge Ca (calcium) and
HCO3 (bicarbonate) enriched waters. Well waters derived from bedrock are Na (sodium)
and HCO3 (bicarbonate) enriched.

Material sampling and seismic refraction indicate that rock glacier till, undifferentiated
till, outwash, and buried channels are the primary components of surficial aquifers.
Porosity, storativity, and hydraulic conductivity were approximated for Quaternary
materials. Rock glacier till, outwash, and buried channels yield rapid and intermittent
groundwater discharge. Undifferentiated tills sustain perennial stream baseflows. The
surficial Quaternary aquifers have development potential, but excessive winter withdrawals
will reduce perennial stream baseflows.




INTRODUCTION

Groundwater storage and availability in steep mountainous terrain is highly variable

and often limited by geologic constraints. In southwestern Montana, groundwater

development in Upper Cretaceous rocks often produces low yields and poor water quality,

while several Mississippian through Lower Cretaceous formations provide excellent
_groundwater quantity and quality (Mill‘er, 1974, Moofe, 1984, Ferreira and ofhers, 1A986).
‘Overlying Quaternary deposits also may function as aquifers, but often they are clayey and
do not transmit useful amounts of water, or lack sufficient storage volume to fulfill even
modest human needs. In most cases, inadequate data exists for the hydrogeologic regime
of mountain aquifer systems to be fully understood.
In the Maynard Creek catchment, on the .eastem flank of the Bridger Range (Figure
1), steeply dipping Paleozoic through Upper Cretaceous bedrock is overlain by an
ur;determiﬁed thickness of unconsolidated Quaternary materials. Summer observations
reveal an abundance of springs and seeps, and vigorous stream flow. During winter, few
springs flow and stream discharge is minimal. The nature of groundwéter occurrence in-
the catchment is unknown. |
. Resort development plans an_d increasing recreational activities in and :a.round the
Maynard Creek catchment have resulted in demands for additional consumptive and ‘
nonconsumptive water uses. Surface water availability from Maynard Creek is severely
limited. Surface water is overéppropriated and typical summer discharge is less than
existing claimed water rights (Morrison-Maierle, Inc., 1978). Groundwater may be a

viable resource to supplement the current and future water demands.
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3
The problem of groundwater development in the catchment is that potential bedrock
and surficial Quaternary aquifers have not been identified, and the capacity for water
production from these materials is unknown. The purpose of this investigation is to
determine the significance of surficial Quaternary aquifers. The objectives are to identify
surficial, unconsolidated Quaternary aquifers; to distinguish surficial, unconsolidated
Quaterﬁary aquifer waters from bedrock aquifer waters; and to characterize the components

of the surficial, unconsolidated Quaternary aquifer system in the Maynard Creek catchment.

Geographic Setting

The Maynard Creek catchment is on the eastern flank of the central Bridger Range,
approximately 26 km (16 mi) northeast of Bozeman, Montana (Figure 2). Maynard Cregk
flows into Bridger Qreek, which is a main tributary of the East Gallatin River. The
catchment is east facing and has 883 m (2897 ft) of local relief, rising from 1774 m (5820
ft) at Bridger Creek to 2657 m (8717 ft) on the crest of the Bridger Range. A total of 5.6

kmZ2 (2.2 mi2) are contained within the catchment boundaries (Figure 2).

Structural Geology

The structural geology of the Bridger Range has been described by McMannis (1955)
and Lageson (1989). The Range is a small north-trending uplift which is approximately 40
km (25 mi) in length. It is located aboﬁt 80 km (50 mi) east of the Boulder batholith, and
constitutes a part of the Northern Rocky Mountain Front. The Bridger Range is unique in
that it overlaps the boundaries of four major tectonic provinces. ‘Theée tectonic provinces
are: 1) the Middle Proterozoic Belt Basin; 2) fhe Sevier fold and thrust belt; 3) the Laramide

foreland province of basement involved deformation; and 4) the Basin and Range province
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, 5
of present crustal extension (Lageson, 1989). As é/result, the Bridger Range contains a
stratigraphic’ and structural record of most of the major tectonic‘even_ts that have occurred in
the Northern Rocky Mountains over the last 1.4 billion years. The Maynard Creek
catchment is incised into a discontinuous sequence of overturned Paleozoic through Upper
Cretaceous sedfmentéu‘y rocks that form thé eastern limb of a recumbent anticline. The
western limb. of the Bridger-Range anticline is the down-dropped block of a high-angle, |
normal, extensional fault that forms the Gallatin Valley (Lageson, 1989).

The Bridger Range contains numerous examples of reactivated faulﬁs, folded thrust
sheets, and overlapping structural families that result from having many different styles of
deformation superimposed at-one locality (Lageson, 1989). Several of these deformatioﬁal
 features exist in the Maynard Creek catchment and influence. groundwater recharge,
storage, and discharge. |

The steeply dipping and overturned strati éraphi,c section formed by the rec_:umbenf
east limb of the Bridger Range anticline has profound influence on the groundwater
systérri. The steebly west dipping hydrostratigraphic units have-limited_ area of exposure
for aquifer recharge. These "strip aquifers” tend to promote deep circulation of
éroundwaters, and aéuif er recharge is likely transported out of the Maynard Creek
catchment (Montagne, 1978; Dunn, 1983).

Faulting within the study area is hydrologically significant. Tectonic deformation
during the Proterozoic initiated the Pass Fault, a.norinal fault that bisects the catchment
(Craiglow, 1986). Reactivation of the fault occurred duriﬁg the Paleozoic, Late-Paleocene,”
and Early-Eocéne (Lageson, 1989). At Maynard Creek, the Pass Fault displays oblique
slip moverﬁegt that resulted in right lateral displacement within the stratigraphic section.
The fault is contained between the Pennsylvanian Quadrant formation and the Lower-
Cretaceous Kootenai formation. The fault was éubsequently intruded by a porphyritic,

olivine-augite-Biotite diorite dike (McMannis, 1955).
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Smaller faults, fractures, and joints occur locally and may affect the development of
bedrock aquifers. Parasitic faults have resulted from compressional stresses exerted during
cross-range faulting. Conjugate shear, radial, and orthogonal fractures exist within the |
~ folded bedrock terr.ain..
' The nonresistant bedrock units in the section are deeply weathered and generally have
very low primary porosity. Fracturing increases secondary. porosity and the capacity to
store and transmit groundwater. The silty and shaley units underlie much of the catchment

area, separate potential bedrock aquifers, and form a lower boundary for overlying

. Quatemary deposits.

~

Stratigraphy

A generalized strati graphic section for the Maynard Creek catchment has been
compiled from the works of previdus investigators (Figure 3). The primary porosity of
each unit is dependent on lithology, and the units often vary in composition laterally and
vertically (Roberts, 1963). The aquifer potential of any unit is greatest where. fracturing
occurs and secondary porosities are increased. In general, the steeply dipping section may
funqtion as a regional recharge area, with the possibility of local groundwater discharge in
the Maynard Creek catchment. A detailed stratigraphic descn'ption based on field
observations by McMannis (1955), Skipp and McGrew (1977'), and this author is located

in Appendix 1.

Hydrogeologic Setting

The groundwater regime within the Maynard Creek catchment has two potential
aquifer components; bedrock aquifers and surficial Quaternary aquifers. Potential bedrock

aquifers are steeply dipping, resistant, and fractured sedimentary units which are
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8
sandwiched between less-resistéht, less;perrneable, and less-porous shaly u-nits. Dunn
(1983), using mathematical simulations of well-test data (taken elsewhere in Bridger
Canyon) and probability theory, concluded that the basal sandstone members of the Upper
Cretaceous Livingston Group in the catchment would yield as much as 6.8 Ips (107 gpm) _
from two wells with a total drilling depth no greater than 216 m (710 ft). Montagnes'
assessment (1978) of groundwater availability frorﬁ bedrock aquifers within tﬁe cétchment:
is less optimistic:
The steeply incliﬁed structural configuration of the Livingston Group and
older formations along the eastern side of the Bridger Range does not seem like a
promising arrangement for the production of more than a slight amount of (ground)
water...Water would tend to follow layers downward, but this would be of little
value because drilling would not be an effective means of obtaining such downward
moving water. :
Most groundwater wells in Bn'c\iger Canyon are developed in Cretaceous and Tertiary
sedimentary rocks where yields and (juality are highly variable (Moore, 1984).
| The; second potential aquifer type consists of surficial, unconsolidated Quaternary .
deposits. Schrunk (1976) mapped Quaternary geomorphologic deposits for part of the
Bridger Range, but did not map the Maynard Creek area. A previous investi gation'éf
' debris flows in the lower catchment has shown that localized channeling exists in the
heterogeneous and anisotropic, unconsolidated materials. These localized zones of higher
hydraulic conductivity exist within materials that display low overall hydraulic conductivity

(Schafer and Assoc., 1990). Montagne (1978) describes the general hydrogeologic

significance of surficial materials in the catchment:

Chaotic mixtures of large to small boulders encased in finer materials such
as silt and clay, ... were eroded from the local mountain flank and transported
downhill by landslides, glaciers, and streams. The estimated thickness of this
veneer is from 100 feet to less than 25 feet. Because clay content is mostly high,
water does not pass easily through most of this deposit, but in places such as.the
thresholds of the upper bowls ... water passes into the veneer as in an open sieve.
The springs which emanate from the veneer at various places in the Bridger Bowl
area are mostly sustained during Spring, Summer, Fall and partof Winter by this
storage system and should be considered important mechanisms in maintaining the
surface flows of Maynard Creek and its associated streams. .
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Well and sprmg development in the surficial uhconsolidated materials is uncommon
and poorly documented. Unconsolidated deposits in the catchment are likely to store
infiltrating waters, but the character and quantity of the stored water is unknbwn. The
most productive springs in the catchment have been developed, but the source of the
groundwater has not been determined. Previous work has shown that surficial
unconsolidated materials similar to those found in the Maynard Creek catchment do

function as aquifers and sustain spring discharge (Valdiya and Bartarya, 1991).

Hydrologic Setting

The Maynard Creek catchment contains a £hird-order stream network which has a
palmate dendritic shape. The drainage density of the entire catchment, calculated by using
stream lengths portrayed on a 7.5 minute topographic map, is approximately 1.8 km/km?2
(2.9 mi/mi2)(Lee, 1980). The steep and entrenched, bedrock, boulder, and cobble bedded
stream system flows vigorously during snowmelt and rainstorm generated runoff events.
During low flow periods, the stream network is less extensive. Common Rosgen (1994)
stream channel types are Ai, A2, A3, A4,B2, B3, and B4. The channel network includes
ephemeral, intermittent, and perennial reaches.

The average annual precipitation for the entire catchment ranges between 47 cm (18
in) and 127 cm (50 in), witﬁ an average annual snowfall between 254 cm (100 in) and'
1016 cm (400 in) (Morrison-Maierle, Inc., 1978). The "melting-from-above" of late
season Snow patghes produces subnival stream flow that maintains sediment transport in
the upper ephemeral reaches éf the stream channel network (Gardner, 1986). Stream flow
during late summer is limited to short reaches of the north and south forks that are located
below perennial springs. A few observations of stream discharge have been recorded

during winter baseflow conditions (Williams, 1967).
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The waters of Maynard Creek are used to fulfill a variety of human needs. Irrigation
and stock watering have traditionally been the primar)l/ uses of Maynard Creek waters.
Bridger Creek and its tributaries (including Mayn;ard Creek) téml maximum Yyield during the
irrigation season ranges from 2.5 % to 40 % of the ‘claimec.i water rights on Bridger Cregk
(Morrison-Maierle, Inc., 1978). A storage pond exists on tﬁe main stem of Maynard Creek

below Bridger Bowl Ski Area.
The Problem

Sustaining human écti_vities in high mountain environments requires consumptive use
of water. When surface waters are unavailable, users must explore the groﬁndwater
development potential. Groundwater development may be a means to supplement water
demands incurred by recreational activities and resort expansion in and around the Mayn;a.rd
. Creek catchment. The groundwater fegime has two probable aquifer components; bedrock
aquifers and surficial, unconsolidated Quatemary aquifers. The problem is the significance

of each aquifer type is unknown.
' Purpose

This investigation will determine the function of surficial, unconsolidated Quateméry
deposits as components of the groundwater regime in the Maynard Creek catchment. The
investigation will address the following questions: -

| (1) Do the surficial, unconsolidated Quaternary deposits f un_c'tion as aqﬁifers?

(2) Can groundwaters stored in and 'aischarged from surficial Quaternary
aquifers be distinguished from groundwaters derived from bedrock aquifers?

(3) If surficial, unconsolidated Quaternary deposits are aquifers, can these
aquifers be characterized?
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METHODS.

. Groundwater investigations in rugged mountain environments are often restricted by
a lack of information and the difficulty of écquin'ng data f_rom ground-based methods.
Other factors tﬁat hamper the study of mountain groundwater systems include the
propensity for deep groundwater circulation and the variable position and configuration of
the water table that is often independent of surface topography (Domenico and
Schwartz,1990). In mény cases, the most effective strategy to describe and irnter}-)ret alpine
aquifer systems is to characterize geolo;gic components of the system',-and map and monitor
the surface features of the groundwater regime (Meyboom, 1966a). This investigation
employs conventional geologic and geographic mapping procedures, a geophysical

exploration techrﬁque, and hydrogeoldgic and hydrologic-methods.
Mappin

Aerial Photographs and Existing Maps

Black-and-white stereo photo pairs from 1981 and 1988, color stereo-pairs from
1984, and large scale (1:12000) black-and-white and color infrared (IR) photographs were
used for this investigation. All field mapping was conducted with the aide of available

imagery. A Bausch &Lomb 10x stereoscope was used to complete mapping and editing in

the office.
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The United States Geological Survey (U.S.G.S.) Saddle Peak, Montana, 7.5 Minute
Series Quadrangle (1987 provisional edition) was used as a base map for this investig'ation.'
An engineering map (1:2500) of the lower elevations of the Maynard Creek area also was
used for site investigations (Morrison-Maierle, Inc., 1990). The maps were used to record
spatial data, to identi{y geologic and hydrogeologic features, and to construct a digitized
base map and data base with Arc/Info Workstation Version 6.1 software.

Field information was recorded on enlargements of the 1987 Saddle Peak 7.5 Minute
Series Quadrangle map. The topographic map was enlarged to a scale of 1:8000 to enable -
detailed field mapping. Field data was transferred from the enlargements onto mylar fi]m
and then digitized for applications of Arc/Info. All thematic base maps are 1:8000 scale and
constructed by overlying digitized field data coverages onto the digitized reproduction of

part of the Saddle Peak Quadrangle.

'

Geologic Mapping

A geologic map of the Maynard Creek catchment was completed to define the location
of all units and their contacts, and to identify potential bedrock aquifers within the study
area. Fault mapping was completed with aerial photographs and field inspection. Fracture
trace mapping includes all traces in bedrock that have an apparent length greater than
approximately 300 m (984 [t) and are evident on aerial photographs and topographic maps
(Sabins, 1978). The bedrock geology map was completed using conventional techniques
described by Billings (1972), McClay (1987), Butler and Bell (1988), and Hatcher (1990).
Field instruments included Silva and Brunton compasses and a Thommen 15000 altimeter.
Numerous traverses of tﬁe field area were made perpendicular to the strike of bedrock units
to maximize the number of observed contaéts. Additional information was collected where

repeated sections, faulting, and extensive fracturing were located.




13 .

Geomorphologic Mapping

The geomorphology of the Maynard Creek catchment has received little attention
from previous workers. Schrunk (1976) mapped the surficial geology of the northeastern ‘
Bridger Range, but did not include the Maynard Creek area. Skipp and McMannis (1971)
mapped the surficial materials that cover the central Maynard Creek area as one continuous
Quaternary landslide deposit, with older alluvium found at the distal end of -the catchment.

Schafer and Associates (1990) describe one large landform within the catchment as mass

wasting debris. McMannis (1955) speculated that alpine glaciation did not occur in this

portion of the Bridger Range. This point is disputed by Montagne (1978) and Locke and
others (1985), who described glacial processes in the study area.
The geomorphology of the Maynard Creek catchment was mapped, at a scale of

1:8000, after three criteria were established. First, material type and genesis were included

_ in the descriptions of all surficial map units. Second, distinct geomorphologic materials

were considered as unique hydrostratigraphic materials. Third, field criteria were devised
to define gradational contacts between bedrock and surficial unconsolidated deposits.

The strategies, guidelines, symbolisms, and special techniques used during
geomorpholbgic mapping are described by Varnes (1978), Selby (1982), Dackombe and
Gardiner (1983), McCalpin (1984), De Graaff and others (1987), Rupke and others
(1988), and Cooke and Doomkainp (1990). Geomorphologic mapping was conducted
after completion of the bedrock map. All bedrock-surficial contacts were traced laterally
and mapped by inspection. Bedrock contacts with surficial deposns were defined where
surficial materlals were inferred to be less than 0.5 m (1 7 ft) thick. This thlckness exists
where bedrock or regolith could be located by hand-digging.

Where two or more unique Quaternary deposits are superimposed, only tﬁe
uppermost one is depicted. Contacts bétween distinct surficial m.aterials were defined by

morphologic and/or lithologic differences observed in the field. Thus, the investigator
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recognized surficial unconsolidated materials as mappable and ‘imique if they were: 1)
distinguishable on aerial photographs'; 2) noted during field observation as having
identifiably unique morphologic characteristics; or 3) composed of noti.ceably different

materials. Mass wasting was classified with a system described by Varnes (1978).

Hydrogéolo.gic Mapping

Groundwéter discharge at the surface may be expressed as springs, seeps, saline
soils, perennial and intermittent streams, ponds, or bogs. Understanding these surface
features requires some knowledge of the nature of groundwater discharge zones
(Meyboom, 1966a). The hydrogeologic maps completed for the Maynard Creek catchment
record stream,; spring, seep, standing water, and sag pond locations. The spatial
distribution of these surface features of groundwater discharge are used to identify shallow
aquifer systems in the Maynard Creek area.

Location of surface featurés of groundwater out-flow was the first step in
hydrogeologic mapping. A color IR photograph (1: 12000).was.used to locate dense
phreatophytic vegetation. This vegetation often is associated with high water tables and
grounc.:lwater discharge zones (Meinzer, 1927; Meyboom, 1966b). Secondly, a systematic
"saturation" search method (Ma_y, 1973), where ;all of the terrain is inspected manually,

. was used to locate additional discharge features in the catchment. "‘Descriptive and '
quantitative dém was collected at each site.

Field mapping criteria were established to ensure consistent and concise data
collection. Surface hydrogeologic features were categorized, and specific measurements
were taken at each observation site. A regular schedule of observation duﬁng the épring,

' sumfner‘, and autumn of 1990 and 1991 was followed to record the spatial and temporal

variability of discharge features within the Maynard Creek study area.
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Aquifer Material Characterization

After mapping the Maynérd Creek catchment, it became apparent that many of the
streams, springs, and seeps were related to groundwater storage in and movement through
Quaternary deposits. The most probablp surficial aquifers were identified and selected for
furfher detailed investigation. Published values for hydrogeologic parameters of materials
similar to those in the study area were assembled. Seismic refraction was used to
approximate surficial depdsi-t thicknesses, to estimate seismic velocities of several geologic
materials, and to profile bedrock surfaces that uhderlie Quaternary overburden. In
addition, site examination was _completed using mechanical drilling, soil pits, and

percolation tests, and during development of a spring in the study area.

Surficial Materials and Potential Aquifers

Surficial materials in albine catchments often intermix and their contacts may be

indistinct (De Graaff and others, 1987; Rupke and others, 1988). Geomorphologic
_contacts have been mapped as gxadational, and potential ééuif ers may éonsist of more than

one type of material. There are many locations in the catchment where surficial
unconsolidated materials may form aquifers. |

The pétential, surficial unconsolidated aquifers can be recoéni‘zed by several common
characteristics. Often they are isolated and may consist. of thick overburden deposits
located between hydrologic divides where unconfined groundwater flow is coni/ergent.
They can occur where thick aﬁd porous materials overlie impermeable bedrock. These
potential_a;]uifers' also contain or lie immediately up-gradient from the most prominent

spring lines, spring‘ clusters, and/or seeps.
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Existing Research

Existing literature was used to provide es.timated ranges of values for hydrogeologic
properties of materials similar to those found in the Maynard Creek catchment. Values for
porosity, storativity, and hydraulic conducti\'/yity were taken from the results of previous
investigations. These values will be-used with othér results to characterize éurficial

" Quaternary aquifers in the study area.

Seismic Refraction

Seismic refraction techniques are useful for investigations of thin hillslope deposits (Kesel,
1976; Olson and Doolittle, 1985; Locke, 1987; Mills, 1990; McCann and Forster 1990).
For this invesﬁgatioh, the thicknesses and seismic velocities of Quaternary deposits, the .
existence of covered bédrock units, and the shapes of buried bedrock sﬁrfacgs have been
interpreted with seismic refraction methods. Time-distance plots and the distance-delay
method were used to calculate seismic velocities and overburden thicknesses of
consolidated.and unconsolidated materials (Redpath, 1973; Dobrin, 1976;‘Hé1eni, 1988).
In addition, the calculated seismic velocities of materials in this study were compared to

" -velocities detérminea during previous vipveétigations of similar materials (Faust, 1951;
Wollard and Hansen, 1954; Press, 1966; Redpath, 1973; Locke, 1987; Mills, 1990).

An EG&G Geometrics 12-channel Signal enhanced seismograph was used for this
investigation. A 5.45kg (12 Ib) sledge hammer served as the energy source. Mark
Products 100 MHz geophones were used for _thefr high ée,nsitivity to seismic energy.

The seismic refraction survey was conducted on two isolated, potentiai surficial
" aquifers during Oqtpbér 1990. Seismic velocities of exposed shale, undifferentiated till,
and ﬁan—made fill were determined first. Later, refractioﬁ measurements weré taken along
linear transects that lie upsllope of and contour aroﬁnd the most ‘produé'tive perennial |

springs. Seismic lines were placed parallel or near-parallel to contours. Most line lengths
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were 65 m (213 ft), except where thick vegetation and steep Slopes were encountered. The
seismic spread length was approximated by the critical-distance method (Redpatﬁ, 1973).
This line length allowed recognition of first layer thicknesses of 5 m (16 ft) to 20 m (66 ft),
depending on velocity contrasts between the two upper layers. Geophone spacing. was
fixed at 5.0 m (16.4 ft) to standardize measurements, maximize areal coverage, and
maintain a high level of resolution of small subsurface features. A forward and reverse
velocity-distance profile was completed for each seismic line. Multiple hammer strikes
were used at each line to enable grealter line length and better resolution of first arrivals.
Signal enhancement was used to identify the timing of first wave arrivals at each geophone.

Site Examination

Specific sites were examined within potential surficial Quaterr.ial.y aquifer deposits.
Cluster sampling along a linear transect was completed with a truck-mounted Giddings'
hydraulic soil sampler. Core and auger safnples were described, and depths to a saturated
zone were noted. | |

Soil pits were dug to expose specific surficial materials. The physical characteristics
of soil profiles were described, especially where high primairy and secondary porosities
were noted. Falling head peréolation tests were used to estimate the rate of unsaturated
flow in sampled materials. The tests were completed at two sites to fulfill Park County '
Health Department Subsurface Sewage Treatment System requirements for the design of a
éoil absorption field oﬁ sloping ground.

Several springs within the catchrﬁent have been developed for domestic use. Atone
loéation a spring was developed by this investigator for residential use. The physical
characteristics of the site and materials were visually observed. Three samples were

collected directly from aquifer material during excavation of the spring site. These
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materials were used to make an ocular description of the size and shape of surficial

_materials directly associated with groundwater discharge.

Hydrology

Existing Data

Existing hydrologic and meteorologic information is available to assist in the
interpretation of aquifer types and characteristics. This ‘in'f ormat'ién includes estimations of
monthly stream yields ‘(Mom'son-Majerle, Inc., 1978) and stream discharge data collected |
by Williams (1967). Also, long—teﬁn meteorological records of temperature, precipitation,
and snow cover have been mai'ntain.ed at the United States Weather Bureau Bozeman 12
NE Station. The station is located on the eastern boﬁndary of the Maynard éreek
catchment. In addition, continuous records of snow-water equivalent are maintained at two
Natural Resources and Conservation Service SNOTEL stations. The 30-year average
snow-water equivalence also ‘was used for this interpretation.: The ﬁppérmost station is
referred to as the Bridger Bowl station, while the lower one is called the Maynard Creek -

station.

Stream Discharge Measurements

Stream discharge measurements were taken on two uppermost perennial stream
reaches of the north and south forks of Mayﬁard Creek during the iow flow period. Stream
stage was very low and discharge was measured by the f‘]oai method (U.S. Department of
Interior, 1985a). Stream velocity was approximated as 0.85 of the surface float v¢iocity~ n

the thalweg.
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Water Chemistry

Existing Data

Major jon concentrations in groundwater have been used by other researchers to
determine the origin of groundwater in mountain environments (Fritz and others, 1990;
Margaritz and others, 1990). Chemistry data for stream waters, groundwaters derived
from wells, and springs in the Maynard Creek catchment is available (Morrison-Maierle,
Inc., 1978; Montana Department of Health and Environmental Sciences, Water Quality

Bureau, 1984, 1987, 1990; Chen-Northern, Inc., 1991).

Field and Laboratory Methods

Two springs in the catchment were sampled in early March during the historical low
flow period (Morrison-Maierle, Inc., 1978) when mixing of through flow waters is low
(Martinec and others, 1982; Hem, 1989). Samples were collected using standard methods
(Brown, Skougstad, and Fishman, 1970; Lloyd and Heathcote, 1985). The spring water
samples were filtered, acidified, and stored on ice. The samples were delivered to the Soil
Analytical Lab at Montana State University for immediate processing wit.hin twc; hours after
collection. An argén plasma pi’ocess. was used for spectrographic analysis of the elemental
concentrations in spring‘ waters.

For this investigation, two spring water samples were analyzed for calcium (Ca),
magnesium (Mg), potassium (K), sodium (Na), iron (Fe), chlorine (Cl), bicarbonate
(HCO3), sulfate (SO4), specific electrical conductance (SC), and pH. Water temperatﬁre
was measured in the field. Historical water chemistry analyses of waters sampled were
compared (0 the.chemical analyses completed during for this investigation. The data was

tabulated and plotted on a Piper diagram (Piber, 1944, Hem, 1989).
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Spring Water Monitoring

Many spring water characteristics can be easily measured and monitored in the field.
These characteristics have been used in other investigations to define the areal extent and
nature of aquifer systems that discharge at springs (Magaritz and others, 1990; Fritz and -
others, 1990). Also, seasoﬁal fluctuations in spring water qualities have been used to
determine aquifer characteristics that control the timing and periodicity of groundwater
dischargé in mountainous e_nvironménts (Kattlemann, 1989; Blanchard and others‘, 1991).
The spatial and temporal -nature of groundwater dis,charge' has been recorded as a means of
describing the groundwater regime in the Maynard Creek catchment.

A definition of a "spring" was"’e.:stablished to distinguish different forms of
groundwater discharge points in the field area. In this investigation, a spring is mappable if
it fulfills three criteria. First, the volume of spring discharge must be suf. ficient' to float a
small stick and exceed approximately 0.0é Ips (1 gpm). Repeated observations of 0.06 lps.
(1 gpm ) channelized flow were made under controlled conditions to develop a recognition
of 0.06 Ips (1 gpm) flow in the field. Secondly, spring discharge mﬁst flow from a -
discrete point or set of points and not as a broad area of diffuse discharge (seeps). Finally,

~discharge points separated by 3 m (9.9 ft). or more were considered unique springs.

Spring Inventory and Monitoring

The unique morphology and character of a spring is often related to the process that
* causes spring occurrence at a given location (Bryan, 1919; Taylor; 19695. All spring
locations were marked with a bamboo pole, flagging tape, or some natural object.
Springhead rﬁorphologies were recorded. Also, _landscape features were inspected for

indications of spring water origins.
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At a few locations separate springs were thought to be physically connected. The
associated springs exist along a linear feature or dischérge disappears to emerge down-
gradient to form anqther discharge point. These physically associated springs have been
referred to as spring lines and emergent springs (Bryan, 1919; Meinzer, 1927). If the
springheads outcrop at distances greater than 3 m (9.9 ft) and are thought to be connected,
a note of this apparent association was recorded.

All springs were then visited on a biweekly basis, and records were kept for each
visit. Monitoring during the spring, summer, and autumn of 1990 consisted of
observations of spring locations, changes of locations, and seasonal flow duration.
Monitoring between May and October 1991 included measurements of discharges,
temperatures, specific electrical conductances, and descriptions of changes in spring
morphologies. Migration of discharge points was noted. Several perennial springs were
monitored more frequently during the months of April, May, and June to record spring

response to rapid snow-melt conditions.

Spring Discharge

All spring discharge volumes were piaccf,d in one of three discharge classes; 1) >0.06
Ips (1 gpm) and <0.32 Ips (5 gpm); 2) 0.32 Ips (5 gpm) to 1.26 Ips (20 gpm); or 3) >1.26
Ips (>20 gpm). Spring flow was measured at many -l’ocations, especially where
questionable intermediate discharge volumes occurred. Ocular approximation was used to
distinguish oBvious high and low discharge springs. The use of ocular methods instead of
actual measurements allowed all spring observations to be completed-in a single twenty-
four hour period. This reduced th_e potential of greater temporal variability of
measurements recorded over a longer time period.

Several techniques were used to measure spn'ng discharge volumes. Developed

springs had overflow pipes that were positioned above ground to facilitate measurement.
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The Deer Park spring, located at an elevation of 2006 m (6580 ft) near the south fork of

Maynard Creek, was measured with a 19 | (5 gal) bucket and stopwatch. Measurements

were repeated three times at each discharge point to determine the average spring discharge. =

Discharge also was measured with a portable weir formed from sheet metal and
drained by 6 m (20 ft) of 6 cm (1.5 in) internal diameter flexible hose. The weir was
placed below intermediate discharge springs, perpendicular to flow, with the hose runnir\lg
downstream. Flow volumes near 0.32 Ips (5 gpm) were measured with a stopwatch and

one 0.95 1 (1 qt) bottle, while springs that discharged approximately-1.26 Ips (20 gpm)

were measured with a3.8 1 (1 gal) jug.

Specific Electrical Conductance

Specific electrical conductance readings were taken with a Cole-Parmer 4070
c‘onductivi‘ty meter. The instrument was calibrated by the Soil Analytical Lab at Montana
State University. Instrument readings were taken after the probe had been'thoroughly
rinsed and immerséd for approximately two minutes, and were repeated until reproducible
values were achieved. Specific electrical conductance units are millisiemens (m$S), and

readings were automatically adjusted by the instrument to standard values at 25°C (77°F).

Spring Water Temperature .

All spring water temperatures were measured duﬁ»ng the 1991 field season.
Measurements were téken with a VWR 500 Scientific Digital Thermometer. The
instrument was calibrated in'iced water, where temperatures are maintained at 0°C (32°F).
The measurements were taken at the springhead while the temperatﬁre probe was inserted
into the springhead as deeply as possible. Temperature readings were taken after two

minutes to allow for instrument equilibration.
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RESULTS

Mappin

~

Geologic Mapping
Specific results have been achieved by rhapping the geology of the Maynard Creek
catchment. They are: 1) identification of potential bedrock aquifer units; 2) identification of

hydrologically conf: ining bedrock “uni' ts; and 3) location of fractures, traces, and faults

within the catchment. A geologic rhap that includes outcrop exposure was prepared for this -

investigation (Plate 1). Large areas of nearly continuous outcrop exposure within Upper
Mesozoic strata or younger have been located and mapped as darkened patterns. Ellis
Group, Quadrant—Amsden-Big Snowy Groﬁp, and Mission Canyon formation outcrops
have nearly contir‘luoush exposure throughout the catchment, and have not been highlighted
on the g(;,ologic map. Few outcrops occur in the Colorado Group, or in the Morrison,
Kootenai, and Telegra;;h Creek formations. Outcrops éré abundant in the Eagle formation
and the Livingston Group‘.~ |
The most resistant bedrock units in the catchment form prdmiqent north-south
trending ridges. All competent sandstone, siltstone, and limes'tone units are potential
aquifers, but they display limited primary porosit~y and highly variable secondary porosity -
that is a function of fracturing. Paleozoic and Mesozoic 'stra;a located at the upper and
middle éoﬂioﬁs of the catchment contain several kinown aquifers of regional significance. -

The ridge-forming Mission Canyon limestone, a member of the Madison Group, is




24
generally recognized as a major regional aquifef (Miller, 1974; Plummer and others,
1990). In the Mayﬂard Creek catchment, this unit dips steeply and plunges downward
for thousands of meters, extending to the sub-Bridger thrust zone (Lageson, 1989).

Many formations that exist in the study area are also recognized as aquifers elsewhere
in Montana (Miller, 1974, Thofnpson and Custer, 1976; Donovan and others, 1981; Dunn,
1983; Moore, 1984; Ferfeira and others, 1986). Other potential aquifer units in this study
area include the Quadrant quartzite, Eagle sandstone, sandstone members o} the Ellis

'Group, Kootenai formation, Colorado Group, and the Livingston Group. All units have
been described by McMannis (1955) and Skipp and Mcdrew (1977) (Appendix 1, p.1 ]L%).

The bedrock aquifers dip steeply to the east or west (Plate 1). Most potential aquifer
units are "sandwiched" between silty or shaley units. The less competent, easily eroded
units are difficult to identify in the field, but generally exist between resistant units and
form topographic depressions or gentle slopes. These shaly or silty units are known to
have very low primary porosities and limited secondary porosities, even where fracturing
has occurred (Miller, 1974; Dunn, 1983). |

Large differences in hydraulic conductivity occur between members of the same
formation. This type of boundary condition between potential bedrock aquifers and less
perrﬁeable layers creates "strip aquifers” (Dunn, 1983). The strip aquifers in this study
area were identified by Dunn, have variable thicknesses of 10 m (33 ft) to 100 m (328 ft),
and are thought to be laterally discontinuous. The lateral extent of the strip aquifers is not
easily determined due to covered contacts and facies changes within the units.

Fracture traces that extend beyond the catchment boundary have been identified (Plate
1). Significant faults and zones of fault controlled fracturing also have been mapped.
Extensive fracturing within individual outcrops was noted.

Fracture traces, ranging from 300 m (990) to 1200 m (3960 ft) 'in length, are most

distinctly visible in bedrock on medium scale, vertical aerial photographs that include
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Maynard Creek and its ddjacent catchments. The lower catchment (up-section) contains at_
least five visible linear fea.tures that may influence groundwater movement. The southwest
to northeast-trending features fit into an en eche{lon pattern with other linea‘r feakures that
exist to the ndrth and west of Maynard Creek, where the entire stratigraphic section bends
toward thé northwest (Skipp and McMannis,1971). |

Field évidence of the fracture traces includes the predominance of steep,‘east dipping
strata in the southeast quadrant of the catchment and the predominance of steeply sduthWest
dipping strata in the northeast quadrant. In addition, bedding within the central 'portior.l of
the northeast quadrant displays a trend of having either nérth or northwest bearing strikes.

- No slickensides, slickenfibers, shear zones, or measurable displacements were observed in
association with these fracture traces.

Other linear features have been located and mapped in the western portion of the
catchment. The long, linegr ridge crest of the Bridger Range has been segméﬁted at severél
locations along the catchment's western boundary. Atsix locations, the continuity of the |
east and west facing slopes that descend from the ridge crest isdisrupted by linear features.
Topographic displacement, saddles, and coincident drainages on each side of the raﬁge
exisf where the fracture traces intersect the ridge crest. |

The Pass Fault, which terminétes in the Maynard Creek cétchment, has b'een mapped
and described by previous workers (McMannis, _1955; Skipl.:) and McMannis, 1971;
Craiglow, 1986; Lageson, 1989). The fault bisects the northwest quadrant of the
catchment and offsets a portion of the section with right-lateral movement and net slip of
less than 152 m (500 ft) (McMannis, 1955). High-angle, obliqué slip, lateral thrust ramps
exis.t along the fault's transverse zone (Lageson, 1989). Intrusion into the fault zone is .
thought to have occurred after faulting (McMannis, 1955). The olivine-augite-biotite
diorite dike has not experienced tectonic movemént following intrusion (McMannis, 1955). -

Few outcrops of the dike have been located within the catchment, but regolith is found at
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many locations. The cmmbly, green-brown, clayey regolith is distinct from the
surfounding materials and often underlies sites of initiation of mass movement. No open '
fra(;tures or jointing were observed within the dike.

Other areas of faulting exist within the catchment. A zone of deformation has been
identified on the southwestern corner of the catchment near the 2379 m (7802 ft) point
known as "Pierre's Knob". Here the Ellis Group strata dip 75°W at the contact with tl;e
overlying Morrison formation. The basal Sawtooth member -of the Ellis Group contains a
chert breccia that lies in a near vertical position in contact with the underlying Quadrant
formation. The upper Quadrant_.member dips 68°E at this contact. The orientation of the
ridge forming Mission Canyon limestone was measured as approximately N 20°E and
600SE near this location. Skipp and McMannis (1971) mapped a fault with apparent left-
lateral motion within the Ellis, Quadrant-Amsden-Big Snowy, and Mission Canslon
formations approximately 1 km (3300 ft) south of Pierre's Knob. In addition, the axes of
four eroded gullies plunge northeastward within the Quadrant-Amsden-Big Snowy strata
and intersect steeply dipping Amsden-Big Snowy strata at low.angles. Tﬁe strikes of the
outcrops that contain the gullies are different than those of the surrounding outcrops. Alsb,
field observations of preferential erosion suggests deformation at this location, yet no
slickensides, fault breccia, measured displacement, or othef direct evidence of faulting was

located. These‘fractures are inferred faults.

Another fault is located in the west-central portion of the catchment at 2195 m (7200

ft) where rotzi-tional slumping of surfiéial and bedrock materials uncovered resistant bedrock
that displays significant fracturing. Open bedrock fractures exist albng the north-south
trending trace of the fault. Topographic expression of the faulted area indicates down-
dropping of the east wall. The fault surface is covered by unconsolidated materials at its
northern end. At this locaﬁon rolling breaks in slope profile and deep fractures in

overburden suggest that deep rock creep has occurred.
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A set of three faults is\located in the northwestern corner of the catchment between
2440 m (8000 ft) and 2622 m (8600 ft). The vertical displacement of the two southern
faults is most apparent on the north facing slope, as seen When looking from the north to
* the south. In aerial view, the two faults display left-lateral motion, as suggested by Skipp
and McMannis (1971). These high-angle, normal, oblique slip, oblique faults fit an
apparent en echelon pattern. The southern most fault displays a fault trace that extends
hundreds of meters southwest-ward. The northern fault is best seen in aerial stereo photo-
pairs, where right-lateral bedding dis‘placement 1s visible. |

The smallest ilydrologically significant fracture patterns exist within individual
outcrops. The fracturing observed within the Mission Canyon formation is primarily
jointing. The most prominent outcrops form east-fécing flatirons where the face of the
outcrop is a jointed surface. The jointing intersects true bedding at intermediate angles.
Joint planes strike north-south, have near vertical dips, and display conjugate sets at several
locations. In many cases, the joints lack an east wall because the eastern blocks have
detached as large rock fall, and the west _wall forms nearly vertical, smooth faces. This is
most evident along the upper end of talus cones immediately north of the "South Bowl", at
2378 m (7800 ft), and at the upper perimeter of the "North Bow]" where a prominent gully
exists at 2500 m (8200 ft). The Jjoints display systematic and nonsystematic patterns. The
Mission Canyon formation contains extensive internal deformation and faulting.

A few nonsystematic fractures have been observed in the Amsden-Big Snowy strata.
The silty, dolomitic unit is typically less resistant than other surrounding units, and some of
its fractures have been filled with weathered residue. The Quadrant quartzite forms
prominent and extensive outcropé that display widely-spaced, bedding-parallel fractures
and a few orthogonal fractures. The Ellis Group has good exposure throughout the
catchment and displays variable fracture density at all outcrops. The Kootenai formation

has few outcrops in the catchment and displays minor bedding-parallel fracturing, except
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where faulting oceurs. 'The Colorado group is poorly exposed, with the exception of one
oﬁtcrop located along the catchment's southern boundary. At this outcrop, closely-spaced,
bedding-ioara‘llel fractures in competent bedrock are apparent. Continuous, bedding-parallel
fractures occur throughout the exposed Eagle sandstone. Extensive systematic and

nonsystematic fractures exist in all outcrops of the Livingston Group.

Geomorphologic Mapping

Geomorphologic-mapping identified: 1) contacts between surficial 'materiéls and
bedrock; 2) genetically and/or morphologically unique surficial Quateérnary deposits and
materials; and 3) isolated surficial hydrogeologi.c features. The contact between surficial
materials and bedrock is portrayed on Plate 2. Con.ta(’:ts also separate surficial materials that
have genetically different origins. Contacts h;;lve been placed where distinct morphology
defines the individual deposits. For example, distinpt morphologies define contacts
Abetween adjacent talus cones or separate rockfall deposits. In cases where a younger
deposit covers unconsolidated material of unknown age or origin, the uppermost material is
described and depicted on the surficial geology map.

Unique surficial deposits have been described and mappéd (Plate 2). Tﬁe genetic
material types that coinpose each deposit has been identified. Specific sites have been
investigated in detail to help distinguish compositional differences between selected
geomorphologic units. Several isolated hydrogeologic features were located within
surficial deposits, but were too small to be mapped at 1:8000. The features are drain holes,
sapping, and piping, and are discussegi in interpreta(tions of speéific Quaternary aquifers.

The surficial deppsits mapped in the Maynard Creek catchment are divided into four

separate categories: 1) glacial; 2) alluvial; 3) colluvial; and 4) mass wasfing. Each category

vhas subdivisions. Not all physical characteristics that define sub-categories are completely

unique or exclusive.
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Glacial deposits cover the greatest amount of surface area in the catchment. The three
types of glacial deposits mapped duriné this investigaﬁon are undifferentiated till, glacial
outwash, and rock glacier deposits. The undifferentiated tills include subglacial, englacial,
and supraglacial deposits of unknown age and proportion. Oufwas‘h derived from glacial
deposits that lies in contact with the source has been mapped as glacial in origin. The rock
glacier displays distinctive morphology and material composition which indicates that
glacial processes were involved .in the formation of the landform.

The undiffe'rentia-ted glacial rﬁaterials are variably thick, heterogeﬁeous and
anisotropic, and form much of the landscape in the catchment. These materials do form
unique glacial deposits and landforms. In general, the undifferentiated materials are

'\matrix-supported, clay cobble or clay boulder tills. A wicie range of compositional
variability exists within the till. Several locations display materials that represent the
opposite end member of the fabric type continuum; namely qlast—supported, sandy clay
cobble or sandy clay boulder tills.

Undifferentiated glacial deposits form medial, lateral, and terminal moraines at many |
locations. Moraines were mapped on the basis of size as either large or small. Large
moraines appear to be greater than teﬁ meters thick énd are laterally extensive. The map
symbol indicates the approximate position of the moraine crest and not the maximum
down-slope extent of the moraine toe-slope. In several cases, the use of one continuous
moraine syrﬁbol ‘represe‘nts small and overlapping m'oraine‘deposits, oranen echelon
moraine deposit. The en echelon énangement occurs aloﬁg the northern boundary of the
catchment.

Moraines in the catchment are predominantly lateral moraines. Most terminal
moraines have been deeply dissected by glacio-fluvial and modern chahnel-forming |

~ processes. Thick, undifferentiated till forms a truncated terminal moraine between 1963 m -

(6440 ft) and 2000 m (6560 ft). This discontinuous complex of glacial m'aterizﬂ‘ is déeply |
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dissected by stream channels, has been altered by other e.rosional processes, and lacks the
distinct morphology of a moraine. The deposit is at least 15 m (50 ft) thick.

At several locations, distinct. landform morphology and unique material characteristics
suggest the existence of glacial outwash deposits. An example is the area located‘ between
1988 m (6520 ft) and 2037 m (6680 ft) along the south fork of Maynard Creek. At this |
location, a broad and relatively uniform slopé gently descends to. its distal end, where
distinct abandoned channel levees exist. The slope is composed of poorly to moderately
sorted, subangular to subrounded, gravel and cobble clasts that contain subordinate
volumes of finer material. The linear and subparallel channel levee deposits are arranged
parallel to the dip in slope and contain predominantly large cobble to small boulder clasts.
The levees are inactive, well emoedded with fine matérial, and rest 'c_lpproximately 1m@33
ft) to 2 m (6.6 ft) above the modern flood prone area. The entire outwash area occupies the
lower toe-slope of a thick moraine-like, undifferentiated glacial deposit (Plate 2).

A second outwash area is located between 1988 m (6520 ft) and 2037 m (6680 ft)
along the north fork of Maynard Creek. The broad, low-angle slope displays a distinct fan
shape in the field and on a topographic map. Excavation for culvert installation exposed
sorted, subrounded to rounded, small coblole clasts and a sand and gravel matrix. The
surface of the deposit contains abundant coarse gravels and cobbles. The glacio-fluvial
outwash fan lies immediately downslope from a-prominent moraine and originates at a
point of deep incision where the morain_e is breached by a large, active stream channel.
Stream disch;drge from the sooth fork of the north fork of Maynard Creek was observed to
deposit coarse gravels on the upper fan surface. The northern portion of the fan is still
actively adjusting to sediment deposition from above and channel development at the toe.

The remaining outwash deposit is located between 1823 m (5980 ft) and 1927 m
(6320 ft), and formed by separate processes and events. The southwestern and northern

* portions of the deposit display distinct morphologies but the area between the deposifs has
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been greatly altered by ski run construction. The southwestern portion of the deposit
~ displays a fan morphology and is confined between a steep, terminél moraine lee-slope and
a steep, bedrock hillside. The lobate slope is littered with. small, angular to subangular,
heterolithic béulders. The bouldery material can be found as high as 1890 m (6200 ft) on
the south embankment of the soufherh-most branch of Maynard Creek. This branch forms
‘'the southern boundary of the deposit between 1860 m (6100 ft) and 1890 m (6200 ft), and
has aggraded with subangular to rounded, large cobbles and boui‘ders. A small but deep
sub-c‘atchment lies above the deposit, irhmediately beyond a steep and scoured bedrock
channel. The sub-catchment is confined at its lower end where a large moraine contacts an
adjacént bedrock ridge. The sub-catchment released periodic flood flows that influenced
the development of the southern portion of the outwash complex. |

The northern portion of the deposit forms a smooth and gentle sloioe that descends
from the toe-slope of an aésociated moraine. The surface of this slope is dominated by
aﬁgular to subrounded gravels, cobbles, and small bouldérs. A 1m (3.3 ft) deep trench
was dug for the installation of snow-making equipment. The trench runs from the large
pond on Maynard Creek to the top of the prominent moraine crest. The materials
encountered contained abundant gravels, cobbles, and boulders near the lower end of the
trench, but graded imperceptively into matrix-rich materials near the upper end of the
trench. Also, the entire area east of the prominent road bend' at 1866 m (6120 ft)
consists of poorly to moderately sorted, p'redéminantly large cobbles and boulders that are
embedded in fine material. This area also contains rhany abandoned channel levees and
other subdued, levee-like features. The outwash deposit was rhapped to the farthest
eastward extent of the levee deposit that coincided with coarse, sorted materials.

A small rock glacier is located in the northwestern extent of the glacial debosits. The
deposit shape is relatively unmodified By weathering processes and appears distinctly

younger than the underlying till. In plan view, the feature has the shape of a small glacier.
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'The ridge that contains the deposit is a moraine. The landform has forest vegetation
which sugges.ts that it is rel_atively étable and not moving at a rate-comparable to that of
modern active rock glaci‘érs (Giardino and Vick, 1987). Large blocks (< 5 m, 16.5 ft) and
boulders create unfilled voids in the chaotic debris. Microrelief forms maze-like
depressions and ridges within the continuous bouldery perimeter formed by the moraine.
Several conical depressions exist within the labyrintﬁ of internal ridges.

The upper margin of the rock glacier grades into a talus slope. A continuous ridge of
angular limestone blocks and boulders form a distinct protalus rampart (Catt, 1988) that
rests on the talus-rock glacier transition zone. Accumulation of the large boulder debris is
facilitated by late season snowpacks that allow rockfall to'slidel toa preferred zone of
deposition. Rockfall and sliding of angular blocks was observed at this location. The
protalus rampart 'forms a contact zone between the active talus and inactive rock glacier.

~ Alluvial aﬁd lacustrine deposits occur within the catchment. All stream channels
contain some variably thick unconsolidated materials. Modern déposits include bars,
channel lag, ﬂobdplain aggradation, and outwash. Most modern stream deposits lacked
sufficient width to be po;trayeci on the surficial map. . |

Two lacustrine deposits exist within the catchment. One deposit exists in a large
depression located on the southern catchment boundary at 2012 m (6636 ft). This
depression is interpreted to have been clqsed at its lower end by ice, debris, and/or till
during the laté Pleistocene and Holocene. This is evidenced by the location 4of a large
lateral .moxaine which connects with a ridge forming outérop, and by the coarse tektured
alluvial flood deposits that exist immediately below the depression. Thé depréssion
contains séepihg and standing watefs for several months of the year. Pits were dug to
retrieve material from beneatﬁ organic muck, but no sarhples were successfully collected.

Fine sand, silt, and clay deposition occurs within the sedge and willow vegetation.
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The second lacustrine deposit was inspected after the large Maynard Creek pond,
located at 1833 m (6050 ft), was drained. The uppermost sediments consisted of

interbedded fine and very fine sands. The pond bed has a continuous layer of very fine

sediment of undetermined thickness and is likely to have a very low hydraulic conductivity.

Two additional lacustrine deposits exist very near the northern catchment boundary.
These deposits exist in operationaﬂ waste-water lagoons and were not manually inspected.

Colluvial deposifs in the Maynard Creek catchment consist primarily of talus aprons
and talus cones. The coarse materials have been transported from steep rock slopes to their
present posi'tion at the base of prorﬁinent outcrops and cliffs by free fall and} slopewash.
Finer material has been deposited in the interstitial spaces between larger clasts. This
material has been transported to the talus slopes by slopewash, avalanc;he, and wind.
Some fine material is formed in place by granular disintegration of coarse materials or by

crushing of the coarse materials from subsequent rockfall onto the slope. The resulting

deposits have formed slopes with linear profiles and minor upward concavity at their bases.

At several sites, soil pits were excavated and the profiles were inspected. .In general, - .

the talus materials have closed, clast-supported or matrix-supported fabrics. Mid-talus
deposits display tight compaction and appareht sealing at depths of 20 cm (8 in) to 30 cm
(12 iﬁ). It is commonly known that talus slopes trap finer particles at higher topographic
positions while coarse clasts tumble to lower elevations (Selby, 1982). This sortiﬁg -
process operates on talus slopes in the Maynard Creek catchment.

Mass wasting deposits are defined by their material tybe and formative process as
- described by Varnes (1978). Individual mass wasting deposits are most easily |
distinguished by the texture class and the mechanisms of failure. The most common types
of failures in the catchment are falls, rotational slumps, translational slides, and flows.

Rockfall is common where Mission Canyon limestone is undercut by preferential

erosion of the underlying (up-section) Amsden-Big Snowy strata. Much of the rockfall
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likeiy occurred after the final glacial retreat, when suppértive buttfessing f) fom ice masses
was removed. Mega-blocks topple from locations where fracturing is extensive and
Jjointing planes are near vertical. The deposits consist of large, poorly sorted, matrix-poor,
angular blocks that have a fan shape or form a thin veneer of scattered Boulders. Recent,
angular deposits thinly cover materials of glacial or colluvial origin.

Rotational slumping df unconsolidated debris is common. Slumps typically occur in
either undifferentiated glacial till or the weathered Morrison formation.” A spoon- or bowl-
shaped failure surface is the most distinctive characteristic of slumps. The depési ts often
display a prominent lobate shape, have an elevated toe-élope, and have a convex long |
profile at their lower end. . |

Translational slides occur in bedrock and surficial deposits. Translational failure is
common on deeply weathered planar slopes, where soil, regolith, and otﬁer deposits slide
across an underlying bedrock surface. The limited matén'a] displacement in translational
failures produces shallow surface features. In general, the failure surface long profiles are
planar, and the width profiles display shallow "V" or "U" shapes.

F’lows are common in debris and earthen mafen'al‘. Two sfnall earthflows exist in the
upper catchment. One feature is very flat, displays lateral ridges, an'd‘ is naturally
occurring. The other earth flow resulted from road construction throﬁgh Amsden strata-
where abundant fine grained, loose material washed‘ off the disturbed site.

The largest individual mass wasting deposit res‘ﬁlted from a debris flow that came to
rest at the bottom of the catchment. The broad fan-like surface has subdued lateral ridges
on its north and south margins. The deposit occupies high swales along its margins. Also,
the materials exist north of the dréinage divide in isolated debris piles adj acent to the low
points of the di_vide. Twelve backhoe pits dug in the central portion of the deposit were

described in detail by Schafer and Associates (1990).




35

Boulders of Paleozoic and Mesozoic rocks are most common on the surface and at
depth. The clasts are angular to subrounded and poorly sorted. Sorting of bouldery
material and localized channeling exists in the unstratified deposit which is known to be 2
m (6.6 ft) to 4 m (13.2 ft) thick. La.rge clasts dominate the deepest level of the deposit, and
the material exhibits a distinct fining-upward gradation at one location (Schafer and
Associates, 1990). Imbrication was noted at one site, and the preferred orientation was N
25°E and 47°W. The matrix-supported deposit consists of 40% to 60% medium clay and
has silt loam and siity clay loam soils. Fine-grained soils at the northem- fnargin become
coarser as one moves south into the interior of the deposit (Schafer and Associates, 1990).

Other unique surficial hydrogeologic features have been located. They include sieve-
like recharge drains, linear depressions, extensive animal burrowing nétworks, piping,
sapping, and artesian flow. These features are discussed later in the interpretation of the

character of surficial Quaternary aquifer systems.

Hyvdrogeologic Mapping

Three categories of hydrogeologic features have been distinguished and mapped.
They are spring distributions, streém networks, and other surface waters (Plate 3). The
individual spring symbols define the location of springs as they were mapped on June 20
and June 21, 1991. Some springs were nét located until after June 21, but they are also
included on Plate 3. . ‘

At several locations individual spring discharge points shifted several .meters.l This
phenomenon occurred within sediment-filled stream channels when late summer discharge
points changed position. The points of emergence always moved dowﬁ- gradient.

At four locations, water flowed from exposed bedrock.\ All four springs displayed
low yield from fractures and a short duration of flow. All other springs flowed from

discharge points in unconsolidated Quaternary materials.
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Stream networks were mapped where the‘ maximum upslope extent of channelized
' flow was observed. In this study, the order of streams was determined during thé early
summer months of 1990 and 1991. Ephemeral channels were not mapped. Zeré—order | -
stream flow occurs where spﬁngs and/or seeps drain into poorly developed channels.
First-order streams occur at the uppermosf reaches of well-defined stream channels, where
stream flow is sustained for several weeks to several months by the combined flow of
several zero-order flows. The first-order streams are intermittent or perennial. Second-
order streams occur where two or more f irst-ordér streams join. The third-order stream in
the catchment (Maynard Creek) is perennial, and begins where two second-order streams
join.

Surface water features have been categorized into four mapping units: seeps, standing
waters, natural ponds, and engineered ponds. Seeps discharge dverland flow from diffuse
zones of saturated surficial materials. Standing water is surface runoff that concentrates in
shallow depressions. Two small natural ponds (< 100 m2, 1089 ft2) are contained by
separate mass wasting deposits. |

Four engineered ponds were mapped. Two ponds are located north of Maynard
Creek at 1845 m (6050 ft) and function as waste-water lagoons for the Bridg(;er Pines
Subdivision. A third and largest pond impounds Maynérd Creek at 1845 m (6050 ft). At
this lécation, runoff is stored during winter months, and occasionally diverted fi or énow-
making at Bridger Bowl Ski Area.- The pond has limited recreational amenities. The fourth
and smallest pond is located at 1924 m (6310 ft) énd is maintained by snowmelt and

seepage that is diverted with small ditches and water bars.
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Aquifer Material Characterization

Surficial Matenials and Potential Aquifers

wa areas were identified as probable surficial, unconsolidated Quaternary aquifers.
These areas are referred to later as the Bridger and Deer Park aquifers. These areas
received special attention due to the presence of highly productive spring clusters and seeps
which were located immediately below and within thick surficial materigls; Seismic
investigations, site examinations, and spring water 'sgmpling and monitoring were
éompleted at both areas. Close inspection of these two areas produced results that enabled

further aquifer characterization.

Existing Research

Published values of porosity, storativity, and hydraulic conductivity are reported in
Table 1. These values are used to characterize surficial aquifer materials located in the

Maynard Creek catchment.

Seismic Refraction

Twenty-four seismic refraction tr-ansects were arranged in close proximity to the
Bridger and Deer Park groundwater discharge aréaé, (Figures 4 and 5). Selected time- -
 distance diagrams constructed from seismic first-arrival data are depicted in Figures 6
tHrough 9. The seismic velocities and calculated depths to second layers for all seismic
lines are displayed in Table 2. A histogram of velhocity classes demonstrates the
distribution of .seismic velocities of geological materials found in the study area (Figure

10). Published seismic velocities of geologic materials are summarized in Table 3.
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TABLE 1. PUBLISHED ESTIMATED VALUES OF POROSITY,
STORATIVITY, AND HYDRAULIC CONDUCTIVITY FOR UNCONSOLIDATED
MATERIALS. :

Material Porosity Storativity Hydraulic Conductwnty
Type (%) (%) . (m/d)
Clay 42(1) 32) 10°5 (massive clay)(7)
45-55(8) ' :
Silt 46(1) 82 10310 102 (silt/clay,
35-50(8) ' ' mix of sand, silt, clay)(7)
Sand . 43-39(7) 23-27(2y = 1-101 (fine sand)7)
(fineto coarse)  25-40(8) ' :
Gravel . 28:34(1) 23-25(2) 107 t0 102
(sand/gravel)(7) - ‘ ' )
(fine to coarse) 25-40(8) 103 to 104 - (clean grav)(7)
Till 34(1) 6(2) 1030 1(g)
(mainly silticlay)  10-25(8) - <5(2) 10610 102(3)
: 05-45(3) 10610 10%(5)
Outwash _ . 102t0 10%4)
(sorted) ' ~ upto101(g)

Mass Wasting 10410 101(g)
(debris flow) : _

Sources: 1) Morris and Johnson, 1967, 2) Johnson, 1967, 3) Dunne and
Leopold, 1978, 4) Fetter, 1980, 5) Lloyd, 1983, 6) Summers and Weber, 1984,

7) U.S. Department of Interior, 1985b, 8) Driscoll, 1986, 9) Schafer and
Assomates 1990.

-
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TABLE 2. SEISMIC VEL/OCITIES AND CALCULATED DEPTHS OF
MATERIALS IN THE MAYNARD CREEK CATCHMENT.

Line Layer Velocity Depth(s) Line: -Layer Velocity Depth(s)‘

(m/s) (m) (m/s) (m)
A <295 - 21 13 1 348 27,18 .
2 1590 2 1818 :
- 286 48 14 1 444 33
2 2272 2 1648 -
3 1 308 14,28 15 1 444
2 702 2 909
- 3 2721 . 3 3810
4 1 354 3544 16 1 286 3.1,21
2 . 1364 - | 2 2824 - .
3 3000 17 1 286 19,383
5 1 286 - 39,29 « 2 1091
2 1787 23,32 3 3294 -
6 1 267 17,19 18 1 381 3543
2 1025 2 1905
3 2824 19 1 400 26
T 1 365 33,52 2 2431
2 2105 4824 20 1 333 27,48
8 1 372 21,34 2 1389 A
2 1600 38,31 - 21 1 355 52 3.4
9 1 363 22,15 2 1818
2 1805 ’ 22 1 381
10 1 348 - 21 2 2162
2 1872 23 1 421 40,85
o 323 21 2 1379 :
2 1818 . o241 459 46,80
12 1 1814 39,26 2 <8 000 ‘
2 1399 ‘

(*) denotes no reverse shooting.
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TABLE 3. PUBLISHED SEISMIC VELOCITIES OF GEOLOGIC

MATERIALS.
- Continued.
Materials Velocity (m/s
Older Alluvium (2)(5) 710- 810
Saturated Alluvium (4)(5) 1580 - 1 640
Glacial Till (undifferentiated, unsaturated)(3) 430-1 040
Glacial Till (undifferentiated, saturated)(3) 1670 '
Pinedale Till (2)(5) 710-1 070
~Bull Lake H Till (2) 910- 930
Bull Lake I Till (2) 970-.1140
Sandstone and Shale (Tertiary)(3) 2100 -3 500
Sandstone and Shale (Cretaceous)(3) 2 400 ) 3 900
Shale (soft)(1) 220-2135
Shale (hard)(1) 1830-2740
Sandstone (soft)(1) 1525-2135
Sandstone (hard)(1) 1 830 -3 050
Limestone (soft)(3) -1 700 - 4 200
Limestone (hard)(3) 2 800 - 6 400
Quartzite (3) 6 100
Steel (3) 5900 - 6 400

Sources 1) Woollard and Hanson, 1954; 2) Press, 1966; 3) Kesel, 1976; 4)

Tlnsley, 1978; 5) Locke, 1987.
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The seismic velocities of visually determined material types were calculated for
individual lines in the Bridger and Deer Park groundwater discharge areas. The velocity of
the reworked backfill material at Line 1 was 295 m/s (974 ft/s). Line 11 was completed
Within an excavation pit, where 2 m (6.6 ft) of weathered till with soil structure and
weathered shale were exposed. The weathered till displayed a velocity of 323 m/s (1066
ft/s) and the weathered shale had a velocity of 1818 m/s (5999 ft/s). Lines 9 and 22 were
run along "two—trac-k", unimproved road surfaces. The average seismic velocity for the
road surfaces was 373 m/s (1242 ft/s). Lines 16 and 17 were completed along surfaces
that were covered by thick forest litter or "duff". The seismic velocity of this soil layer was
286 m/s (944 ft/s). Line 17 was run across Cretaceous sandstone from the Sedan Group
which was well exposed immediately above the transect. The seismic velocity of this
sandstone was 3294 m/s (10,870 ft/s).

The range of thickness of first layer materials is 1.5 m (5 ft) to 8 m (26.4 ft) with an
- average thickness of 3..4 m (i 1.2 ft), as caléulateﬁ by time-intercept and .time—delay
methods from forty-one points. The range and average seismic velocities of all materials are

summarized in Table 4.

Site Examination

Soils and subsoils were sampled by mechanical coring and augﬁring, excavation, and
hand digging. The malerials were sampled from groundwater discharge zones and from
unique geomorpologic deposits. |

A Giddings soil sampler was used to extract surficial Quaternary materials from the
Bridger groundwater discharge area. Drilling on a single transect intersected a linear
depression that is connected to several prominent springs (Figure 4, p. 39). The site
displéys a morphology that indicates the existence of a sub-surface channel. The drilling

2

depth to groundwater was recorded.
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. TABLE 4. THE RANGE AND AVERAGE SEISMIC VELOCITIES OF
SPECIFIC GEOLOGIC MATERIALS IN THE MAYNARD CREEK CATCHMENT.

Material Range of Velocity Average Velocity
(m/s) ' ~ (m/s)
Forest Litter Soils - 286- 286 286, n= 2
Man Altered Fill 267- 372 825, n=183
Undisturbed Till Soils 323 - 459 ' 415, n= 6
Young Till 702- 762 732, n= 2
Older Till 909 -1119 ' 1038 n= 5
Weathered Sandstone / Shale 1364 - 1 905 1659, n=14

Sandstone and Shale 2105-3810 - 2744, n=10

Eighteen drill holes were attempted, and thirteen disturbed subsoil samples were
retrieved. The maximum drilling depth was 140 cm (87 in) and all samples sustained
significant compaction or frécturing. In general, the collected materials were poorly sorted
and very clayey. Rock content was high and most holes termiﬁated when rock was
encountered. Drilling at one site intersected saturated materials in all thrée holes (three
holes per set-’up site) at depths of approximately 165 cm (65:, in) to 190 cm (75 in). All
remaining holes were dry.

Soil éits were completea in undifferentiated till, glacial outwash, mass wasting
debris, and talus. The descriptions of these.materiéls are included in Results:
Geombrpholdgical Mapping. The undifferentiated till displayed fine soil fractures in well
developed soils. The texture and fabric of these tills are highly variable. Animal burrows

were common at shallow depths (< 0.5 m, 1.6 ft) where moist swales are thickly
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vegetated. Also, piping occurs in soils developed on the undifferentiated tills. Examples
of this material are displayed in Figure 11. |

Outwash was exposed during culvert installation. This material consisted of clast-
supported, moderately sorted, subangular to subrounded cobbles, and a fine to medium
sand and fine gravel matrix (Figure 12, left).

Unconsolidated material was collected during the construction of a spring
development. Backhoe excavation and hand digging of a meter of overburden exposed
coarse, angular, well ,sor_ted, small to medium cobble, and large gravel material. The
material was nearly free of fine particles. The loosely packed material was extracted from a
symmetrical, channel-shaped lense located beneath the till overburden (Figure 12, right).
These springhead source materials form a unique deposit contained within the finer textured
undifferentiated till. -,

Soil pits in mass wasting deposits were inspected at a few locations throughout the
catchment. The materials display a broad range of characteristics. The earthen deposits are
fine-grained and contained animal burrows and soil piping. Debris dépos’its are fragmental |
and rock deposits contain very little fine matrix.

Talus was inspected in the "South Bowl" area (Figure 2, p. 4) at five pits on the
largest talus cone located below a prominent central gul‘iy. Apparently, surfacé runoff
occurs in large volumes as evidenced by the numerous large gullies on tile deposits. The
material consisted of assorted angular rock fragments with interstitial spaceé completely
f iiled and tightly sealeci at shallow depths.

| Two percolation tests were completed in a moraine near the Bridger groundwater
discharge area. The tests were completed for the purposes of a drain field design and septic
system installation. The ‘result‘s were percolation rates of 0.35 m/d (1.2 fud) to 0.40 m/d
(1.3 ft/d). This percolation rate represents the unsaturated flow velocity of infiltrating ‘

surface water in undifferentiated morainal till.
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The U.S.G.S. calculated average monthly flows of Mayhard Creek based on a
seasonally variable percentage of Bridger Creek discharges during 27 years of record

(Morrison-Maierle, Inc., 1978) (Table 5). The estimated minimum depicts extreme low

flow conditions.

TABLE 5. CALCULATED MONTHLY DISCHARGE OF MAYNARD CREEK
(Morrison-Maierle, 1978). '

Month . ~ Maximum Minimuim Estimated
Minimum (1934-37)
(acre-ft) (m3) (acre-ft) (m3) (acre-ft) (m3)
October 137 1.7x105 37 4.6x104 21 2.6x104
November 129 1.6x10° 34 4.2x104 20 2.5x104
December 105  1.3x10% 25 3.1x104 20 2.5x104
January 85  1.1x10° 16 2.0x104 12 1.5x104
February , 130 1.6x105 . 11 1.4x104 8 9.8x103
March 192 2.4x10° 12 1.5x104 10 . 1.2x104
April 309 3.8x10° 42 5.2x104 24 3.0x104
May ‘ 1434 1.8x106 232  2.9x105 58 7.2x104
June 1429 1.8x106 193 24x105 - 50 6.2x104
July 720 8.9x10° 93 1.1x105 ' 24 3.0x104
August 379 4.8x10% 38 4.7x104 20 2.5x104
September 244 3.0x105 44 5.4x104 - 22 2.7x104

The Natural Resources.Conservation Service has maintained records of snow-water
equivalent at two SNOTEL stations in the Maynard Creek catchment (Figure 14, p. 50).
The recorded snow-water equivalent from the Maynard Creek station, located at 18393 m

(6210 ft), and the Bridger Bow station, located at 2210 m (7250 ft), represent the
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Water Chemistry

Existing Data
Previous investigators analyzed well, spring, and creek waters taken from study area.
Specific collection sites and analyses number are shown in Figure 14 (p. 50). Well water

analyses are listed in Tablé 6. Spring and creek analyses are listed in Table 7.

TABLE 6. CHEMICAL ANALYSES OF WATERS COLLECTED FROM
WELLS LOCATED IN THE MAYNARD CREEK CATCHMENT. All wells are
reported to be finished in bedrock of the Livingston formation. W1 a, b, ¢, d, e, f
Bridger Pines Sub-division well, 9-16-90, 2-16-89, 2-22-86, 9-15-83, 8-29-79,
10-6-77; W2 Ball domestic well, 4-6-82; W3 Bridger Mountain Lodge well, ' €
10-6-77; W4 Allardyce domestic well, 12-19-74. --- indicates no data. '

Source_Ca__Mg._Na__ K HCO3 Cl _SO4 Fe  TDS pH_SC
meq/l mg/l mS

Wia 093 020 098 00 168 003 023 <0.01 160 7.9 0.21

Wib 070 00 3.05 0.0 236 0.0 023 <0.01 — 77 -
Wic 080 025 292 00 — 200 <001 -— 86 -
Wid 060 025 0.26 0.0 103 023 013 - 104 6.4 ---

Wie 0.60 025 0.17 0.03 118 003 006 002 103 69 - ,

Wif 076 028 0.20 — 116 001 012 003 - 68 —
W2 060 00 039 — 125 - - e — 75 -
W3  1.38 049 055 -- 218 006 018 003 - 76 --
W4 059 010 144 - 196 001 021 004 175 80 0.21
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The water samples from previous investi gaﬁdﬁs were collected and analized with
unkno@n methods over several decades. In several cases, the analyses were incomplete or
the concentrations of dissolved solids was below the level of detection. A lack of sufficient
or accurate data for many of these analyses renders them inadequate for interpretation. The
analyses used for interpretations in this study have balanced cation:anion ratios (Domenico

and Schwartz, 1989).

TABLE 7. CHEMICAL ANALYSES OF WATERS COLLECTED FROM
SPRINGS OR CREEKS FROM WITHIN OR NEAR THE MAYNARD CREEK
CATCHMENT. S1 = Bridger Pines NW spring, prior to 7-11-91; S2 = Deer Park
spring, 10-6-77; S8 = St. Bernard spring, 10-6-77. C1 = Bridger Creek
headwaters, 2-28-84; C2: a,b = Bridger Creek above Maynard Creek, 2-28-84,
10-6-77; C3 = Bridger Creek tributary above Bridger Pines sewage lagoon, 5-
21-84; C4 = Bridger Creek tributary below Bridger Pines sewage lagoon, 5-21-
84: C5 = Maynard Creek Day Lodge intake, 10-6-77; C6 = Maynard Creek

near mouth, 10-6-77. --- indicates no data. _
Source Ca_Mg_Na_K____HCO3 Cl_S04 Fe _ TDS pH SC
meq/l ‘ mgfl mS
S1 054 018 022 <003 085 <0.03 0.25 003 76 60011
S2 275 107 017 -~ 879 = 012 - - 78 -
S3 344 118 019 — 475 — 010 Tr - 79 -
e 00 00 00 00 00 00300 00 - 84030
Coa 00 00 00 00 00 00200 00 -- 82022
Cob 161 055 027 00 234 006 010 <001 - 81 -
c3 00 00 013 00 00 003 00 00 - - 007
C4 00 00 014 00 00 004 00 00  — - 007
c5 031 358 0417 00 392 003 010 Tr — 80 -

Cc6 005 083 018 00 380 0.01 010 Tr - 82
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New Data
Chemical analyses of waters taken from two perennial springs for this study are listed -
in Table 8. The collection sites and analyses numbers are shown in Figure 14 (p. 50).

Both springs discharge directly from surficial deposits.

TABLE 8. CHEMICAL ANALYSES OF WATER COLLECTED FROM
PERENNIAL SPRINGS IN THE MAYNARD CREEK CATCHMENT.
SS1 = Deer Park spring (Spring 23), 3-26-92; SS2 = Bridger spring (Spring
49), 3-26-92. --- indicates no data. -

Source _Ca Mg Na K HCO3 Cl S04 Fe TDS pH - SC

medq/| mg/i mS
SS1 297 086 0.23 0.015 3.90 <0.03 <0.29 <0.01  --- 7.6 0.36
S82 294 0.88 0.13 0.013 3.93 <0.03 <0.05 %0.01 -- 7.7 035

Spring Water Monitoring

Spring Inventory and Monitoring

The lo'cat‘ior;, character, and- duration of flow of individual springs, seeps, and related
hydrogeologic features were recorded over two fieid seasons. During 1990, 49 springs
were located. Early in the 1991 field season a total of 62 unique springs were identified
(Plate 3). These springs were visited biweekly during each field season. The location,
water temperature, discharge, and other characteristics were noted for each spring. Six
additional springs were found immediately beyond the catchment boundad. These springs

were observed and inventoried, but not regularly visited or used for data interpretations.
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Spring Discharge

The discharge of all 62 springs was approximated and categorized into one of three
di_scharge classes. Spring discharge ranged from approximately 0.06 Ips (1 gpm) to greater
than 18.9 Ips (300 gpm). Figure 19 shows the total number of springs in eéch discharge |
class as observed on three different dates of observation. The Deer Park spring (Spring
23) was the most productive perennial spring identified during this iﬁvesti gation, and was
most frequently monitored throughout the duration of this investi gation; Measurements of
the Deer Park spring discharge were used to construct a spring hydrograph (Figure 20).
The most frequent monitoring of the Deer i’ark spring was completed during snowmelt
runoff periods in order to define a relationship betweeﬁ surface water recharge and spring
discharge. A few low yield, very short duration springs that dried up during early summer
were briefly reactivated after intense rainstorm events. This indicates the ephemeral nature

of several spring discharge points in the catchment.

Specific Electrical Conductance

The specific electrical conductance of all spring waters discharging into the Maynard
Creek caichment were measured during a single f: ield season. The SC \./alues ranged from
0.16 to 0.50 millisiemens (mS). The measurements were completed on June 21, 1991.
The meter probe failed in July and SC measurements were discontinued for the remainder
of the field season. Failure of the probe prevented the collection of data that would have
defined the temporal variability in ionic concentrations of total dissolVéd solids within

spring waters.
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INTERPRETATIONS

Three questiéns must be answered to fulfill the purpose of this investigation. First,
do surficial, unconsolidated Quaternary deposits perform as aquifers? Second, can one
- distinguish between surficial aquifer water and bedrock aquifer water? Finally, if the
surficial materials are aquifers, can the aquifers be characterized? The interpretationé of
quantitative and qualitative information collected during this investigation are used to

answer these questions.

Surficial, Unconsolidated Quaternary Aquifers

Interpretation of Mapping Results

A test of signif icahce has been app'liefi to the spatial pattern of spring distributions.
The relationship between spring distribution and elevétion was interpreted. The‘association
of springs with landscape elements, landforms, and surficial Quatemafy deposits was
examined. |

The Nearest Neighbor Index (Hammond and McCullagh, 1982) was used to tést for
non-random distribution of springs in the study area. Field mapping suggests that springs
are not distributed randomly. The null hypothesis is Ho: the occurrence and distribution of
springs is a péttem produced by independent fandom location. The alternative hypothesis
is Hy: the spring distribution pattern is not random. ;I‘he level of rejection is 0.01.

The index ranges from O (indicating that all points are closely clustered) to 2.15

(indicating that all points are uniformly distributed). A random distribution is indicated .
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when the index value approaches 1. To calculate the index value, two spring distribution
patterns were used. All 62 known springs locations were used in the first test. Mid-
summer spring locations (28 persistent spn'pgs) were used for the second test.

The index value, R, is calculated by dividing the mean-distance between nearest
neighbor points in a givén area, by the mean-distance expected from a similar number of
points randomly distributed in the same area. The index value for 62 points is 0.31. The
index yalué for 28 points is 0.43. These values indicate a strongly clustered spring
distribution pattern.

The significance of fhese results can be tested with a technique described by King
(1969). The technique produces é z-score of probability of a pattern occurring by chance.
The calculated z-score was 10.15 for 62 points and 5.80 for 28 points. Although the z-
scores are different, they both suggest that the probability of either spring distribution
pattern occu'rring by chance is less than one in one thousand. This high level of
significance justifies rej ecti'n g the null hypothesis and adopting the alternative hypothesis
that spring distribution is not random.

The spring distribution pattern is also related to elevation. The distribution of springs
is concentrated at lower elevations (Plate 3). The Maynard Creek catchment is funnel-
shabed with the narrow end at lower elevations. Approximately half the catchment lies
below 2'12~1 m (7000 ft), but over 70% of the springs occur below this elevation. Nearly
half of the springs lie below 2000 m (6600 ft), yet less than 20% of the catchment area is
below 2000 m (6600 ft). About 75% of the mapped seeps, ponds, and standing water are

- located in the lower 20% of the caichment. In addition, the mapped exfent of perennial
stream flow approximately coincides with the 2000 m (6600 ft) elevation. Most |

groundwaters discharge below this elevation. The absence of extensive seepage zones and
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inferred to discharge from this bedrock outcrop. No definitive e,vidence verified whaf
aquifer type sustained Spring 51. Therefore, this spx;.ing has been classified to discharge
from surficial deposits. All springs that discharged directly from bedrock had low yields
and short flow duration. The remaining 57 springs discharge directly from surficial,
unconsolidated Quaternary materials.

Two minor springs discharge from mid-slope positions on planar hillsides (Springs 5
and 35), and yielded less thén 0.06 Ips (5 gpm) each. Spring 5 emits flow from thick (>1-

m, >3.3 ft) re.golith and colluvium derived from the Eagle formation sandstone. The spring
| has little contributing area, and occurs on a broad slope formed by a ridge of Eagle
sandstone. Spring discharge persiéted at least from June through October. Spring S may
be sustained by shallow, local groundwater storage in the mantle of regolith and colluvium,
and in the highly fractured Eagle formation outcrop. Spring 35 flows from a broad and
uﬁiform slo‘pe covered by a thick blanket (>3 m, >9.9 ft) of cldyey, undifferentiated till.
Low discharge from soil piping was observed oﬁce in June and was probably sustained by
soil water storage. '

Buried channels were inferred during field mapping and are associated‘with springs at
 three locations. Springs 48 and 49 discharged from a single linear surface depression that
is visible in the field and on a large-scale topographic map. This channel-like depression is
thickly vegetated with willows and is connected to an active channel networ‘k. The
channel-like feature was modified dﬁring ski area construction. Springs 4'8 and 49 are
deeply incised (>3 m, >10 ft) in morainal till. The recegsed concaviﬁés that contain the
springheads have erc;ded headward; a phenomenon referred to by Higgiﬁs (1984) as
sapping. Springs 48 and 49 are highly productive perennial springs and are discussed in
further interpretati;)ns. Spring 50 is connected to an abandoned ephemneral channel WhiCh
was partially buried ‘by construction. This spring had low discharge and short flow

duration.




‘Seven sprirrgs_are .associated with mass wasting deposits (Springs 9 39, 43, 45, 46,
65, and 67). Seepage’along the failure surface and point discharge neér the toe of the
deposits is common. Many springs that discharge from the mass wasting sites are
associated with the Morrison formation and occur at higher elevations where surficial
materials are generally thin. Piping and animal burrowing were observed in many of the
mass wasting deposits. All seven springé had low yields and short flow durations.

Eleven springs discharged from the base of prominent moraines and moraine-like
landforms (Springs 14, 15, 16, 17, 26, 33,34, 37, 38, 44, and 58). The epdngheads all
are positioned at the contact between the moraine toe and the underlying older till. In many
cases the springheads are immediately below an enclosed‘ depressidn or corrcavity (a
recharge area) that is above and behindf the mdraine crest. One spdng (Spring 37) is
immediately down gradient from a closed depression and "drain hole" in the rock glacier.
This and other conical pits in the rock glacier represent meltwater sinks similar to those
. described by Embleton and King (1968). In general, these springs were persistent with.
moderate to high yields.

The greatest number of springs (17) occur at the lower end of glacial outwash
depos_its. One of the deposits displays typical fan-like features and sustains six springs
(Springs 27, 28, 29, 30, 31, and 32) and several seeps at its lower end, 1976 m (6520 ft)
Two other spring clusters exist in outwash deposits. One is located at 1848 m (6100 ft)
and the other one is.at 2000 m (6600 ft). The latter spring cluster contains highly
productive perennial springs and is discussed in greater detail later. These springs
sustamed moderate to high yields with variable flow duratrons \

Small sub-catchments (hectares) and minor slope concavities (100's to IOOO's m2)
often contain springs, sprlvng clusters, and seeps at their dlstal ends. Ten springs occur

within these landscape features (Springs 4, 6, 7, 8, 10, 40, 41, 47, and 63). Most had
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low yields and short flow durations. Several springs had intermediate discharges but short
flow duration.

Active channels contain seven springs (Springs 12, 13, 25, 36, 42, 60, and 62). All
but one was discovered af tef stream discharge was very low. These springs are points or
areas where local water tables intersect the channel. Consequently the location of these
springheads did change. The remaining spring (Spring 42) was located at the upper end of
an intermittent channel and was only noted once in June, 1991.

The interpretation of field mapping results and morphologic associations demonstrate
that surficial, unconsolidated Quaternary materials and deposits do function as aquifers.
Additional examination of the groundwater regime of the Maynard Creek catchment

supports this interpretation.

Hydrograph Analyses
The hydrograph constructed from Williams' (1967) data was examined to interpret

the character of the flow regime of Maynard Creek in 1966. The hydrograph displayé two
sharp peaks that represent a brief period of greatly increased streamflow (Figure 13, p.49). |
The peaks are generated primarily by rain and snowmelt runoff. Baseflow is sustained by
delayed groundwater discharge from less conductive aquifers. Baseflow dropped to less
than 28 Ips (1 cfs), and was typically between 28 Ips and 56 Ips (2 cfs) during eight
months of the year of record. Peak flows exceeded 650 Ips (23 cfs). The majority of flow
occurred during less than two months of Fhe year (May and June). Shallow flow through
conductive surficial materials may exist, but cannot be accurately differentiated by the
interpretation of hydrograph data alone. A

A flow duration curve can be used to éssess the ability of a catchment to store
groundwater (Figuré 25). A steeply sloping duration curve is characteristic of a highly

variable stream system, the flow of which is primarily sustained by direct surface runoff.
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The low-flow end of the duration curve is flat if groundwater storage exists (Leopold,
1994). The initial steep slope of the flow duration curve for Maynard Creék indicateé that
groundwater storage is limited. The persistent low-flow of less than 20 Ips suggests that
contributing aquifers are either small, have low storage capacity and yield, or do not
discharge into the catchment. Limited groundwater storage in isolated surficial Quaternary
aquifers could produce such a hydrologic regime. |

The stream hydrographs constructed for this investigation represent a short period of
stream discharge from the soutﬁ and north fork of Maynard Creek (Figure 18, p.54)'. The
~ total volume of baseflow at these two measurement points is.less than 7 1ps (0.25 cfs), or
about 12% to 25% of the baseflow of Maynard Creek, as measured by Williams (1967).
Apparently, groundwater discharge to the streams below thé two fneasuremént points
produces the remaining 75% to 88% of the baseflow. This requires that a groundwater
discharge zone is located below the two measurement points (1976 m, 6520 ft, and 1909
m, 6300 ft) and above the Williams measurement point (1809 m, 5970 ft). This discharge
zone exists within some of the thickest surficial deposits in the catchment. |

Nineteen of the 62 springs (30%) exist between the measurement points and
discharge directly from surficial materials. Eight of these springs had medium or high
yields. Only three low yield bedrock fracture springs and one high yield bedrock spring |
(Spring 51) are loéated in the same measuremént area (Plate 3, Figure 14, p. 50). ‘A
relatively high proportion of stream discharge in this measurement reaéh is maintained by
springs and seeps discharging groundwater through surficial, uncbnsblidated Quaterﬁary
deposits. Little groundwater discharge to the surface appears to occur from Bedrock_

related springs.
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Spring Water Temperatures

Spring water temperatures are affected by meteorological events. This is
demonstrated in the case of a prominent spring that flows frc;m the base of a rock glacier
(Spring 37). The spring thermograph in Figure 23 (p. 61) displays a steady increase in
water temperature that coincides with an increase in mean daily air temperatures during the
early summer months (Figure 17, p. 53). Two weeks prior to field observation on
September 13, 1991, maximum air temperatures recorded at the Bozeman 12 NE Station -
(1805 m, 5920 ft) were high aﬁd ranged around 27°C (80°F), and low temperatures were
around 10°C (50°F). The result was a peak of water temperature at Spring 37. The week
immediately after this peak, high temperatures ranged about 10°C (50°F) with lows
ranging between 0°C (32°F) and -10°C (149F). Also, precipitation was over 2.5 c¢m (1 in)
of water-equivalent. Temperaturé variability and total precipitation was likely to have been |
greater at the rock glacier (2273 m, 7500 ft). The result was a decrease in spring water
temperature of about 0.8°C (1.4°F). The response of spring water temperature to changes
in weather indicétes that groundwater is stored in fhe rock glacier at shallow depths and not
derived entirely from core-ice melting.

Other springs also respond to seasonal temperature variations. Figure 22 (p. 61)
displays thrée spring water temperature regimes. Spriqgs 23, 48, and 49 typify the
response of many springs in the catchment to increased summer air temperatures. Springs
23, 48, and 49 al discharge directly from surficial, unconsolidated Quaternary deposits.

In genéral, springs in the Maynard Creek catchment afe sensitive to air temperatufe
variability. The springs in the catchment occur over a 606 m (2000 ft) elevation gradienL
On the average, atmospheric temperature decreases at a nearly constant rate of 0.65°C
(1.29F ) per 100 m (328 ft) (Néiburger and others, 1973). This rate is the normal lapse
rate. The actual rate of cooling is called the environmental lapse rate, which varies betweén

0.5.and 1.0°C (0.9 and 1.8°F) per 100 m (328 ft) (Lutgens and Tarbuck, 1989). The







































































































































































































