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2) On the steepest slope, the specimens compacted to the highest unit weight experience the highest
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The analyses' indicate that, for a given unit weight, there is a unique slope from which the maximum
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ABSTRACT

Laboratory tests were performed on a fine grained forest soll to
determine the effect of unit weight and slope on erosion and runoff.,

The tests were conducted on slopes of 1l:1l, 2:1l.and 3:1 using unit
weights of 80, 85, 90 and 95 1b per cu ft and a simulated rainfall
intensity of 6 iph., After collecting the runoff water and solid particles,
the weight of solids eroded and volume of runoff water were computed.

From the results and analyses of this siidy, it was concluded that
the slope and unit weight have definite effects on the erosion of unpro-
tected slopes. These effects are:

1) On fhe flattest slope, the specimens compacted to the lowest
unit weight experience the highest rate of erosion.

2) On the steepest slope, the specimens compacted to the highest
unit weight experience the highest rate of erosion.

The analyses indicate that, for a given unit weight, there is
a unique slope from which the maximum amount of erosion will occur.
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CHAPTER I

INTRODUCTION

Erosion of slopes, either natural or manméde9 is a problem which
has been studied from several perspectives. Slope erosion adjacent to
roads can cause'extensive damage to the road and downslope structures
as wéll as time‘consuming delays to operations dependent on,ﬁhe roade.
Fraom aﬁ economic étandpoint, if the factors which influenée erosion can
be controlled, great savings in both time and money can be realized.

Many studies of erosion factors have resulted.in methqu of pre=-
dicting the'amount of runoff under varidus conditions, but in some
instances the studies produced.results which were applicable only to
singular cases° At the present time there is a'definite need for study
of the relafive effect of inaividual paramétefs on erosiog, énd this
isolation of the effect of the individual parameters can be accomplished
by varying one parameter wﬁile holding all other parameters constant.

‘ The primary objective of this study was to invéstigate the effect
of slope and unit weight variance on the relative erodibility of a
selected séil undef simulated rainfall conaitions in the laboratory.
The investigation was made by applying simulatéd rainfall to soil spec-
imens of predetérmined unit weight and slope and c¢ollecting the resulting
runoff and eroded soil., From the results 6f these tests, an-analySis was
made of the effecf of the slope and unit weigﬁt of theé specimens on the

runoff and soll loss.




_CHAPTER II

REVIEW OF LITERATURE

Erosion by water can be fhought of as the water-caused detachmeﬁt
and subsequent transportatién’of soil particles: Both the detéchment aﬁd
transportation of the particles can occur in two waysj by impact of the
faindrop‘and by the direct force of the running water.

Impact and runoff each erode the soil in a different manner. Ero-
sion by impact is due to the induced momgntum or*kinetic energy per unit
area whereas the runoff erodes the material by a rolling and lifting action
due to the shear ;orces present and the vertical currents set up 5y the
flbwing water. In each instance fhe slope of the material surface has a
great infiuence on the amount of soil eroded,

In the aréé of splash erosién much of the accomplished research
has been devoted to impact‘energy and thg effect of drop size and rain-
fall intensity, while 1ittle effort has been made to evaluate the effect
of sldpe on splash erosion. Erosioﬁ on low gradient slopes, due to run-
off, has been thoroughly stﬁdied for agricultural applications and much
of this work is apﬁlicable to the erosion of steep slopes with no surface
cover,

Attempts have been made to correlate the felative erodibility of a
soil with many of its physicgl characteristics‘sﬁch.as grain'size9 percent
of clay size farticles and plasticity’indexo These correlative attempts,
because they neglect the effect of slope and in situ conditions of the
so0il, usually result in a numerical expression indicative of the relative

erodibility of the soil which is quite limited in its application°




IMPACT FORCE

The impact of raindrops tends to loosen the soil particles and make
them susceptible to runoff erosion. . Thé amount of soil lost from any
given slope due to splésh de?ends on the kinetic energy or momentum of
the raindrop. Rose (1960) found, for rainfall intensities and durations
varying from 2. iph (incﬁes per hour) for 15 min to 6 iph for 15 min, a
constaﬁt rate of soil detachment per unit of time., After analyzing both
the kinetic energy and momentum of the raindrops,‘Rose concluded that the
rate of soil deféchﬁeﬁt per unit area was more dependent on the momentum
per uﬁit area than on the kinetic energy per unit area.

“ Rose's fesu}ts agree with those of McIntyre (1958) who, in previous
studies on splash erosion using intensities of 2.6 iph and 3.9 iph, con=
cluded that the momentum is more important than the kinetic energy in the
sealing of the s§i1 surface. Ekern (1950), using a saturated, well-graded
sand and an unreported rainfall inteﬁsity, céncluded that erosive capabil-
ity of a falling mass of water depends on the kinetic energy.per unit area
of the individual drops.

SOIL MOVEMENT BY SPLASH

S0il splash is an important factor in the transportiné of soil par=-
ticles downslope. As water collects on the soil surface, a portion of
the fine particles, which immediately go ipto suspension, are cafried down
the slope with the splash. The amount of material which is eroded depends
to a 1afge extent on the gradient of the slope.

Ekern (1950) madé a study of the effect of slope on impact erosion

using a saturated, wéllmgraded sand placed in containers having dimensions
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6 in. x 3 in. x 3 in, BEkern's results show that for slopes varying from
0° to 45° the percentage of sand movea downslope by éplash varied from
50,1% to 93.6%. The value of 50.1%, obtained from a zero élope, was used
as the basis for his eqﬁatiqn to predict the percent of material moved

downslope for any.given gradient. The equation developed by Bkern:
Downslope percent = 50 + slope percent (1)

provides a good approximation of his test results for slopes up to about
35% but is invalid for slopes greater than 35%. From all indications
there were no ?epetiﬁions of the test made.

Ellison (1947b) noted £hat in the transportation of soil particles
by splash most of.the trajectories were parabolic and from this he assumed
that the horizontal movement was approiimately fqur times thé maximum
height of the trajectory. It was not indicated at what slope these tra-
jectories were observed.
| SﬁLASH RATE

The rate at which soil is reﬁoved by splash is considered by several
inveétigators to be a tiﬁemvarying process. The dependent factors are
the raindrop. intensity, drop size, duratiop, and physical characteristics
of the soil material. In tests using anair-dry soil with a constant rain-
fall intensity of 4.8 iph in which raindrop splash was referenced to time,
Ellison (1944) varied the raihfall velocity from test to test and found
that the maximum splash rate occurred between 2 and 3 min affér the rain-
fall began. |

Observations made during Ellison's tests.indicated that the seil

surface was sealed against infiltration at the time that maximum soil
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splash was measured, Ellison's relationship of the weight of soil in
raindrop splash as a function of rainfall duration indicated that after
' the splash reached a maximum, it decreased rapidly. As the splash rate
decreased, the weight of soil in raindrop splash continued to wvary slightly
with time, Elllson concluded that the water reduced the cohesion between
the partlcles causlng them to go into suspen51on in the surface water.
When the soil surface had become sealed and loose particles were carrled
awa,;,r9 the amount of soil lost by splash was reduced.

McIntyre (1958), on the other hand found: that the splash rates
were not affected by the seallng of the surface and he attributed this
partlally to surface saturatlon whlch resulted in minimum cohes:Lon°
McIntyre used an alrndry soil and ralnfall 1ntens1t1es of 2,6 iph and
3,9 iph and found that both 1nten81t1es produced a variation in the splash
rates after a duration of about 20 min- for the 2.6 iph intensity and after
about 10 min for the 3.9 iph intensity. McIntyre interpreted this to mean
that the surface sealing had no effect on the-initial splash rate and he
also felt that the permeability of the surface was constantly changing
throughout the duration of the rainfall.

From the test results McIntyre concluded that the variation in splash
rate indicates that four successive processes occur at the soill surface.

a) Rapid wetting of the surfaCe'causihg low cohesion and

high splash rates;
b) Formation of a crust on the surface, which decreases
the splash rate and causes water to accumulate;
c¢) Removal of part of the ‘crust (the O.l-=mm, skin seal) by

turbulence in this water, hénce increasing the permeablllty
of the surface;




wfm
d) Percolation of sufficient water to cause dissipation of
drop energy on the soil once more and, hence, -an increase
in splash rate.
With cyclic repetition the permeability of the surface will decrease until
the splash rate.remains cpnétahto
' The above studies, however, fail to take into consideration the
effect that the gradient of the slope has on surface sealing. As the
gradient of the.slope increases, the normal component of the raindrop
force.decreases, analwith an increase in the time required for the surface
to seal, the time'over which splash erosion occurs increases. Also, with
an increase in slope,. the greater tangential component of force will tend

to remove the larger soil particles as well as carry off the suspended

particles.

, INFLUENCE'QE.SPLASH ON PARTICLE SIZE ERODED

Ellison (194k4) also investigated;%héVsize of particles eroded by
splash as compared to particle size eroded by runoff. Plots 5 ft long
and 6 ft wide were used by Ellison withlvarying rainfall intensities and
velocifieso Ellison found that there wés a greater percentage of sand
and gravel in the splash than in the original soil. When the particle
size in the splash was compared to the particle size in the runoff,; a
greater percentage of particles larger than .05mm were found in the
runoff, | |
| Rose (1961) showed the relationship between runoff and aggregate
strucfure df.the soil by using four types of soil and sieving them into
four "structural fractions." Rose defined "structural fractions" im-

plicitly as a particie of a certain=size'made up of smaller particles.
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Rose's goal was to compare, within "structural fractions," the detachment
of different soil types caused by the same simulated rainfall.

By varying the rainfall intensity and duration, Rose found that
both the soil type and size of the "structural aggregate" can affect the
amount of detachment and9 hence the rate of detachment. For a given rain-
fall intensity Rose found that the detachment rate increased as the aggre-
gate size decreased and by varying the intensity he noticed that the rate
of detachment for the largest size was a linear function of intensity.
For the other-51zes the rate was non-linear and showed an 1ncrease in rate
of detachment with anﬁlncrease in intensity, From his results Rose con-

cluded that structural breakdown is more sensitive to rainfall intensity

than to rainfall duration.

RUNOFF EROSION

| Runoff, the result of rainfall intensity exceeding the infiltration
rate, subaects s0il particles to three klnds of detachment action ==
rolling, lifting and abrading. The horlzontal component of the force
acting on a particle may be sufficient-to dieiodge it by rolling, whereas
1ifting occurs when the water in a depression has negligible velocity and
the flowing water has a horizontal componenf of velocity. The velecity
difference between the stagnant and flowing water creates pressures which
cause vertical flow out of the stagnated area that eventually merges with
the longitudinal flow. Abrading refers to the partieles in transit that
strike or "drag over'" particles on the soil surface and initiate metion

of the previously static particles on the soil surface.
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Ellison (1947a) considered slope erosion to be dependent on the
"detaching capacity" and "transporting capacity' of an erosive agent and
in an 1nvestlgat10n of a well=compacted clay he applied clear water to
the upper end of the speecimen. This applied water; when introduced at
the-upper end of the slope9 represented the .maximum "transporting capac-
ity" and the mlnlmum "detaching capacity" because the water was carrying
no 1n1t1al sedlment and this resulted in very little erosion. In sub-
sequent trials, when the water initially contained a maximum amount of
soilldhieh would represent maximum "detaching. capacity" and minimﬁm
"transportisg cepscity," very little erosion was again experienced.
Ellison concluded that the maximum quantlty of erosion will occur when
the initial flow contains just enough abrasive material to detach as much
50il as the flow will have the capaclty to add to its lead.

Osborn (1955) was in general agreeﬁent with Ellison when he stated
that the amouﬁt of soil transported depended on the "transporting capacity™
of the runoff and the "transpertability" of the soil., Osborn considered
that the "transporting capacity" of the water depended on the volume,
velecity, and turbulence of the water and he regarded the "transporta=
bility" of the soil as a funetion of the density, size, and shape of the

soll particles.

| EFFECT OF SLOPE GRADIENT
The effect of siope gredient on erosion and runoff has been the
object of several studies but the results of these studies have not been
in complete agreement. Some investigators feund'the slope to be an influ-

encing factor in erosion and runoff while others concluded that-slope had
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no influence on the runoff and erosion. Intuitively, it would appear that
as the hydraulic gradient is increased the velocity and subsequent erosive
power would increase.

Borst and Woodburn (1940), using both wet and dry uncompacted soil
and-simulated rainfall, investigated the effect of slope on erosion and
runoff by using test plots of 0,01 acres gnd varying the slope from 4.2%
to 22.5%. The studies by Borst and Woodburn indicated that there is no
apparent relationship between slope and runoff, By testing the soil in
both a wet and dry condition, ﬂhe initial moisture content of the soil
material was found té have no consistent effect on the amount of runoff
or the amount of soil lost from the plot. Borst and Woodburn found that’

' ﬁhe relationship between erosion and slope could be described as:

1.223

E = 8.235 (wet initially) (2)
E = 408451"298 (dry initially) (3)
where: B = quantity of erosion in pounds by dry weight and

slope in percent.

il

S

Because the rate of runoff was essentially constant for all slopes, it
was concluded by Borst and Woodburn that the increase in erosion resulted
from increased vélocity associated with increased slope. On the other
hand, Lutz and Hargrove (1944), in their studies on the effect of runoff
and erosion from quartz sand, found that runoff increased logarithmically
with increase in slope.

Conner, et al. (1930), after conducting erosion tests on uncompacted

soil plots wiﬂh slopes of 1, 2 and 3%, were in qualitative agreement with
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Borst and Woodburn when they concluded that the amount of runoff was not
proportional te slope gra&iento The results of Conner, however, did
indicate thaﬁ the soil losses were dipectly proportional to the slope
gradient. |

When plots were subjected to 1 iph of simulated rainfall at slopes
varying from O to 20%, Duley and Hayg (1932) found that the amount of
soil removed increased very slowly as the slope was increased up to 4%.
Incréases in slope above 4%, however, resulted in a rapid increase in the
amount of soil eroded which igdicated that at low velocities associated

with slopes of low gradient, the water does not have the transporting

capabilities it has at steeper slopes. As the slope increases, the velo-

city of water increases and, even though the depth is less, there is more

. 80il removed.

Nichols and Sexton (1932), using artificial rainfall, ran testé on
large plots 50 ft loné by 15 ft wide and found tHat erosion varied uni=-
formly with slope up to about 12%, Because the rate of erosion increased
very rapidly above a slope §f 12%, this slope defined the "critical slope"
for this soil., Neal (1938) also found, for plots subjected to simulated
rainfall, that the runoff was mot influenced by slope but the rate of
erosion increased as the slope increased.

SLOPE EFFECT ON PARTICLE SIZE

Forrest and Lutz (1944) applied simulated rainfall to six plots,
with varying slopes, and correlated the depth and velocity of flowing
water to the movement of soil particles. By keeping the flow vpiume con=

stant and varying the slope, an increase in flow velocity accompanied by
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a decrease in flow depth was noted. Increase in slope was accompanied by
an increase in erosion with the exception of the 1.5% slope, which lost
less soil than either the 1% or 2% slopes. The decréase in depth ﬁas
théught to have more influence on erosion than ﬁhe increase in velocitys
This point was illustrated by some of the test results of Forrest and
Lutz showing more large material‘(BoO = 0,5 mm) transported on the 1%
slope than on the 2.5% slope whereas the loss of fine material was es-
sentially the same for all slopes,

Lutz and Hargrove (194k4) also found velocity and depth of flow to
be factors which influence the size of particle removed when they noticed
that the greatest soil loss occufred when the depth of flow was approxi-
mately equal to the particle diaﬁetero This decrease in depth then caused
a corresponding decrease in the kinetic energy of the water due to a
smaller flow volume striking the particle.

Based on the assumption that thg greatest part of erosion can be
attributed to overland flow, Hogan (1964) developed a laboratory erosion

test which measured the relatlve erodibility ef flne grained soil. Hogan

_ collected 18 types of forest soils, air=dried them and screened them

through a No. 4 U.S. standard sieve. The specimens, in both a loese and
dense condition, were subjected to overland flew applied at the rate of
700 ml per minute using a slope of 50%. Runoff and eroded soil were
collected and measured at the end of each minute and the cumulative total
at the end of three minutes was used to compute an erosion number, EN,

which was indicative of the relative erodibility of the soil.  The equation




«12=
developed by Hogan is:

EN = 0,1E; + 0.0lE, (&)

where: Ed = cumulative erosion at the end of three min-
utes in a dense .condition and

El = cumulative erosion at the end of three min-
utes in a loose condition. o

Thefe are several methods of determiring relative érodibility of
soiIS'inclﬁding the modified clay ratio and the dispersion ratioc. Hogan,
howe&ef, considered‘his erosion test td be superior to the use of iﬁdirect
erosion indicators in determining the relative erodibiiity of soils,

| Scheer (1965) investigated the effect of slope on erosion by‘using
Hoéan”s erosion test proceduré at slopes of 75% and 100%. Two of the
three types of soil tested exhibited approximately twice the erosion at
100% than at 50% slope. The results of tests on the third type qf s0il,
a highly plastic clay, showed a defihite decrease in erosion as slope
_increased. For this soil, Seheer coﬁcluded thaf the effect of slope on
erosion was secondary and that minor variations in details of handling
and preparing samples affectea erosion hore than the slope change.

Meyer and Monke (1965) made laboratory studies of the mechanics
of soil erosion by rainfall and shallow depths of runoff as affected by
slope, particle size, and length of slope. Osborn (1955) considered
abrasive material to be an erosion factor, whereas Meyer and Monke stated
that, "the erosiveness of the runoff depends on its velocity of flow,
which increases with slope sééepness, amount of runoff, and concentra- |

tion of runoff in rills or channels." To simplify the testing procedure,
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glass beads rather than soil were placed in a bed and the slepe was
varied from O to Zo%on'Meyer and Monke's resulté indicated certain values
of-slope and length of slope below which erosion was essentially zero.

The erosion conditions were described by the modified power equations:

C(s - 80" (5)

(]
n

and:

i}

e

L= Cp@-1)" (6)

)]

where: er amount of soil eroded by runoff per unit

of widthg
e, = 0 when L £ Lc and S £ Sc;
Cs = constant coefficient;
S = slope;
Sc = critical slope;
mv = exponential constant;
QL = constant coefficient;
L = length of slope;
Lc = critical 1§ngth of slope andj
n = exponential constant.

Meyér and Monke emphasized the difference between runoff with rain-
fall and runoff without rainfall in the following statement.

Runoff with rainfall caused greater erosion for the smaller
particles but less erosion for the larger particles as compared to
the same runoff without rainfall., Increased sediment availability
and runoff carrying capacity, due to raindrop-induced runoff turbu-
lence and splash, were dominant for the more easily transported
small particles, whéreas decreased carrying capacity of the runoff
due to decreased flow velocity from splash leveling of the soil bed
and to raindrop-impact dissipation were dominant for the larger sizes.




CHAPTER III

MATERIALS, LABORATORY INVESTIGATION AND RESULTS

SOIL MATERIAL

The soil used throughout the study was a cohesive material identi-
fied as "Gallatin #1" by Hogan (1964>° The sample location and physical
properties of the soil material, as shown in Table I, are in agreement
with those documented by Hogan.

An area of 200 sq ft on a side slope.adjacent to a logging road
was cleared of litter, and the top few inches of soil were removed and
discarded. Approxima£ely 1200 to 1500 1lbs of soil wére taken by random
sampling and transported £o the laboratory.

The high natural water content of the soil necessitated air-drying “
of the loose material for abéut one month to bring tﬁe soil to hygro-
scopic moisture conditions, | | |

The soil material was then broken down to pass the No. 4 U.S. stan=

dard sieve and stored in 50 1lb bags until used in specimen preparation.

DESIGN OF THE EXPERIMENT
Parameters of the test that were held constént were rainfall inten=-
sity, rainfall duration, slope length and soii material, while the
controlled variables, slope angle and dry unit wgight, were combined into
a factorial set of combinations with eight replications of each combination.
Slopes of 1:1 (45°), 2:1 (26.5°), and 3:1 (18.5°), which were con-
sidered to be representative of slopes in the field, were used throughout
the test with various cémbinations of unit weight as shown in Tables II,
III and IV. The maximum dry unit weight of the material, 9105;lb per cu ft,

‘as determined in accordance with AASHO Test Designation T 99=57,,Méthod A,
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TABLE I

.LOCATION AND PHYSICAL
CHARACTERISTICS OF THE SOIL MATERIAL

Soil Identification: Gallatin #1

Sample Location: SEl 830, ‘T2N R7E of the Montana Principal
Meridian (In the Bridger Range, approximately
12 mi NNE of Bozeman, Montana)

Atterberg Limits:
4 Liquid Limit = 49
Plasticity Index = 18

Moisture=~density Relationship: -
AASHO TEST designation T 99=57, Method A
Optimum Water Content = 28%
Maximum Dry Unit Weight = 91.5 pcf

Mechanical Analysis:

U.S. Standard Sieve Percent
or -Particle Diameter Finer

#100~oo’oooo'oooa,aoooonnoo,q.ooloo
#20ooooooooooooooooooooo‘oo 98
#""Ooaoooaooooooooaoooooooo 9"1’
#1000000000DODOO0.0QODDDOO‘O‘79
#20000000ocoooaaoooaon;oeo 69
Ooosmm.:vooonooooooooooooq‘oo 62
Oooosmm:;o'oooaooaooooouoooo 39
00002MMo o0 0000000000000000 SH
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D-1

D=2

D-3

D=lt

D-5

D-8
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TABLE TI

UNIT WEIGHT COMBINATIONS FOR 1:1 SLOPE

CHANNEL CHANNEL CHANNEL CHANNEL

ONE WO THREE  FOUR
80 80 80 80
PCF BCF PCF PCF -
85 85 85 85
ECF PCF PCF BCF
90 90 90 90
PCF PCF PCF PCF
95 95 95 95
BCF PCF ECF PCF
80 85 90 95
PCF PCF PCF BCF.
85 90 95 80
PCF PCF PCF PCF
90 95 80 85
PCF PCF PCF ECF
95 80 85 90
ECF ECF PCF FCF .
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NUMBER

A=l

A=2

A-3

A5

A7

-17-~
TABLE III

UNIT/WEIGHT~COMBI§ATIONS FOR 2:1 SIOPE

CHANNEL CHANNEL CHANNEL CHANNEL

ONE TWO ___THREE __FOUR
80 80 80 80
BCF ECF PCF PCF
85 85 | 85 85
PCF | PCF PCF PCF
90 90 90 90
PCF FCF PCF ECF
95 95 95 95
PCF | FCF PCF PCF
8o | 85 90 95
PCF - PCF | PCF PCF
95 . 80 85 90
PCF FCF ECF PCF
90 95 80 85
PCF PCF PCF | ECF
85 90 95 80
ECF PCF PCF PCF
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NUMBER

E-1

BE-2

E-3

BE=b

E-5

E-7

E-8

~18=
TABLE IV

UNIT WEIGHT COMBINATIONS FOR 3:1 SLOPE

CHANNEL CHANNEL CHANNEL CHANNEL

ONE TWO: THREE __FOUR
80 | 8o 80 80
PCF PCF PCF PCF
85 85 85 85
PCF PCF PCF | BCF
90 | 90 90 90
ECF PCF | PCF FCF
95 ' 95 95 - 95
PCF PCF PCF DCF
80 85 90 95
PCF PCF PCF PCF
85 90 95 80
PCF PCF PCF PCF

.90 95 80 85
FCF | ECF PCF | BCF
95 | 80 85 | 90
PCF | PCF PCF | PCF




=19
was assumed to be an upper limit of the dry unit weight of this soil
material that would be found Aear the surface of a constructed slope in
the field. Values of dry unit weight of 80, 85, 90 and 95 1b per cu ft
were therefore used throughout the study in order to investigate a range
of values that could exist in the field.

EROSION SPECIMEN PREPARATION

The desired unit weight was obtained by compressing a known weight
of soil into a specimen holder of,knoﬁn volume, Because the experimental
apparatus was desighed to test four erosion specimens simultaneously, four
erosion specimens were fabricated for each test set in the following manner:

The hygroscopic moisture content was determined at the time of
specimen preparation énd sufficient air-dried material was weighed out to
provide‘for the fabrication of the four erosion specimens in addition to
a modest amount for water content determinations and contingencies,

Sufficient water was then added to the soil to raise the water
content to 21% and the material was' thoroughly hand-mixed and allowed to
cure overnight to assure uniform distrigution of the moisture throughout
the soil mass. Typical examples of the initial weights and amount of
water added are shown in Table V.

Following the curing period, a moisture content specimen was taken
from the mass, the moisture content determined and the material for each

erosion specimen was weighed out in six equal, but separate; parts.

EROSION SPECIMEN HOLDERS
Four specimen holders were fabricated from a 5 in., 6.7 1lb standard
steel channel as shown in Figure 1 and a steel collar was fabricated as

shown in Figure 2.




TABLE V

TYPICAL EXAMPLES OF EEOSION SPECIMEN PREPARATION

Desired Dry Unit Weight of Specimen (pcf)occocsceccosccscecscsscns
Final Specimen Volume (cu ft)ooecsoesoncoscsccccocococscscoassas
Weight of Dry Soil per Specimen (1blococococccccsccoococacacoocossn
Hygroscopic Moisture Content of Soii Material (%)qooo?oooouooada
Weight of Air-Dried Soil per Specimen (1b)escensscanceasaccossss
Desired Final Water Content of Specimen'(%)ooocgaaaoo;¢oooao;aoo

Weight of Water to be Added yer SPeCimen (lb)ooooooooocoooaaoqoo

Volume of Water to be Added per Specimen (cC)osocscccocscscssnoso

Weight of Soil Mass per Specimen (1b)coosocsocsocoacsccaoscsscacaoos
Additional Weight of Dry Soil per Specimen (1b)osccoccscccosscoss
Additional Weight of Air-Dried Soil per specimén (1b)oooooosccan
Additional wéight of Water to be Added per Specimen (1blecoocococos
Additiénal Volume of Water to be Added per Specimen (ecloscccsse
thal Weight of Air-Dried Soil to be Mixed (1b)socccccsescscsoas
Total ﬁblnme of Water to be Added (celooosooccoocsccososecssccas

Total Weight of Prepared Soil Ma_.SS (1b)_oaoaoaoooocoaouéouaaaoooo

- 80
0.11
8.80
3,00
9,06
21,00
1.58
719
10,6
0,50
0.52
0,09
by
9,58
760

11.23

85
0,11
9.35
k.00
9,72

21.00
1.59
722
11.31
0,50
0.52
0,08
39
10.24
761
11,89

90
0,11
9,90
5,00

10,40

21,00
1,58

719

11.98

0,50
0.52
0.08

36

10,92

755
12.56

- 95
0.11
10.45
6,00
11.08
21,00
1,57

712

12.65

0.50
0.53
0,08
34
11.61
746
13.23
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The collar and specimen holder were thoroughly cleaned, the collar
was placed on the specimen holder, and two thin spacers, dividing the
holder into three equal parts along the longitudinal axis, were placed
in the specimen holder and collar., After omne of the six parts of the
material was placed in eéeh of the three divided spaces, the spacers were
removed and the material was leveled. With the bottom layer in a loose
but uniformly distribufed state; the spacers were replaced and allowed
to rest on the top of tﬁe first layer. Once again one of the six equal ’
parts of the material was flaced in each of the three divided spaces over
the previously placéd mate;ial, the spacers were removed and the material
was leveled. The'm;terial was then in a loose but uniformly distributed
state and ready to compact to the predetermined unit weight. Based on
the results of various soil placement methods, it was found that the

above mentioned procedure resulted in a nearly uniform unit weight through-

out the specimen,

SPECIMEN COMPACTION

A steel compaction "truss" was fabricated, as shown in Figure 3,
and was used in conjunction with two dial gauges and a Baldwin universal
hydraulic, 200,000 lb capacity testing machine to compact the specimen
to a predetermined volume. . -

The "truss'" was placed with the bottom resting on the leveled sur-
face of the loose material in the specimen holder and collar. A dial
gauge; with 0.001 in, graduations and 1 in. of travel, was then affixed
to each end of the compaction '"truss" such £hat the stem was resting on

the top of the collar,
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After placing the assembly in the testing machine, and centering
it so that the load'would be applied normal‘to‘the leveled surface of the
erosion specimen, ﬁhe material was statically compacted by maintaining
a constant, slow rate of travel of the testing machine head. When the
dial gauges indicated that the bottom of the compaction "truss" was
0.25 in. below the top o£ the specimen holders, the erosion specimen was
compacted to the'prédétermined volume and the load was maintained on the

specimen until specimen rebound was negligible.

RAINFALL SIMULATION TEST DEVICE

Each of tﬁe four erosion specimen holders, containing an erosion
specimen prepared as déscribed above, was then placed in its respective
"channel position'" in the rainfall simulation test device as shown in
Figureé d and 5. The specimen holder was secured in the proper position
by a face plate affixed to the front of the frame. A divider separated
each "channel position" to guard against the "splashing" of material to
an adjacent "channel position" from raindrop impacte..

An hydraulic jack was used to raise the rear of the testing frame
so that, as the frame rotated around a horiz&ntal steel bar in the front
of the frame, the desired slope could be achieved.

The simulated rainfall was produced by pumping water from a constant
héad tank through a pressure reducer to a spray nozzle as shown schemat-
ically in Figure 6.

The constant head tank, a 40 gal. Jacuzzi water tank, was supplied
from the domestic water service and an overflow was provided at the top

of the tank. The supply to the tank was regulated during the operation
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Figure 5 Rainfall Simulation Test Device (Isometric view)




Keckiey, |1/4", No.
Pressure REDUCER

I1-APVR

I

Pressure Gauvee

Spraco, Mooer 7 LA,
Spray NozzeL

SpeciMeN HoLDER — .
= w3 = =]
[

T

|l 40 GaLLoN Jacuzzi

WATER Tank

OverFLow Pieg

SHuTOoFF VALVE

Gouros Pump, No. AA-FIU

MooeL 48-61200-15

Figure 6

(To Drain)

utorr VALVE
City WaTER SuppLy

Schematic Flow Diagram




@29
so that a minor amount of overflow occurred to assure that the pump was
operating with a constant suction head. The pump used to supply the
pressure reducer with a constant diaphragm pressure was a Goulds, No. AA=F1U,
Model 48-61200-15. A Keckley, 1% in., No. 1l-A ERV, pressure reducer
was used to regulate the delivery of the water to the spra& nozzle and,
in coﬁbination with this pressure reducer, a Spraco9 Model 7LA, spray
nozzle was used to deliver the desired rainfall intensity. The above
described system was necessitated by the delivery rate and pressure
variation experienced in the domestic water supply.

The system was calibrated by placing sampling cans over a horizon-
tal surface aﬁ the élefation of the épecimen.holder frame and measuring
tﬁe amount of rainfall for a period of 30 min. The calibration was ac-
complished by adjugting thé nozzle along its #ertical axis to provide a
uniform simulated rainfall over the entire area of the specimen holder
frame. Ogce this adjustment was acﬁieved9 the pressure on the nozzle
side of tﬁe pressure reducer Q;s Qaried and the rainfall intensity re-
corded for each nozzle delivery pressure, Results of this calibration,
which were periodically verified during the course of the study, are shown -
in Figure 7.

Based on the recommendation of Forest Service personnel, a constant
rainfall intensity of 6 iph was selected for the study.

A bypass was constructed from corrugated metal downspout so that
the simulated rainfall system could be started and allowed to reach an
equilibrium condition without'subjecting the erosion specimens to simu-

lated rainfall during this period of flow adjustment., The rope=actuated
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bypass system intercepted the water directly below the nozzle and dis-
charged it into a laboratory sink as shown in Figure 8.

RUNOFF COLLECTION

The runoff of both water and soil solids, caused by the simulated
rainfall on the erosion specirien, passed over the specimen surface and
was directed to a plastic funnel placed in the top of a sampling tube
with the aid of a drilled stopper as shown in Figure 9.

To prevent the simulated rainfall from entering the funnel, a
plastic hood with a gutter at the lower end was placed over the runoff
collection assembly as shown in Figures 4 and 5.

No suitable sampling tubes that would meet the necessary physical
tolerances, prescribed by the distance between channels and the needed
volume, were available as a ''stock' item through suppliers. The necessary
dimensions were therefore determined and thé sample tubes fab?icated by
Instrument Service, a specialty service department of Montana State

University.

CALIBRATION OF SAMPLING TUBES

| Each of the sampling tubes was marked with an identification number
and individually calibrated because the physical dimensions of each sam=
pling tube varied slightly. The greatest variation of measurement was
near the bottom of the tube where welds were made during tube fabrication.
The individual calibration was necessary in order that accurate determina-
tions could be made of the two components of runoff =- soil solids and

water,
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Two volume calibration marks were permanently etched on the outside
wall of the tube, a lower one at 50 cc and an upper one at 250 c¢ as shown
in Figure 9, Each volume caliﬁration was accomplished by carefully
measuring out the respective amount of distilled water in a graduate, in-
troducing the measured volume of water into the tube and marking the tube
at the bottom of the meniscus. |

Because the tube.was, within clqse tolerances, of constant diameter
bet@een these éalibrated volume markings, the tube volume was assumed to
be proportionai to the distance between the marks., The distance between
the calibration marké, h in Figure 9, was measured to the closest 1 mm
and recorded as the calibrated tube:lengtho The calibrated tube lengths
.ére shown in Table VI, Appendix A, - |

The tubes were then individually weighed on a Mettler, Model P1200
balance, and the weights recorded to the nearest 0.0l g and shown as
calibrated tube weight in Table VI, Appendix 4.

SAMPLE TUBE HOLDER

A sample tube holder was fabricated, as shown in Figure 10, such
that it held 8 tube§ with alternate tubes hawving the same center-to-center
spacing as the erosion specimen holders. The assembly was fabricated so
that the tube holder could travel along its léngitudinal axis on hall
bearings placed between the holder and the base plate. A mechanical lock
was affixed to each end of the assemb;y to lock the tube holder in each
of the two extreme positions. '

When runoff sampling was started, the runoff was collected in the

tubes ocecupying positions 1, 3, 5 and 7 of the sample tube holder. When
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it was desired to collect the next increment of runoff, as described below,
the mechanical lock adjacent to tube position 8 was disengaged and the
sample tube holder was translated to the other extreme position, thus
engaging the mechanicel lock adjacent to tube position io In thls p051~:m
tion the runoff was belng collected by the tubes occupylng p051tions |
2, 4, 6 and 8. The tubes in positions 1, 3, 5 and 7 could then be set
aside for detefmination of the water and solid components of runoff, as

described below, and clean tubes placed in these positions of tne‘Sample

tube holdero

SEQUENCE_QE‘SAMPLE QOLLEQi;QN

| The time at ‘which simulated rainfall began falling on the erosion
speeimens was defined as zero time'and the time of first runoft'of each
erosion specimen was noted (see Tables VII through XXX, Appendix B).

Depending on the rate of runoff, the sample tubes were changed at

elther 75 or 90 second intervals durlng the course of each test run,
Tables VII through XXX, Appendix B9 indicate the sample 1nerement times
for each set of samples, with the listed time reflecting the time of
tube removal.

DURATION OF SIMULATED RAINFALL

Because rainstorms of a 6 iph intensity would occasionally last
more than 60 min the minimum duration of the simulated rainfall for
each test run was 60 min. The duration of each test run is indicated

by the last time increment in Tables VII through XXX, Appendix B,

PROTECTION FROM EVAPORATION

Many of the tests were conducted during periods when high air
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temperature, low humidity and mild breezes presented ideal conditions
for evaporation. To offset the effect of the air currents, 9 ft x 12 ft
sheets of polyethylene were suspended from the ceiling at a radial dis=-
tance of 6 to 8 ft from the center of the nozzle. | -

DETERMINATION OF COMPONENTS OF EROSION

After the completlon of a test run, each tube containing the runoff
material was 1nd1v1dually welghed to the closest 0.0l g and the dlstance,
D in Figure 9, was measured to the closest 1 mm. These values were re=
corded and used in sugsequent calculations. The two components of the
total runoff ma£eriglA;~-fluid ruhoff and eroded solids == could then

be determined. By simple proportion:

h D :
200 ~ V' - - 1)

where: h = distance between calibrated marks in cm
' as shown in Figure 9;

D = distance from 250 c¢c calibration mark to
bottom of meniscus of material in tube
in cm and;

V?= volume of tube in cc between surface of
material in tube and 250 cc¢ calibration mark

from which:

200D
Vo= 5 (8)

Noting that the total volume of material in the tube‘is the algebraie

difference between 250 cc and V':

200D
vV, =250 == (9)
where Vv total volume of material in tube in cc.




Because:

Vo= Vet Vs . (10)

where: Vﬁ volume of water and

Rt

s volume of solids

it follows, by equating the righthand members -of Equations (9)-and(10)y

that:
v+ V= 250 - 220 ' (11)
It is fundamental that:
W= W, =W =Wy : (12)
where Wt = total weight of material and tubej T
Ww =-weight of water;
Ws = weight of solids andj i
WT = calibrated weight of tube.
It is also fundamental that
ws
VsTEr (13)
5 W
where: Gs = specific gravity of soil solids and
Xw = unit weight of water (1 gm per cc)
and
WW ' ;.
v,y RN CY 'S M
‘ w
Substituting the righthand members of Equatioms (13) and (14) into
Equation (11) yields:
Wooow_
w 5 _ 200D
x + G:X - 250 - h (15)
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If the righthand member of Equation (12) is substituted into Equation (15)

for W _, then:
w

s .
+ .XW = 250 - h\ . (16)

Solving Equation (16) for~the-weight of solids; W_, yields:

h - 200D) Y- - W)
. (250! 200D) WGS +‘(wT Wt)th

s e 1 =G )n (17

which gives the weight éf tﬁe solid component of the eroded material.

The weight of the water was then detérmined by the use of Equation (12).

In addition to the above mentioned method of determining the com-
ponents of erosion,; another method, based on the weight of the oven-dry
soil in the sampling tubes, was alsé used. After completing a test run
and recording the total weight of material and tube, Wt,and distaqce, D,
the tubes were.placed in a large drying oven at 105° C until all the
water had been evaporated‘frém the specimen tubes.

At the completion of the dryiﬁg period the tubes containing oven-
dry soil were rgweighed and this value recorded as '"Weight Dry," Wdo
The two components of the total runoff material == fluid runoff and

erodéd solids == could then be determined as follows:
W =W -W : . (18)

where: Ws, W, and W, are as previously defined.

d T

The volume of water in each tubeAcan be computed as follows:




O

v, = —fe—t | (19)

where: V_, W _and X@ are as previously defined.

t

RESULTS QE_INVESEIGATION

The weight.;f solids eroded, WS, and the volume of runoff water, Vw,
were determined from the recorded data and the use of Equations (14) and
(17), which were pfogrammed for the IBM 1620 digitéi computer at the
Montana State University Computer Center. The values of the weight of
solids eroded are tabulated in Tables VII through XXX, Appendix B and thev
values of volume of rﬁnoff water are tabulated in Tables XXXI through LIV,

Appendix Co

DOCUMENTATION

At the conclusion of each run, visual 6bservations were made and
thé qualitative effect of the rainfall on the specimen surface was mnoted.
Visual observations were supplemenfed'during the actual performance of
a test run by photographic documentation. A 16 mm movie camera, using
color film and operating at a 10 sec itime lapse, was used throughouf each
run to document the specimen surface erosion pattern. The camera was |
positioned atla distance of 7 ft above the surface of the specimens and the

flood light was positioned above the pressure reducer,

DETERMINATION OF MOISTURE CONTENT CHANGE
To determine the total change in moisture content of .the soil over
the duration of the run, moisture content samples were taken from the

longitudinal center and from each end of the specimens throughout the




wht] -
full specimen depth, at the conclusion of the run. The difference between
each of these values and fhe initial moisture conte#t, determined at the
time of specimép preparationy was gssumed ﬁo be;represenfative of the |
change in moisture content for fﬁe respectivé pertion of the specimeno
Because moisture samples were not obtained during the run, studies of .

infiltration rates were not made.




CHAPTER IV

ANALYSIS AND DISCUSSION OF RESULTS

OBSERVATIONS OF ERODED SUBFACES

When the specimens té £e.tested‘on a 1l:1 slope were compacted to a
dry unit weight of 80 1b ?er cu ft, the soil washed completely out of the
channels in the followingqruns after a minimum simulated rainfall duration
of 45 min: D=1, channel 23 D=6, channel &4; D=7, channel 3; Dug, channel 2.
Just prior to the complete washing out of the sqil, an increase in the
émount of solids eroded occurred.

Moisture samples taken at the time of specimen failure indicated
that éll specimens were saturated and had water contents varyiﬁg from L42%
to 55%. This type of specimen failure can be descfibed by aﬁ analysis
based on stresses within an infinite slope and with seepage parallel to
the slope as presented by Taylor (1948). |

Visual observations made at the conclusion of each run indicated
that there were certain erosion pétterns which recurred on specimens
tested at the same unit weights and slopes., The variation in the erosion
pattefns indicated the location of the points of maximum erosion on each
specimen surface. Observations of the different erosion éatterns aid in
understanding the p?ocess-of erosion with fegard'to volume of water,
impact force, "transporting capacity," '"detaching capacity," and slope.

The geometric configurations of specimen surface undoubtedly influ-
enced the erosion pattern. The compactien oé thg specimens produced a
flat, level surface; but, after the confining preééure was released, a

glight rebound of the surface may have oceumrred as shown in Figure 11,










































































































































































































































































































































































































































































































