MONTANA

STATE UNIVERSITY

A single chip processor, cache memory system
by Douglas Eldon McGary

A thesis submitted in partial fulfillment of the requirements for the degree of Master of Science in
Electrical Engineering

Montana State University

© Copyright by Douglas Eldon McGary (1989)

Abstract:

This thesis is concerned with the design and simulation of a cache memory system placed on the same
chip with a central processing unit VLSI fabrication techniques allow for the production of full 32-bit
architectures on a single silicon die. Larger silicon areas are available, but a larger processor is
unnecessary. A cache memory is one possible system enhancement which increases system
performance.

The topics of a cache memory system are discussed, and needed information for design choices is
provided. A direct mapped cache 4096 words in length is designed and simulated. The design is
intended for use with 32-bit processors that contain 32-bit address and data busses. The simulation
includes all of the necessary support logic for a cache read, write and block replacement.

During the circuit layout phase, it was discovered that a content addressable memory cell could be used
without paying a large penalty in silicon area. This led to the development of an alternate design which
showed the feasibility of a fully associative mapped cache memory system.

The direct mapped cache memory system was simulated to produce system performance measures. A
speed up factor of 7.8 relative to an non-cached system and 1.9 relative to a conventional cache system
of the same size was determined. The total system size is quite large and would be expensive to
manufacture. The total number of transistors for both the processor and the cache system totaled to 1.1
million. The total silicon die size for the combination of the processor and the cache memory system is
almost one square inch(0.921 in"2). The power dissipation for the cache system was estimated at 308
mW and found to be acceptable.

An on-chip cache memory system proved to be valuable and cost effective. The on-chip cache memory
system is already in use on a small scale, and as chip sizes increase so will the cache memory size. The
use of a fully associative cache is an easily achieved option because of the minor difference in layout
size between a static RAM and a content addressable RAM when a single polysilicon technology is
used.
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_ABSTRACT

This thesis is concerned with the design and simulation of a cache
memory system placed on the same chip with a central processing unit.. VLSI
fabrication techniques allow for the production of full 32-bit
architectures on a single silicon die. Larger silicon areas are available,
but a larger .processor is unnecessary. A cache memory 1is one possible
system enhancement which increases system performcnée. )

The topics of a cache memory system are discussed, and needed
information for design choices is provided. A direct mapped cache 4096
words in length is designed and simulated. The design is intended for use
with 32-bit processors that contain 32-bit address and data busses. The
simulation includes all of the necessary support logic for a cache read,
write and block replacement. o .

During the circuit layout phase, it was discovered that a content
addressable memory cell could be used without paying a large penalty in
silicon area. This led to the development of an alternate design which
showed the feasibility of a fully associative mapped cache memory system.

The direct mapped cache memory system was simulated to produce system
performance measures. A speed up factor of 7.8 relative to an non-cached
system and 1.9 relative to a conventional cache system of the same size was
determined. The total system size is quite large and would be expensive
to manufacture. The total number of transistors for both the processor and
the cache system totaled to 1.1 million. The total silicon die size for
the combination of the processor and the cache memory system is -almost one
square 'inch(0.921 inz). The power dissipation for the cache system was
estimated at 308 mW and found to be acceptable. -

An on-chip cache memory system proved to be valuable and cost
effective. The on-chip cache memory system is already in use on a small
scale, and as chip sizes increase so will the cache memory size. The use
of a fully associative cache is an easily achieved option because of the:
minor difference in layout size between a static RAM and a content
addressable RAM when a single polysilicon technology is used.




CHAPTER 1

INTRODUCTION

Problem Description and Background

Computer désigners are buiiding faster processors 'to increase
computer system throughput. There is a growing gap between processor speed
and memory speed. . Memory speed is the limiting factor for system.
performance. There are several ways.to increase the speed of today’s
microprocessors systems. These are:

1. increase the speed of memory access.

2. increase the single cycle per%ormonce by performing one

operofion per clock cycle.

3. incorporate other system features such‘os memory.mcncgement

units, pipeline instructions, etc. |

System ‘designers must use faster, more expensive main memory
components ﬁo-inérease memory speed. Main memory has increased in size,
but not in speed.

A more complex CPU is required to perform one CPU instruction per
clock cycle. The CPU must have the ability to prefetch and decode
instructions before execution. The microprocessor designs already encompass
more than 100,000 devices. This increase in~gomplexity is very costly.

A simple and cost effective‘mecns of inqrecsing microprocessor system

throughput is to incorporate: a cache memory. It has been shown that little
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.performance gain will be obtciqed when the speed of a CPU is increased [1].
The speed of the CPU is so much faster than the memory bandwidth that the
system is greatly "out of balance"™. Increased memory bandwidth will allow
memory to keep pace with fost microprocessoré.

Microprocessors are built using a two or thﬁee metal ‘layer CMOS
process. Static RAM (SRAM) 1is comparable in size to Content Addressable
memory (CAM) in a CMOS environment. This allows the use of associative
cache memories built from (CAM) to be designed without é 16rge penalty .in
silicoﬁ areaq. |

This thesis probes into the feasibility of iﬁcorporating,a cache’
memory on the same silicon die as a microprocessor or CPU. A background
in cache memory and fheory of operation is provided. Questions.concerning
total silicon die sizé, cache memory type, qrgcnizction, and cache memory
size are reviewed. The performance measures ére compared to conventional
off-chip cache meﬁories.

Three basic assumptions that have been made are:

1. A silicon chip large enough to handle both a microprocessor

and a cache memory can be fabricated economically.

2. An On-chip cache is faster than the conventional off-chip

implementation.

3. Use of a cache memory improves system performance.




Chip Size

Silicon wafer chubs are now grown in 6 inch diﬁmeters, and
experimental work is being done on 8 inch silicon wafers. Device
miniaturization also allows for the'pccking of .large numbers of logic and
data storage circuits into a very small area. Smaller circuits can be
built because of better alignment techniques such as self aligned gates and
shorter wavelength light for smaller photoplate geometries.

" Advcnce; in integrated circuit density are permitting the single
chip implemeﬁtotion of features, functions and performance enhancements
beyond those of basic eight and sixteen bit processors"™ [2]. Processors
being designed and built today not only include full 16 and 32-bit
.drchitecture, but also have sufficient areas for performance enhancements
such as instruction buffering, pipelining and cocﬁe memories. The chip
crea will n;t be sufficient for several yedrs to include oil possible
enhancement features [2]. One of the best uses for additional chip areas’
is a cache memory.

Increased chip areas result from better yield parameters. Fewer
total chip defects_cllow for production of larger chips with the required
yield. The Motorola MC68000 contains 68,000 transistors-and is 45 square
millimeters (6.24 by. 7.14 mm) in size [3] and the Intel 80386 contains
275,000 transistors and is approximately 350 mills x 350 mills-in size [4].

Ideally, perfect or 100% yield is desired. If this were attainable, any
size chip area céuld be realized within the limits of the wafer size.

Causes for less than perfect yield fall into three basic categories [5]:




1. - Parametric processing problems
2. Circuit design prohlems
3. Random point defects in the wafer

Parametric Processing Problems

One outstanding feature of a processed wafer is the distinct regions
of the wafer that exhibit very high-yiéld and other regions that exhibit .

very low to even zero yield. Effects that produce low yield regions are:

1. variations in thickness of oxide and polysilicon layers
2. - vuriutiéns in the resistance ¢f implanted layers
3. variations in the width of lithographically defined features

4. variations in registration or alignment of a photomask with

respect to the previous masking operations

These variations depend on one another, and a gross variution of one
processing step sgverely reduces chip yield. A variation in oxide layer
thickness-can result in areas being over-etched in thinner than average
oxide and under-etched in thicker than average oxide. Polysilicon gates
are shorter in the thinner than average polysilicon regions. This results
in channel lengths being too short to shut off a transistor when the'propef
gate voltage is applied. Variations in the doping of impicnted layers

leads to variations in contact resistance to implanteéd layers. During the
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processing of a wafer, various operations are carried out thch result iﬁ
-small but important changes in the size of the wafer. When' a wafer is
oxidized, the Sio2 %ormed has twice the volume of the silicon coﬁsumed in
the process. This stresses the wafer and when part of the $i0, is removed
from one side of the wafer, the wafer will bend if the resulting stress is
above the elastic limit of the material. Average vurictions‘in wafer size
are around é.s,miCrons for a 125 mm wafer [5]. This can cause serious
misclignment problems and reduce yield on regions of the wafer especially

when a transistor gate length is only 2 microns wide.

Circuit Design Problems

Regions of a wafer show low yield because the designed circuits fail
to take account of the variations in the processing. Designers must be
careful and follow design rules. 'Design rQIes are instigated to insure
integrated device operation for a pcrticélcr process.

| Threshold voltage (Vt) and ‘channel 1éngth (L) are the two most
important puﬁame£ers in MOS design. Variations in substrate doping, in ion’
implantation dosage, and géte oxide thickness will cause a variation in
threshold voltcge.' Variations in gate leﬁgth and source and drain junction
depth cause the channel length to vary. Variation of Vt and L may be
enough to ccusé a faulty circuit. The operation of a circuit may be
unpredictable if the threshold voltage or the channel length are not within

tolerance.




Point Defects

Even after processing and circuit design problems -are reduced, 100%
chip yield is not.obtoined because of point defects. Point defects are
regions where the wafer fabrication produces faulty circuits, and the size
of the faulty region is small compared to the size of the wafer. A three
micron dust particle on the wafer could cause a metal conductor to break
and render the circuit useless. This is un.exompie of a point defect.
Point defects also come from othér sources such as dust on the photoplﬁte,
a small fault on the photoplate, or a pinhole in the silicon dioxide loyerl
The best procedure to reduce random point defecis is to monitor them, take
action to reduce them such as clean the fabrication facility and processing
equipmenp, and continue to monitor point defects.

To overcome the above three problems, fabrication facilities have
advanced the technology of pfocessing steps and circuit design rules to
reduce point defects. The progress they have shown allows for the
manufacture of large area VLIS chips. Larger chips reduce the number of
chips'per wafer, and the yield must be high to produce large chip§
ecohomicclly.

Processing problems have been reduced by lowering processing
temperatures. Ion. implantation allows for lower wafer processing
temperatures. Chip yield is enhanced by better control of layer thickness
and doping densities. Circuit desiéners strictly follow design rules to
insure device operation. Circuit deﬁigners usually use a 1ibfory of .

circuit layouts that have been proven to function reliably. Point defects
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have been reduced by creating cleaner fabrication facilities and better

cleaning techniques. Substrates are now grown with better purity than

obtainable in the past.

On-Chip vs. Off-Chip Communications

In a typical off-chip cache design, the CPU must convert address
signals to TTL compatible levels. The cache memory chips must then perform
the tag search and drive the necessary data signals back to the CPU. This

process is inherently slow because:

1. 1/0 drivers are required to drive and receive the signals, and
I/0 drivers are not as fast as other 'chip circuitry.

2. Interconnect lines on a PC board contain large amounts of
resistance and capacitance.

3. A complete cache memory access cycle requires four signal
transformations from internal chip levels to external chip

levels.

In an on-chip cache system,-all information transfef takes place on
internal data paths. Transfer pf information internally on qychip is
faster and coﬁéumes less power than intra-chip I/0 transfers. Table 1
shows typical static RAM performance. Access time ranges from 50 to 500
ns for static rams. On-chip qache memory has the advantage of receiving

data before an I/O0 driver can signal an off-chip memory component. The
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static RAM access times in-Table 1 are time required for the data to be
delivefed after it receives the input signal. The time needed to deliver
the input signal to the static RAM chipkis about 20ns, which isthe delay
time associated in switching an input/outpﬁ£ pad and tristate driver.
On-chip cache memory receives the input signal in about 6 ns, which is a

14 ns advantage.

Table 1. Typiccl Static Ram Performance Data.

Organization Typical © Typical Total
Access Cost ~ Storage
Times :

256x4 80-150ns $2-4 1Kbytes

4096x1 80-150ns $5-10 . 4Kbytes

1024x4 80-150ns $5-10 4Kbytes

2048x4 80-150ns $10-15 8Kbytes

8Kx8 50-100ns $25-30 ' 16Kbytes

Figure 1 shows the logic diagram for a possible long interconnect a
céu might drive to deliver an input signal to.on on-chip cache meﬁory. The
timé delay involved results from haVing‘to transfer chcfge associgted with
the long interconnect capacitance. The iqterconnect line is precharged for

an optimum signal transfer rate.
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Cache Memories and System Performance -

Cache memories are a time tested mechanism for improving memory
system performance. Caches reduce access time and memory t.r‘qffic. Cache
memories hqve proven to be useful and will continue into the future [s].

Microprocessors are buss limited [7] whic‘:h‘ underlines the importance
of consérving or reducing buss traffic. Total system performance is a
function of memory buss bandwidth. It is‘con.ceivcble that a microprocessor
_can grow to 10 times as large in transistor count [7]', but the number of
pins that connect it to the outside world will only grow to about 1.5 to
2 times. Buss traffic will become a more pressing problem as processors
become more complex. A cache memory will reduce buss‘ traffic and allow the
bussé to be used for other important communication functions. Ali buss
transfers to external main memory are made in ‘biockmodg form.

The Motorola 68000 microprocessor has 64 I/0 pins. The MCéSOOO
tyllpicclly utilizes 90-95% of 1‘:he external buss bandwidth (8.25Mby£es/sec
@12 .5MHz clock freqqenéy). Increasing the speed of the CPU will nof result
in a significant incr‘ecsé in system per‘for‘rpcnce [8l. The main memory
componénts‘(DRAMS .and Memory 'Mancgemeht Units) simply are not fast enough
to. keep pace with the CF‘IU‘ I/0 demands. The 12,5MHz MC68010 has a minimum
buss cycle time of 320 ns (4 80 ns clock per‘iods)'.‘ To perform a r‘ecd-cyclé
without wait é»tctes, the 12.5 MHz MC68010 requires valid dgtc at the inputs
a maximum of 135lns after asserting the CPU address strobe. ‘.‘Cénventiondl
DRAMS and MMU’s only deliver data fr‘om, around 150 ns to 500 ns [8]. A

cache system logically placed between the MC68010 and the MC68451 MMU will -
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lower memory access times enough to allow the CPU to run without wait

states.

Processors being produced today are eaéily outpacing the memory
products associated with them. Memory products can be made fast enough to
keep pace with the processor, but it is vefy costl*. Memory designers have
béen concentrating on building high density memory chips. Dense memory
chips allow computer systems to huge several megabytes of main memory at
a reasonable cost, but access times do not decrease. One reasonable way
to bridge the gap bethen memory speed and CPU I/O speed is to incorporate

a fast buffer memory.

Scope_and Organization of Remaining Chapters

Chcpter 2 provides a background and covefs important topics of cache
memories. Chapter 3 discusses the design methodology. Chapter 4 reviews
the final cache memory design. Chapter 5 contains the design simulation,

and -Chapter 6 provides the conclusions.
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CHAPTER 2
CACHE MEMORIES

"A large number of computer pr‘og“r'cms show that mos1-; of the execution
time is spent in a few main r‘outine's" [10]. This phenomenon is called
locality of reference. Most pr'ogr‘cm"s. also demonstrate a sequentici nature
of program flow.

The CPU does not generate addresses that are random in nature. They
tend to be localized and the higher order bits remain the same. The only
deviation from this is a jump or br‘cnch' instruction.

When program flow is localized on a small number of in.str‘ucti‘ons,
those instructions are executed over and over again. These are usually
loops, nested loops or procedures that continually call each other. The
overall flow of the program is not important. The main idea is that

localized instructions are accessed by the CPU most of the time while the

rest of the code is accessed infrequently [11]: If a buffer memory is.

incorporated that contains the frequently accessed code, the CPU can access-
the buffer instead of main memory and save time. The buffer needs to be
faster than main memory. Faster memory is expensive and to make a complete

main memory out of fast buffers is very expensive.
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Conventional Cache Memories

Thé first cache implemented was the IBM system/360 Model 85 [12].
Since then, several high performance computers such as the ILLIAC IV, the
CDC STAR, the CRAY-1 and the TI ASC'have implemented a cache memory.
Almost every high performancé computer in use tﬁday incorporctes a cache
memory. Computers ranging from "minis" to fsupers" contain a cache memory
in one form or another. The main memory for a typicdl 8-bit microprocessor
is 512 Kbytes to 1 Mbyte. A 16-bit processor has addressability from 20
to 24 bits which is from 1-16 Mb. Larger main memories are being built
from medium speed Dyncmic.RAM chips. A cache memory can reduce memory
access times.

Typical memory access time for a DRAM memory chip is about 400 ns and
is shown in Table 2. Incorporating a DRAM chip set for the main memory is
the most economical choice. Large DRAM chips are slow, but inexpensive.
The cost of fabricating a mdin memor'y completely out of high speed static
RAMs or ECL chips would overshadow the cost of the rest of the.compuﬁer.

The block diagram of a buffer memory or cache memory is shown in
Figure 3. The cache memory is logically located between the CPU and main
memory.. The access time for cache memory is usually an order éf magnitude
faster than main memory and is intermediate in speed relative to CPU

register cycle time and main memory cycle time.
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Cache memory and main memory create a memory hierarchy just as main
memory'dnd secondary storage. Many of the techniques designed for virtual
memory management are also valid ih_o cache/main meméﬁy hierarchy. Both
systems try to obtain the fastest operation possible. The effective speed
of the memory system is maximized to obtain optimum system performance. .
Ideal 6perction of the main memory/cache memory hierarchy is an access time
very close to the access time of the cache memory.

A cache hit is whén the cache mémory satisfies a memory request. Thé
cache hit ratio ¢ is the total number of memory requests serviced by the

cache divided by the total number of memory requests [10].

number of cache hits

f = e (1).

total memory requests

A cache miss occurs when a memory request is not serviced by the
cache. The cache miss ratio is the number of memory requests satisfied by
the main memory divided by the total number of memory requests [10].

<

Miss Ratio = 1 - Hit Ratio = 1 - ¢ (2).

The effective speedup is the ratio of the main memory access time to
the effective memory access time. Let T, be the cache memory access time,
T, be the main memory access time and T, be the effective memory access

time as seen by the CPU. The effective access time is [10]:
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To= 6% T, + (1 -86)*T, (3).

This equation simply stdtes that the effective access time is equal
to the cache hit ratio times the cache access time plus the cache miss
ratio times the main memory access time. The speedup due to the cache

is [10]:
S, =T,/ T, ().

A higher cache hit ratio, produéeé a more efficient cache system
which leads to faster data and instructions transfers to and from the CPU.

“The relationship between cache hit ratio and speed up is [10]:

T, (6%T, + (1 - 6)T,) (1 + 6(T /T, - 1))
let _ T/T, = 0.1 (6).

Letting T,/T, equal 0.1 assumes the cache memory access speed is an
order of mognitude faster than the main memory access time and is a very
reasonable assumption.

thus, . 1
SC = —mmm—m—mm-—e (7).

Equation 7 shows that the cache hit ratio 4, is the determining
factor in épeedup. The speedup increases as the hit raotio approaches one.

Figure 4 shows speedup vs. hit ratio using equation 7. The ratio of cache
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Table 3. Hit Ratio and Speed up vs. Cache size.

¢ Sc " Cache memory size change required
to produce desired hit ratio

0.7 1.82 0 to 512 bytes

0.8 3.57 512 to 1024 bytes (doubled)
0.9 5.23 1024 to 2048 bytes (doubled)
0.95 6.90 2048 to 4096 bytes (doubled)
0.97 7.87 - 4096 to 8192 bytes (doubled)
0.98 8

47 8192 to 16384 bytes (doubled)

The system designer must ask himself if doubling the cache size is

worth the percentage increase in hit ratio and speed up.

Cache Block Size

All cache memories use blocks of words. A block is simply several

words grouped with the same least significant address bits. Each word can

contain data and instructions. The larger the block size, the more time’

it takes to move a block into thé cache memory. A large block size does
allow the CPU a better chance of accessing an upcoming insfruction or data,
but this gain is easily offset by the amount of time the CPU waits for the
block transfer to occur. Locality of reference plays a big part in
determining the block size. The -amount of 1locality of reference is
completely program dependent. There have been several studies into the
relationship between cache hit ratio and cache .block size [13], [16].
These studies show that a cache Slock size of around 8 words is a gooq
choice. The optimization of a cache block size would require the testing

of several hundred programs with several different sizes of cache blocks
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and is beyond the scope of this thesis.

Cache Operation Scheme

There are three basic types of caching schemes. These are:
1. Direct Mapped
2. Set Associative Mapped

3. Fully Associative Mapped

A direct mapped cache scheme is the simplest to use and understand,
but it is the least flexible of the thr;e types [14]. In a direct mapped
cache scheme, the main memory blocks map directly into only one cache
block. They map by the modulo of:the.number of cache blocks. If there are
128 blocks, main memory block K maps onto K modulo 128 of the cache.

Set associative mapping groups the cache memory blocks into sets of
blocks. Any main memory block can map into a block set of the cache. The
block then maps into only one of the blocks in the set. This allows for
better utilization of the total cache memory, but it requires more overhead
to control and maintain [15].

Full associative mapping allows any main memory block to map onto any
cache memory block. This cache scheme is the most flexible, but_depending
upon the replacement scheme, can be the most complex. If the replacement
algorithm is.complex, the fully cssécictive mapping scheme requires the

most CPU overhead to control and maintain [16]. If the replacement scheme

.is simple such as random, the fully associative mapping scheme is not the
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most complex and in fact is only a little more complex than direct.

The three schemes are explcined‘in detail in the next section. Thev
contribution of each scheme to hit ratio is determined by the amount of
overhead réquired to control cnd'mcintcin the'coche scheme. The set and
ful} associative cache schemes allow for more flexibility, but the required
overhead decreases pgrformance. The direct mapped cache scheme requires
very little overhead, but the total cache memory is not used. Each cache
_operction scheme has advantages and Qisudvcntuges. The comparison of the
three'tybes to determine the absolute best is a long and complex process
~and beyond the scope of this thesis. The results would be program specific
and inconclusive. Through experience with cohputer hardware cnd‘softwure;

the best choice, especially in the first design iteration, is the simplest .

choice.

Cache Replacement

The replacement clgorithﬁ determinés how the cache management system
replaces cache locations in céche memory. Cache replacement is per%ormed
after a cache miss occurs. In the direct mapped scheme, the replacement
algorithm is trivial. The needed memory block is automatically moved into-
the cache memory.. The only variation is if the system designer wishes to
move mofe than one block, usually the next or adjacent block of main
memory. The other two‘xypes of cache schemes can use from veryAsimple
replacement algorithms to very complex. The simplest is the first in/first

out. This scheme only requires that the blocks have a counter that is
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increased for euch‘unit of time that they spedd in the cuéhe memofy. Thé
cache block that is replaced is the one that has been in the longest. A
more optimum repldcement' scheme 1is the Least-recently-used or LRU
algorithm. This scheme requifeé the management of which block has been
used the most recently to the least recently. The least recently used
block is swapped out of cache when replacement is necessary. _There are
replacement algorithms that statistically keep track of the memory blocks
and ﬁake decisions on which block should be kept. This algorithm is
obviously the most exbensive in overhead, ond the efficiency gaoin or
performance gain is'questioncble.

Each replacement scheme has its advantages and disadvantages. The
on; that is used is completely up to the designer. The designer must weigh

the amount of processing overhead needed to implement a replacement

algorithm vs. the efficiently of the cache and the increase in performance.

Cache Miss Handling

When a cache miss occurs, the cache memory must be updated to allow
the continued execution of a program. Just as in replacement algorithms,
the miss handling can be very simple to very complex. .The goal is tb
replace a portion'of cache meméry, enable continued program execution and

reduce the possibility of future cache misses.
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Predominant Cache Organizations

Direct Mapped Cache

The direct mapped scheme is shown in Figure 6. This scheme checks
tag bits to determine if a needed main memory word is resident in the

TN

cache. The number °f<Egl_EiE§ needed is determined by the size of the
cochéyégocks and the number of blocks. For example, let‘c cache memory
coﬁsists of 4 K words. Let eoch.block contain 4 words. This means there
_—

will be 1024 blocks (4 words/block * 1024 blocks = & K words). Let main
memory contoinl20 address bits.. The cache tag words are 8 bits loﬁg, the
block address is 10 bits long, and 2 address bits are used to select one
of four words in a block.

The main memory blocks map directly onto only one cache block
locdtion. In the case described above, the main memory blocks map by
modulo 512 onto the cache blocks. When. a CPU generates an address, the tag
bits are checked; if the check produces a positive result, the blpck
contains the needed memory location and the CPU proceeds with a read or
write to the desired word. If the tag bit check produces a negative
resglt, the CPU must copy the needed block from main memory into the cache
block. This proéedure slows down £he processing of a program, but if ;he
cache has been designed well, and the locality or réference theory holds

for the program, the number of cache misses will be small and overall

system performance is improved.
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The second procedure attempts to reduce the number of misses in the
future execution of the programf There are a couple examples of knowﬁ
cache designs that replace adjacent blocks when a cache miss occurs. This
is the only time that such large amounts of data are moved into a cache
at one time. The buss bandwidth limitations prohibit the transfer of large

amounts of data for each cache operation.

Set Associative Mapped Cache

[

Set associative mapping is similar to direct mapping, but is more

s

{
flexible. Blocks of cdche memory are grouped ;ggg*gézf. Two-way set

associative cache has two elements per set. Each elemen# contains olnémory
bloqk. For example, let a two-way set associative ca%he consist of'$12
sets, 2 blocké per set, and 4 words per block. The fotai cache is 4 K
words long. Let the main memory hcve(é?)oddress lines which is the same
as the direct mapped example. The lower two address bits select the
particular word in a block. The next 9 address bits control the set, dnd
the final 9 bits control the tag associated with the set. Figure 7 shows
a block diagram 6f the logic associated with this example. The cache can
contain blocks 0 through 1023 just 1like the direct mapped example, but
cache set 0 can contain block 0 and any other main memofy block that is
modulo 512, This gives the CPU.cn option when plocing the main memory
blocks. A full/empty bit can be added to signify the status of a block in
a set. When a cache write is desired and one of the blocks of the set are

full, the CPU just writes into the other one, but, if both set blocks are
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complexity requires more design effort.and takes up more silicon aEec. As
a general rule, the-decisibn to go from direct mapped ;o set associative
is governed by the cache size.

For a cache of 32 kbytes{ the-miss ratio will_be low; and a sét
associative cache will not significantly reduce cache misses or ihprove
‘performcnce. For smaller caches, where the delay from a cache miss will
dominate, the set associative design will greatly increase performance.
The final decision must includé the design constraints that fcqe'the éystem
designer.

Fully Associative Mapped Cache

Fully cssoqictive mapping is the most flexibleAbut also the most
complex of .the three types discussed. Thié mapping sysfem allows for any
muin‘memory block to map onto any cache block-cs‘shpwn in Figure 8. The
ccche‘blbcks are distinguiéhed completely by their tag bits. For the 20
bit address main memory example with &4 word cache blocks and 1024 blocks,
there are 18 tcé,bité ber tag word associated with each cache blodk.

The main memory blocks are mopped'into aﬁy available gcche block.
when the CPU generétes‘c memory address, . all of the tcg bits are cﬁecked.
If the result is positive, the needed blbck is resiéént and program
execution continues. If the tag check produces a negétive\result, the
necessary main memory block is moved into the cache memory.. The fully
associative mopping‘technique cliows for complete freedom in replacing a

block when a cache miss occurs. However, it might not be practical to
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Cache Memory Topics

Tag Directories and Tag Checking

The contents of a cache are constantly changing as a program is °
executed. When a memory Fequest is issued by the CPU, the cache is checked
to see if the de§ired location is present. This 1is done Qith a tag
directory or table look—uside buffer. The tag directory must be checked
as fast as possible so as to not inhibit the speed of a cache memory
access. The fastest method is 'an associative search. The search is
performed on all tag locations at once.

The content uddresscble memory is the most common form of tag
directory. The content addressable meméry scheme provides comparison logic
for each memory location and bit. This adds considerable cost to each bit-
in a CAM, so tﬁé size of a CAM or tag directory is .kept as small as
possible. Suppose thé coehe'is‘diréctvmdpped into 64 blocks and the tag
for each block is 8 bits wide;t The necessary CAM ié 8 cells wide and 64
tag words in length. | The CAM containS‘a-write.logic to modify the tag
directory when a new memory location is stored into cache. A tcé match
line is associated with each tag word. The tag match line is precharged
prior to a tag directory search. If one bit of a tag word doesn’t match
the desired tag address, the tag mutcﬁ line is pulled down~signifying a tag

word miss. All of the tag match lines are combined together through OR

gates to form the hit/miss line. Figure 9 shows the logic layout of a CAM.
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the desired tag word. The tag write line is pulsed,. and the new block

address 1is written into the tag word.

Main/Cache Memory Consistency

After a CPU modifies a cache location by a write command, the
modification must make its way back to the main memory. Main memory must
be kept consistent with 'modificqtions that take place in thé cache. There
are two comhon methods of forcing consistency between the cache and the
main memory. The first is write-through or store-through, and the second
is write-back or copy—bcck.

The write-through technique writes a modified cache location out to
memory every time there is a write to cache. This system is very reliable
but can tie up a microprocessors buss structures. The write-back procedure
only writes a modified cache location to memory when the location is
swapped out of the cache. A cache location may be modified several times
.before it is moved back tq main memory. The write-back procedure lowers
buss traffic but is more complex to control and is not 100% reliable [17].

The write-back procedure reduces memory traffic but requires complex
logic to significantly reduce buss técffic. The reduction of buss trcffic
does not afféct the miss ratio of a cache mehory system, and low system
buss traffic must be necessary to justify the cost of a write-back caéhe
implementation. The.ecsiest way to implement a write-back cache scheme
is to mark a block as dirty when the CPU writes to it. The whole block is

then written to main memory when the block is replaced or the program
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ended. The number of times that- a whole cache bloc':k is modified by a CPU )
is very small, cnd several memory cycles are wasted writing the whole
block. The only way to alleviate this problem is to assign a dirty/clean
bit to each cache location. The block is thgn sconned for modifi_ed (dirty)
locations which are written to main memory. This procedure adds more -
complexity to the cache design. The system designer must make the decision
as to whether the extra logic, silicon créc and design effort are worth the
increase iﬁ system performance.

If write-through is used,~ main memory ‘always contains an up-to-date
copy of.cll information in the system. | If the micr‘o-pr‘ocessor‘ is used in
a multiple processor envif‘onment, the write-through simplifies the multiple
cache consistency problem. The write-back method results in the cache
‘containing the only valid copy of data, and an error correcting code is

needed to ensure high reliability.

General Cache vs. A Split Instruction/Data Cache

‘Cache bandwidth and access time can be improved by splitting the-
cache into a data cache and an instruction cache. The bandwidth is doubled
because two 'memor‘y requests can be serviced at once. Fast computers are
pipelined which means that several instructions are simultcneous‘ly fetched
and dec'oded. Most pipelines have seve.ral stages including instructic;n
- fetch, 'instr'ucti,on‘ decode, oper‘anq fetch and result transmission to the
pr‘.oper destination. Logic pertaining to instruction fetch and degodé

generally does not involve the operand fetch and store except when
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A split cache can be divided several ways. The split could be 50%
data and 50% instructioﬁ (split equal) or some other more optimum split
(split'unequbl); The unequal split in cache size is determined by running
several performance measures and adjusting tﬁe different sizes to produce
an improvement in system throughput. The.split equal, split unethl and
unified cache systems all perform aboﬁt the same with-respect to miss
ratio. The sys£em designer must decide if the increased bandwidth

justifies the cost of all the extra logic and CPU overhead.
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CHAPTER 3
DESIGN METHODOLOGY

The design of an .on—chip cache system is governed by several

constraints and conditions. The constraints in this cache implementation

are:

T.- The cache structure is geared toward a microprocessor.

2, Cache operation must require very few <CPU iqstruction
‘'executions and be transparent to the user.‘ The mapping scheme
must be kept manageable. The cache initialization and
replacement procedures must be straight forward and require
very little CPU overhead. The memory consistency procedure

must keep main memory valid without CPU intervention.

3. The cache structure must not increase total silicon area to

.an unproducable size. The block size must be 'small enough to
not bottleneck the microprocessor memory buss and big enough

to produce low miss ratios.

4. The cache tag directory must be fast and require very'little
logic to maintain and control. Modifying the tag words must

require very little delay or CPU overhead.
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5. The layout technology of the cache memory must be compatible
with the layout technology of the microprocessor. For this
thesis, the layout software must-be available here at Montana
State University. The 1layouts must be simulated to test

system operation.

6. The memory cell used to store the cache data must have a fast
access time and add a minimal emount of complexity to the

microprocessor.

The above constraints were kept in mind when the on-chip cache
structure was designed. The following sections explain the choices made
and how they reflect the system constraints. The information needed to
form design deqisions‘origincted from informction on cache systems and
theory, microprocessor vendors, memory vendors and conventional cache.
memory systems.

There are several commercially available microprocessors that could

-benefit from an on-chip coche memory system. Some of these are:

Intel 8086, 80286 & 80386.

"Motorola 6800, 68000, 68010, 68020 & 68030.
National Semiconduétor 3200 & 32000. |

Texas Instruments 4000, 4400 &'9900.

Zilog z80 & 28000.
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The cache design is not geared toward a specific microprocessor. A
general design is done which could be modified slightly and applied to a
specific microproéessor. The search for an optimum microprocessor is
beyond this thesis. The only specific design choice made was to use 32 bit
data words and 32 bit addresses yhich makes the cache design unﬁppliccble

to 8 or 16 bit microproéessors.

General Operation and Data Flow

Cache Initialization

3

The cache memory words are initialized upon CPU start-up or power-up.
The CPU will run a small program from a start-up ROM that writes the first
page of memory into the cache. 1In an MS-DOS operating environment, the
cache would be initialized with OL4OOH.

Cache initialization can be accomplished in two ways. One way is to
include a valid bit in the cache system, and another way is to initialize
the cache with a page of memory.

The valid bit associated with each cache word would be set to
_“invclid“ upon sys£em power up. The CPU would read and write only to vclid_-
cache locations. A cache block is validated after a tag address and the
memory words are written to the cache block. The valid bits would not be
used often enough to justify their placement on chip, and it would not be

practical to put them off-chip.
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Memory Access Cycle

The CPU submits a memory request by placing the desired address on
the address buss followed by a read or write control sequence. The memory

request. cycle is shown in Figure 11 and follows the following sequence.

1. The upper 20 address bits are applied to the tdg directory

search logic.

2. The tag search is performed, and the hit/miss signal is

validated.

The following four steps are taken when 'the tag search results in a
cache hit. The tag hit line signals the CPU to continue the cache access

and provide the read signal in the desired time.
3. The tag match line and the set address bits are decoded to
access the desired cache .block. This is performed almost

simultaneously along with the tag directory search.

4. The decoded set line and the cache block address bits are

decoded to access the desired cache word.

5. The read/write signal is applied by the CPU.
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6. Data is either transferred to the 32 bit data buss (in the
case of a read operation) or transferred from the datd buss
and written into the cache word (in the cdse of a write

operation).

The following five steps are taken when the tag search results in a
cache miss. The tag hit/miss line signals the CPU to access main memorY”"

and perform a cache replacement operation.

3. The tag write line is. applied and the set address bits are -
decoded allowing the upper 20 address bits to be written into

the tag directory.

4, The tag match lines are applied.
i
{ 5. The block address bits are decoded.
6. The writevline is applied by the CPU, and data from the data

buss (and main memory) is written into the cache memory word.

7. The write operation is performed three more times filling the

cache block with main memory. This is performed in a burst

mode which requires only the decoding of the blocK address

(lowest two address bits).
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Mapping Scheme

Direct mapping was chosen because it reéuires the least logic to
control [19]. It is not the most efficient, but some of the loss in
efficiency isngcined by the simplicity. Direct mapping requires Qery
little logic beyond address decoding and tag checking. The direct mapping
scheme requires smaller silicon area than set associative or fully
associative cache memories. If a nested loop is large compared to the
cache size, £hen direct mqpped cache is as efficien; as fully associative

[20].

Initialization

When a microprocessor is powered up, the cache memory and the cache
tag directory will contain random data. The CPU may make a request, and
the.tag directory could indicate thct the needed information is contained
in the cache before any chid data has been written iﬁto the cache. Oné
approach to eiimiﬁcte this problem is to have the CPU rQn a procedure upon
start-up that sets a valid bit on all cache memory locations. The valid
bit is checked to determine if the cache memory locction‘is valid of not.

Another and betier way is to have the CPU run‘ a tag directory

initialization upon stdart-up. The initialization could write zero's into

all tag directory cells. The memory location 0000 can then be reserved for -

the system or not used at all. This will insure that data is not accessed

from the cache until the cache has been written into.
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Replacement Procedure

The replacement procedure is trivial in a direct mapped cache system.
In fact, the only choice in replccemeﬁt étructures that the designer has
is when cache blocks aré'replcced and not where they go. The system
described here uses a cache miss genercted'réplccement scheme. A cache
block is replaced only when a miss occurs. The word of a cache block could
be used to signify that the next CPU access will be in another block, but

there is no simple way to tell which block will be needed next. The logic

required in replacement prediction is not trivial and is too complex for -

application on a microprocessor.

Memory Consistency

The write-through consisteqey scheme 1is employed because of high
reliability and easy maintendnce. The microprocessor address and data buss
will bg used more often, but the increased traffic should not create a
bottleneck. One drawback to this scheme is that main memory cannot keep
up with a series of writes. The main memory controller will notify the CPU

to halt program execution until the main memory is caught up.

Cache Size
~_
The overall cache size is governed mainly by the size of the

individual memory cell and the size of the tag directory. The I/O 1ogic'
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and address decoding logic require 11% of the total silicon area for the
cache memory. The tag directory requires 16% and the memory cells fill
up 73% of the total silicon area. A larger cache produceg 6 higher hit
ratio, but the optimum: performance per size is around & K words.‘ The

minimum.useful cache size for the INTEL 80386 is 4 K words [21]. The

complete cache system with 4 K words, 1024 word tag directory and all
required support logic occupies 464.8 square millimeters or 849 x 850
square mils. The cache memory system contains approximately i,ooo,doo
transistors and this would roi;e the total transistor count on the MC68000
to 1.1 million transistors oﬁd brings the total silicon area to

approximately 920 x 920 square mils.

Block Size

; The Block size is four words long. This allows relatively high hit
ratios and requires only four continuous memory access cycles to replace
a cache block. The small block size allows for the storage of many

different possible software loops in the cache structure.

Tag Directory

The tag directory block diagram is shown in FigUre 12. The fog
directory is a direct mapped CAM with very simple write logic and hit/miss

signaling. The decoded set address allows for -the writing of a tag word

| without a second decoding of the memory address.
|
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The two possible mémqry_cell designs are dynamic memory cells or.
static memory cells. The dynamic memory qells offer a medium access ti&e
and consume only a few'squore microns. The s£otic memory cell is faster
but requires more silicon area. The dynamic memory cell ‘must be refreshed
every fewmilliseconds, and the stored information must be rewritten idto.
the cell after each read operation. The static memory cell requires Qery

little supporting 1logic and retains information as long «as power is

- supplied. Static RAM memories are used almost exclusively in small buffer

memories and cache memories.

The logic diagram for a dynamic memory cell is shown in‘Figure 17.
The cell requires only 3 transistors and occupies léss.siliéon area than
a static memory ceil. The informotion‘is.stored‘on the gate of fronsisfor
#2. A chcrgea gate represents a logic 0'cnd an uncharged gate is a lqgic
1. The read data line is precharged just before a read operation is
performed. When the read strobe line is'pulsed, the read data line will
be discharged if the .gate of transistor #2 is chcrged and will remain
charged if the gate of trcnsistor #2 1is uncharged. The leakage resistance
associated with the gate determines. how often the gate must be refreshed
to preserve the stored information. The required refresh and I/0 logic
require a significant amount of design ef%ort and ‘extra silicon area. The
access time is tdo,slow to justify the cost of the extra compléxity.
Dynamic RAMs are used exclusively in large main memories.

‘The logic diagram for a static RAM memory cell is shown in Figure 18.
The cell rgquires 6 transistors and occupies more silicon area than «a

dynamic memory cell. The information is stored on .two cross coupled
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The read and write operations are the same as for a normal static
memory cell. A search operation is performed by (1) precharging the match
line (2) applying the data to the bit-bar line and dato—bar‘to the bit
line. The match transistor will rehoin off if the data in the ceil matches
the data on the bit and bit-bar lines. The match tronsisto? of dny cell"

in the tag word can discharge the match line during a tag search.

CPU Communications and Timing |

The CPU communicates with the cache memory through the:
1. 32 bit address buss
2. 32 bit data buss
3. precharée signal
4. read/write signal
5. perform tag search signal
' 6. tag write signal . ' o | . w
7. hit/miss signal

8. data speed.up signal

The timing diagram for a typical read cycle is shown in Figure 24.

The CPU generates the following signals.

1. The precharge signal is applied. ‘ ' |
2. The address bits are applied to the cache memory system.

3. The tag search signal is applied.

4. The tag match line will stay high if there is a cache hit.
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CHAPTER &

FINAL DESIGN

Circuit Layout

The complete layout is done with 10 cells. The layouts are:

1.

2.

9.

10.

Static RAM Cell.

Content Addressable Memory Cell.

Cache Word Address Decoder.

Cache Block Address Decoder.

Tag Line Pass and Tag Word Seléct Logic.
Top Tag Write Logic.

Bottom Tag Write Logic.

Static RAM Speed Up Logic.:

Address Invertor.

Tag Match Line Precharge Logic.

The logic diagrams and circuit layouts are shown in Appendix A. All

of the circuits are documented with circuit specifications, circuit

layouts, logic diagrams, and circuit parasitic calculations.

Circuit Parameters

The circuit parameters are derived from the layout artwork. The

parasitic capacitance and resistance depend upon interconnection length and
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System Size

The total system size is 464.8 mm?. The cache memory words occupy
73% and the tag directory 16% of the total layouf. The address decoding
circuits aqd other necessary logic make 'up the remaining 11% of the layout.
The system and subsystem sizes are shown in Figure 25.

The total system size of a MC68000 and the cache system would occupy
almost a full square 1inch of silicon area and contain 1.1 million
transistors. The yield for a chip this size would be low, on the order of
about one chip per wafer. This yield would escalate the cost of the

processor/cache memory chip.

Alternate Design - Fully Associative Cache

The extra‘silicoq area required to use content addressable memory
(CAM) cells in a CMOS environment is small relative to the size of static
RAM (SRAM) cells. A fully associative cache memory is not impossible to
implement. The fully associative cache scheme differs only by a few
hardware items frqm the direct mapped cache implementation. The fully
associative cache scheme differs in timing and control. Four changes that
would transform the difecf mapped cache design into a fully associative
cache are:
1. 10 more bits per tag word.
2. A more complex replacement scheme and an address

generator for cache replacement.
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A system diagram of a fully associative cache memory system is shown
in Figure 26. The shaded areas define the extra area and logic needed to

transform the direct mapped cache into a fully associative mapped cache.

Tag Word Length

A fully associative cache memory would require 30-bit tag words. Ten
more CAM cells per tag word than the direct mapped design. This requires
an extra 9 mm? of silicon area, but only increases the total silicon area

for the cache system by 1.9%.

Full/Empty Designation

The CPU must know when the cache memory is full. A cache replacement
is not necessary until the cache memory is full, and a memory 1ocation
other than wha; is contained in the cache is needed. A full/empty bit
associated with each block is one possiblé solution.

Assuming that the cache memory is filled with‘the first page of the‘
operating system upon system start up could replace tﬁe needed hardware of
a full/emp£y bit. The full/empty bit is not used enough to justify
loccting.it on-chip ana is imprcétical to locate off chip. This solution

_requires a specific software ényironment that initializes the cache memory

upon power up and after any system failure.
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Replacement Scheme

The fully associative orgcnizctiqncllows complete flexibility in the
placement of cache blocks which results in more effiéient'use of the cache
memory space. The simplest replacement scheme is random replacement.
After it has been determined that a cache rehlccement is needed, a block
is chosen at random by a random number generator. The new block is then

written into cache.

Communications and Timing

The data flow of a fully associative mapped cache 'memory request
cycle that results in a cache hit is identical to the data flow of a direct
mapped cache memory cyqle.

When a memory request results in a cache miss, the replacement of a
~cache block requires the genérction of the block address. A random number
generator will suffice for a random replacement algorithm. The block
address (generated from the random number generator) is applied to a block
address decoder which selects the location for the needed main memory
block. The program execution then continues until another cache miss
occurs.

The extra communication signals required of the CPU are:

1. A signal to start the random number generator.
2,‘ ‘A signal to apply the random cache block address to the

address decoder.
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Advantages of Fully Associative Mapping

There are some advantages to using a fully associative mapped cache.
The advantages are best displayed. through the execution of benchmark

programs and cohpcring the execution times. Possible advantages are:

1. . The cache is used more.efficiently.

2. The use of CAM cells is fully justified.

3. Several different types of replacement schemes are possible.
4. The hit ratio could be higher resultin§ in shorter memory

access times.
The fully associative mapped cache is not implemented or simulated
because the advantages are only visible after some benchmark programs are

simulated. This exercise is beyond the scope of this thesis.
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CHAPTER 5
DESIGN SIMULATION

Design and Simulation Tools

Layout Software

The QUICK KIC layout package was used in the layout and design of the
on-chip cache. This package is the only available software package at
Montana State University that is capable of a layout of this size. The
package includes a design rule checker and produces layouts that can be

processed and sent to a fabrication facility.

Circuit Simulation

The critical signal paths are simulated to produce performance
measures. The simulation software is TSPICE, a TEKTRONICS version of
Berkely SPICE. The QUICK KIC graphics editor includes an electronic
schematic editor. The schematic editor was used to create the TSPICE
circuit definition file. This file contains all trcnéistor sizes, node
connections and transistor types. The parasitic capacitances were
calculated by hand and added to the circuit definition file to create a
complete model of a cache memory word. A sample parasitic capacitance

calculation is given in Figure 27. The capacitance associated with the
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technologies over the last few years. There are several reasons for this

evolution:

Smaller more compact layouts are easily achieved.

The noise immunity is better than both bipolar TTL and

NMOS.

The power consumption is the lowest among current
circuit technologies. CMOS circuits only draw current
when they are switching. Very high speed CMOS circuits

consume as much power as some TTL.

' The speed of CMOS circuits rivals fast bipolar TTL. The

layout technology follows the MOSIS scalable design
rules version 6. The layout rules are given in Appendix

C.

Speed Estimate

‘The cache word was simulated with a 50 MHz dual cycle clock. The

access time is 40 ns for both a cache read and write. The block

replacement procedure takes 80 ns. -The address and data 1lines all

stabilize to the desired logic levels in the time specified by the timing

diagram. Appendix D contains the complete circuit schematic and the SPICE
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'Power Consumption Estimate

The power dissipation of CMOS circuits is. a function of the
frequency, voltage and the capacitance associated with the circuit. The
power dissipation is caiculcted by:

Py = Cy * V2 * f (8)

as described by Weste and Eshraghian [22]. P, is the dissipated power, C,

is the load capacitance, Vg is the sourcé voltage, and f is the frequency

at which the output is driven.
The power dissipation is estimated for each cell of the 1layout

operating at 25 MHz. Not all cells in the cache memory will be operating

at one time. The total power dissipation is the combined power dissipotion-

of:
1. all the partially active address decoding cells
2. all the active tag cells
3. one fully active data wora.

The power diséipotion estimate comes from driving all these cells at the

maximum frequency. The power diésipcted in the tag cell is calculated as:

C Address = 7.5 ff
C Address Bar = 5.8 ff
C Tag Match Line = 8.3 ff
Total Capacitance = 21.6 ff
Power dissipation:
= 21.6 ff * (5 volts)? * 25 MHz = 13.5 uW
The power dissipation for each individual cell is given in Table 4.

‘The total power consumption for the cache memory is 308 mW and is egsily
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16 Kbyte SRAM used for a cache memory is 700 mW. The total power
consumption of the on-chip cache memory and CPU is 0.9 Watts.

The cdnventionc; cache memory system requires the design of a more
complex circuit board and increases the chip count of the computer system.
The on-chip ccchglnemory reduces total chip count and the logic glue needed
to interfdce fast SRAM as a cache memory system. The mother board for most
computers is_clrecdy crowded and the reduced chip count would reduce the
cost but might not be enough to offset the increased cost of the CPU. If
enough computer systems were built and sold, the én—chip cache memory
system could bé cheaper.

The cémbinotion cache memory/CPU chip lends itself very well to
parallel or multiprocessing. Each processor incorporated in a
multiprocessor computing system would contain its own cache memory system
and greatly reduce design time and enhance performance. Each processor
could work from 6 shared main memory and contain a separate and secure task
in local cache memory.

The diagnosis and integration of a CPU/cache memory chip will be more
difficult Eeccuse there is no way of monitoring the cache memory conterits

externally.
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CHAPTER &

CONCLUSION

Discussion of Results

The designed on-chip cache memory system~ displayed several
interesting characteristics. The on-chip cache memory system improved
system performance as expected because of decreased memory access times
relative to both a non-cached system and a conventional off-chip cached
system. The speéd up factor relative to a non-cached system is
approximately 7.8 and relative to a conventional off-chip céched system is
approximately 1.9.

The inclusion of a CAM is not very expensive in silicon area and
paves the way for a fully associative cache ‘memory scheme. The fully
associative céche memory would require more hardware and a more complex
timing scheme but would result in very efficient use of the cache memory.
The hardware would oniy increase the total system size by about 4 percent.

The cache memory system consumed mére silicon area than would be
feasible to put on one silicon die, but the cache is 16 Kbytes which is
quite large. The‘size can be reduced 5y layout compaction and possibly
logic reduction.

Thé power dissipation of an on-chip cache system is substantially
less than an off-chip implementation. The processor/cache memory éhip

power dissipation is approximately 0.75W. . A conventional processor/cache
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memory system would dissipate approximately 2.6W.

Because of the processor/cache memory chip size, it would initially
be quite expensive to produce and maﬁufocture. The yield per wafer for
this size of a silicon die would be low, on the order of about one chip per
wafer. The cost of designing and building a conventional cache memory
would be less{ but the chip count for thé total system is increased and
the circuit board layout will be more complex. |

The processor/cache memory chip would lend itself for use in a
parallel processing environment.. éach précessor in a multiprocesssr

environment would-have its own local secure cache memory.

Future Work
The continuation of‘thisvwork should‘inélude the simulation of a SRAM
£qg directory and the design ond simulation of a fully cssociative'cache
system. It would be interesting to then perform a cache memory system
simulation and check the improvement of several benchmdrk programs.
Other work should include the reduction of the cache access time.
The cache memory access times should be comparable to the access times of
the CPU registers.becausé of their location on-chip. This would be the
fastest cache memory needed because it would be almost 1like having 16
th;usahd registers. The instruction set would not support 16 thousand
registers, but the access times'would allow operation speedé almost as
fast.
| The cache memory could be pipelined. Cache memory words, (both data

and instructions) could be prefetched to increase system performance.
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APPENDIX A

CIRCUIT DOCUMENTATION
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1. TAG CELL

The tag cell stores the address information for the tag directory.
20 tag cells combine to form one tag word. The address is checked and if
a match occurs, the precharged TAG MATCH line remains asserted. The
circuit schematic is shown in Figure 31. The circuit layout is shown in
Figure 32. The inputs are:

ADDRESS

ADDRESS_BAR

THIS_TAG_WORD
The output is:

TAG_MATCH_LINE

Cell'specificctions.

A}

INPUTS Capacitance
ADDR .10 fF
ADDR_BAR 10 ff
TAG_WORD 50 ff
OUTPUTS Capacitance
TAG_MATCH_LINE : 10 ff

Cell Size

width- 57 microns
Height . 63 microns
Output settling time T 6 ns
Input Hold time 12 ns
Power Dissipation 125  uW

Maximum transient current 2.5 mA
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